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1 Introduction

1.1 The Scheme

1.1.1 This document is Volume 1 of the Environmental Statement (ES) for 
the A40 Penblewin to Redstone Cross Improvements (referred to in this 
document as ‘the Scheme’). The ES reports the findings of the 
Environmental Impact Assessment (EIA) process. 

1.1.2 The existing A40 Trunk Road runs between London and Goodwick and 
is officially known as the London to Fishguard Trunk Road. The A40 
crosses the River Severn at Gloucester and the River Wye at Ross-on-
Wye and then passes through Brecon, Abergavenny, Carmarthen and 
Haverfordwest terminating on the harbour in Fishguard Bay. The 
Scheme includes a proposed improved section of Trunk Road over a 
total length of 1.78km from Penblewin Roundabout to west of Redstone 
Cross junction. 

1.1.3 The existing A40 road would be reclassified and cease to be a trunk 
road, reverting to the local authority. This section of highway will 
provide local access to north Narberth and to the community of 
Bethesda as well as access to property and land.

1.1.4 The location of the Scheme is shown in Location of Scheme (ES 
Volume 2 Figure 1.1). Further details of the Scheme are provided in 
The Project (ES Volume 1, Chapter 2) and Assessment of 
Alternatives (ES Volume 1, Chapter 3). 
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1.2 Purpose of the Environmental Statement (ES)

1.2.1 EIA is a means of identifying and collating information to inform an 
assessment of the likely significant environmental effects of a proposed 
development. The findings of the EIA process are reported in an ES in 
order to ensure that, when deciding whether to grant consent for a 
proposed development, the decision-maker has access to information 
regarding the likely significant effects on the environment. This allows 
these effects to be considered in the decision-making process. The 
requirement to prepare an ES is set out in law. 

The EIA Directive

1.2.2 The legislative framework for EIA is set by European Directive 
2011/92/EU, as amended by Directive 2014/52/EU (collectively 
referred to as the EIA Directive). Amendments made to the EIA 
Directive 2011/92/EU by Directive 2014/52/EU, require several 
significant changes to the EIA regime in Wales. The current Directive 
requires EIA to be undertaken in support of an application for 
development consent for certain types of proposed development. 

The EIA Regulations 

1.2.3 The Scheme requires an EIA because it is a proposed development of 
sufficient size to be a ‘relevant project’ as defined in Schedule 2 of the 
Environmental Impact Assessment (Miscellaneous Amendments 
Relating to Harbours, Highways and Transport) Regulations 2017, a 
project for constructing or improving a highway where,

‘the area of the completed works together with any area occupied 
during the period of construction or improvement by requisite 
apparatus, equipment, machinery, materials, plant, spoil heaps 
or other such facilities exceeds 1 hectare or where any such area 
is situated in whole or in part in a sensitive area.’ 

1.2.4 The area of land required for the Scheme exceeds the minimum 
threshold and so is treated as a ‘relevant project’.

1.2.5 Guidance in relation to the procedure for determining whether or not an 
EIA is required for highways schemes is set out in the Design Manual 
for Roads and Bridges (DMRB) Volume 11, Section 2, Part 3 (HD 
47/08) (Highways Agency et al., 2008) and Interim Advice Note (IAN) 
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126/09(W) (Welsh Assembly Government, 2011). This requires that a 
‘determination’ process is followed for certain highways schemes. The 
determination process (Screening) for this EIA is summarised in 
Section 3 of Environmental Impact Assessment Methodology (ES 
Volume 1, Chapter 4), while the full Screening and Scoping Report 
is provided in ES Volume 3 Appendix 4.1. 

Conservation of Habitats and Species Regulations 2017

1.2.6 In accordance with Regulation 63 of the Conservation of Habitats and 
Species Regulations 2017, which are derived from the Council 
Directive 92/43/EEC on the conservation of natural habitats and of wild 
fauna and flora (the Habitats Directive), an Assessment of Implications 
on European Sites (AIES) has also been prepared to consider the 
possible effects of the Scheme on European sites.  The findings of the 
AIES are reported in a Statement to Inform the Appropriate Assessment 
(SIAA) and will be published separately. The likely effects on European 
sites are also considered in Nature Conservation (ES Volume 1, 
Chapter 8).
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1.3 Scope and content of the ES

1.3.1 Although there is no statutory provision as to the form of an ES, the 
Environmental Impact Assessment (Miscellaneous Amendments 
Relating to Harbours, Highways and Transport) Regulations 2017, 
states that information must include at least: 

a) “a description the site, design, size and any other relevant features 
of the project,

b) a description of the likely significant effects of the project on the 
environment,

c) a description of the features of the project or measures envisaged 
to avoid, prevent or reduce and, if possible, offset any likely 
significant effects of the project on the environment,

d) a description of the reasonable alternatives studied by the project 
authority which are relevant to the project and its specific 
characteristics, and an indication of the main reasons for the 
option chosen, taking into account the effects of the project on the 
environment,

e) a non-technical summary of the information mentioned in 
paragraphs (a) to (d), and

f) any additional information specified in Annex IV that is relevant to 
the specific characteristics of the project, or type of project, and to 
the environmental features likely to be affected.”

1.3.2 This ES provides the information set out above, together with other 
relevant information listed in the EIA Directive. The information 
supplied within this ES is considered to provide a clear understanding 
of the main or likely significant effects of the Scheme on the 
environment.  Further detail regarding the scope of the ES in relation to 
legislative requirements is provided in Environmental Impact 
Assessment Methodology (ES Volume 1, Chapter 4). The Scoping 
Report is included in Screening and Scoping Report (ES Volume 3 
Appendix 4.1).

Structure of the ES 

1.3.3 The ES has been structured in order to allow relevant environmental 
information to be easily accessible. The information is set out in the 
following documents, which make up the full ES: 
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Non-Technical Summary: 
Bi-lingual summary of the ES using non-technical terminology
Volume 1 Environmental Statement
The list of chapters in Volume 1 is provided Table 1.1
Volume 2 Figures
Including all figures and drawings to accompany Volume 1
Volume 3 Appendices
Including specialist reports forming technical appendices to the main 
text in Volume 1.

1.3.4 This volume of the ES (Volume 1) includes the main text. Subsequent 
chapters contain the following:

Chapter 2: description of the Scheme and information relating to 
construction of the Scheme
Chapter 3: information relating to the main alternatives considered 
during the evolution of the Scheme and the reasons for the choices 
made
Chapter 4: outlines the approach and methodology adopted during 
the EIA process
Chapter 5: legislative and policy context. 

New Design Manual for Roads and Bridges EIA 
guidance

1.3.5 The topics set out in the EU Directive 2014/52/EU included Climate 
Change, Heat and Radiation, Population and Human Health, and Risk 
of Major Accident and Disaster.  In August 2019 Highways England 
began the replacement of the DMRB Volume 11 to reflect the new 
Directive.  The new guidance (DMRB 2019) has been published in 
sections commencing in August 2019.  

1.3.6 The scope of the ES has been updated to reflect the current guidance 
with the exception that “All Travellers’ and ‘Community and Private 
Assets’ topics have been kept separate as per the Scoping Report and 
opinion and not merged into the Population and Human Health topic.

1.3.7 Work on the screening and scoping stages of the EIA for this Scheme 
began in March 2019 and all of the assessments were well advanced by 
August 2019.  

1.3.8 An initial analysis to determine the differences between the scope of the 
proposed EIA and the scope that would be required under the 2019 
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guidance was undertaken in December 2019.  The assessment methods 
for those topics that had been published by December 2019 were 
proving to be broadly similar to the 2008 guidance.  The decision was 
taken to proceed with the ES chapter headings in accordance with the 
agreed Scoping Report and to adopt the methods and guidance set out 
in DMRB 2019 where appropriate.  The new topic of Population and 
Human Health was developed using methodologies already available 
before the publication of DMRB 2019.  

1.3.9 The ES Volume 1 environmental assessment topic chapters that follow 
Chapter 5 are listed in Table 1.1.  Where the new DMRB guidance has 
been adopted the chapter title is marked with an asterisk.

Table 1.1  Structure of this ES 

Chapter Topic title

6 Geology and Soils *

7 Road Drainage and the Water Environment *

8 Nature Conservation*

9 Landscape and Visual Effects *

10 Archaeology and Cultural Heritage*

11 Community and Private Assets (excluding agriculture)

12 Community and Private Assets: Agriculture *

13 Air Quality

14 Noise and Vibration

15 All Travellers *

16 Materials *

17 Population and Human Health

18 Climate Change*

19 Assessment of Cumulative Effects

20 Management of Environmental Effects

21 Conclusion

22 Glossary

The Assessment Team 

1.3.10 The EIA process was managed by Arup and RML, taking into account 
information and assessments provided by the Welsh Government and 
the design team. Individual chapters were prepared by authors from 
Arup and RML. 
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1.4 Publication of the ES

1.4.1 This ES has been submitted alongside the draft Orders for the Scheme. 
Statutory Orders are prepared by Welsh Ministers and published in 
draft. The draft Orders for the Scheme include the following: 

a) A draft Line Order to provide for the new section of trunk road 
and the reclassification of the existing A40 (detrunking)

b) A draft Side Roads Order to deal with local highway issues 
(including roads, footpaths, bridleways, byways and cycleways) 
and private access issues. Side Roads Orders can relate to closure, 
diversion, improvement or new provision 

c) A draft Compulsory Purchase Order to provide for the 
acquisition of the land and rights required. 
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1.5 How to view or obtain copies of the documents

Viewing the documents

1.5.1 Due to the Covid-19 pandemic Welsh Government have taken the 
decision to minimise the risks of spreading the disease.  Consequently, 
the full ES, draft Orders and supporting documents are available to view 
and download from the Welsh Government website: 

http://www.gov.wales/A40-Penblewin-Redstone-Cross

1.5.2 Copies of the draft Orders, the ES and supporting information are 
available to view at the Queen’s Hall, Narberth, Pembrokeshire, SA67 
7AS.  Anyone wishing to view these documents can do so by prior 
appointment only in order to comply with social distancing measures.  
To arrange an appointment please contact the Scheme Public Liaison 
Officer:

Public Liaison Officer
Martin Gallimore
Telephone: 07923 887 119
Email: a40enquiries@arup.com

Obtaining copies

1.5.3 Further copies of the Non-Technical Summary can be obtained free of 
charge from the Welsh Government in Cardiff at the following address: 

Orders Branch Transport 
Department of Economy, Science and Transport 
Welsh Government 
Cathays Park 
Cardiff 
CF10 3NQ. 

1.5.4 Electronic copies of the ES (on DVD) can be purchased from the above 
Welsh Government address at a cost of £20 (including postage and 
packaging). 

1.5.5 Paper copies of the ES are also available from the above address, 
although an administrative charge will be made to cover the cost of 
copying (price on application). 

http://www.gov.wales/A40-Penblewin-Redstone-Cross
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1.7 Abbreviations used within the Environmental 
Statement

1.7.1 Table 1.3 explains the abbreviation used within this Environmental 
Statement. 

Table 1.3  Abbreviations used in the Environmental Statement

Abbreviation Full term

AIES Assessment of Implications on European Sites

ALC Agricultural Land Classification

ASSI Area of Special Scientific Interest

AQMA Air Quality Management Areas

BAI Bat Activity Index

BMV Best and Most Versatile

BTO British Trust for Ornithology

CCC Carmarthenshire County Council

CCR Climate Change Resilience

CCTV Closed Circuit Television

CEMP Construction Environmental Management Plan

CPO Compulsory Purchase Order

CRoW Countryside Rights of Way

CRTN Calculation of Road Traffic Noise

D&B Design and Build

DAT Dyfed Archaeological Trust

DCfW Design Commission for Wales

DEFRA Department for Environment, Food and Rural Affairs

DMRB Design Manual for Roads and Bridges

DTM Digital Terrain Model

DWI Drinking Water Inspectorate

EAR Environmental Appraisal Report

ECAT Environmental Coordination and Advice Team

ECoW Environmental Clerk of Works

ECO Environmental Coordinator

EFA Environmental Function A from DMRB vol 10

EFB Environmental Function B from DMRB vol 10

EIA Environmental Impact Assessment

EMP Environmental Master Plans

EMS Environmental Management Systems
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Abbreviation Full term

EPS European Protected Species

EqIA Equality Impact Assessment

EQS Environmental Quality Standards

ES Environmental Statement

ESCR Earth Science Conservation Review

GWDD Groundwater Daughter Directive

GCR Geological Conservation Review

GHG Greenhouse Gas

GLVIA Guidelines for Landscape and Visual Impact Assessment

HAWRAT Highways Agency Water Risk Assessment Tool

HEDPR Handover Environmental Design Performance Report

HIA Health Impact Assessment

HV High Voltage

I&TP Inspection & Test Plan

IAN Interim Advice Note

ICCI In-combination Climate Change Impact assessment.

IROPI Imperative Reasons of Overriding Public Interest

ITS Intelligent Transport Systems

JNCC The Joint Nature Conservation Committee

LB Listed Buildings

LCA Landscape Character Area

LDP Local Development Plan

LED Light Emitting Diodes

LLFA Local Lead Flood Authority

LV Low Voltage

LVIA Landscape and Visual Impact Assessment

MEMP Maintenance Environmental Management Plan

NAPPA Noise Action Plan Priority Areas

NCR Non-Conformance Reporting

NDF National Development Framework

NERC Natural Environment and Rural Communities Act 2006

NGR National Grid References

NMU Non-Motorised Users

NNR National Nature Reserve

NRW Natural Resources Wales

NTS Non-Technical Summary

OS Ordnance Survey
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Abbreviation Full term

PCC Pembrokeshire County Council

PCNP Pembrokeshire Coast National Park

PCO Pollution Control Officer

PIE Public Information Exhibition

PLO Public Liaison Officer

PMA Private Means of Access

PMAs Permanent Alternative Access Arrangements

PNTP Prioritised National Transport Plan

PPW10 Planning Policy Wales Edition 10

PRoWS Public Rights of Way

QA Quiet Areas

RBMP River Basin Management Plan

REAC Register of Environmental Commitments and Actions

RSPB Royal Society for the Protection of Birds

SAC Special Area of Conservation

SAM Scheduled Ancient Monuments

SIA Social Impact Assessment

SIAA Statement to Inform an Appropriate Assessment

SPA Special Protection Area

SSSI Site of Special Scientific Interest

SWTRA South Wales Trunk Road Agency

TAN Planning Guidance (Wales) Technical Advice Note

TREBAP Trunk Road Estate Biodiversity Action Plan

UKAS United Kingdom Accreditation Service

WCA Wildlife and Countryside Act

WFD Water Framework Directive

WelTAG Welsh Transport Appraisal Guidance

WHO World Health Organisation

WIIP Wales Infrastructure Investment Plan

WSP Wales Spatial Plan

ZoI Zone of Influence

ZVT Zone of Theoretical Visibility
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2 The Project

2.1 Chapter introduction

2.1.1 This chapter provides a description of the A40 Penblewin to Redstone 
Cross Improvements (the “Scheme”) together with the process of 
construction, which forms the basis for the EIA provided in this 
Environmental Statement (ES). 

Location of the Scheme

2.1.2 The National Grid References (NGR) for the limits of the proposed new 
section of trunk road are as follows. 

a) Eastern tie-in with the A40 (Penblewin Roundabout) 
NGR: E212022, N216651, (OS: SN121166) 
Post Code SA67 7BQ;

b) Western tie-in with the A40 (Sodston Lodge, west of Redstone 
Cross)
NGR: E210345, N216051, (OS: SN103160). 
Post Code SA67 7NX.

2.1.3 The location is shown in Location of Scheme (Volume 2 Figure 1.1).

2.1.4 The likely significant effects of the Scheme are described throughout 
the ES based on what is likely (i.e. the likely eventuality) considering 
the requirements of the EIA Directive 2011/92/EU, as amended by 
Directive 2014/52/EU. Several measures have been incorporated into 
the design of the Scheme to avoid or reduce potential adverse 
environmental effects. In some cases, these measures may result in 
enhancement of environmental conditions. Details of measures forming 
part of the design of the Scheme are listed later in this chapter. These 
measures have been considered in assessing the effects of the Scheme. 

2.1.5 Chapters 2 and 3 of this ES, together with the subsequent topic chapters, 
provide the data and information required to identify and assess the 
likely significant effects of the Scheme in accordance with Annex IV 
of the EIA Directive, see Legislation and Policy Context (ES Volume 
1, Chapter 5) for further details. 

2.1.6 ‘Chainage’ (Ch) is the term used to refer to a distance in metres from 
the western end of the Scheme. Thus chainage (ch) 750 is located 750m 
east from the western end of the Scheme.
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2.2 Context

2.2.1 The whole A40 Penblewin Roundabout to Redstone Cross 
Improvements lies within the administrative area of Pembrokeshire 
County Council (PCC). The eastern end, at Penblewin is 6.8km west of 
the boundary with Carmarthenshire County Council (CCC) (refer to 
Administrative Areas (ES Volume 2 Figure 2.1)). 

2.2.2 The A40 is important to the economy of West Wales. It forms part of 
the Trans-European Transport Network, transporting people and goods 
to homes, industry and employment and it provides access to ports and 
serves the Welsh tourism industry. 

2.3 Existing A40: environmental context 

2.3.1 The Scheme lies between Carmarthen (Carmarthenshire) and 
Haverfordwest (Pembrokeshire). The Preseli Hills lie 12km to the north 
and Carmarthen Bay is 10km to the south. A tributary in the upper 
reaches of the Eastern Cleddau reaches to Redstone Cross, while the 
closest boundary of the Pembrokeshire Coast National Park (PCNP) 
lies 4.5km away to the south west. 

2.3.2 The following figures in Volume 2 of the ES support this chapter: 

Figure 2.1 shows the setting of the existing A40 within 
the Pembrokeshire administrative area.

Figure 2.2 shows statutory designations near the 
Scheme. 

Figure 2.3 shows the geographical characteristics and 
environmental constraints within which the 
Scheme is set. 

Figures 2.4A & 2.4B show the total permanent land take of the 
Scheme. 

Figures 2.5A & 2.5B show photographs illustrating the site. 

2.3.3 The following appendices in Volume 3 support this chapter: 

Appendix 2.6 includes the General Arrangement drawings 
for the Scheme. 

Appendix 2.7 Sheets A to F shows the Environmental 
Masterplan (EMP), which sets out the 
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proposed landscape and environmental 
mitigation for the Scheme.

2.3.4 The Scheme is set in the rural, lowland agricultural setting of east 
Pembrokeshire with a mainly dispersed population in individual 
agricultural holdings, and small villages, for example, Robeston 
Wathen to the west, Clynderwen and Bethesda to the north, Llanddewi 
Velfrey to the east and Lampeter Velfrey to the south east.  The small 
town of Narberth lies due south of the Scheme.  The landform is 
undulating with convex upper slopes and relatively steep-sided small 
valleys with narrow damp floodplains. The valleys are formed by 
winding, flashy watercourses.  The land consists mainly of improved or 
semi-improved grassland used for grazing, silage/haylage with fields 
divided by hedges and hedge-banks1 with small linear belts of 
woodland mainly alongside the watercourses or on the steeper slopes, 
with the Preseli Hills lying some 12km to the north and Carmarthen Bay 
approximately 11km to the south. The fields of pasture are enclosed 
with hedges and hedge-banks with areas of woodland along 
watercourses and steeper slopes. Wide views are possible from more 
elevated locations with the Preseli Hills and the intervening ridges 
visible to the north. The geographical characteristics and environmental 
constraints of the Scheme are shown in Photo Sheets (ES Volume 2 
Figure 2.3). 

2.3.5 The existing A40 follows more elevated ground by following a series 
of ridges and traversing valley slopes. The existing A40 and the Scheme 
are shown on a topographical plan in Photo Sheets (ES Volume 2 
Figure 2.3). Between Penblewin and Redstone, the route follows the 
crest of the Sodston Ridge with generally shallow slopes falling to the 
south and steeper slopes descending on the north side of the ridge. The 
shallow slopes to the south descend to a series of small wet valleys with 
minor watercourses arising as springs close to the A40 and flowing west 
into the Eastern Cleddau Special Area of Conservation (SAC), or east 
into the Afon Taf. The estuaries of both of these rivers are part of marine 
SAC. Watercourses are considered further in Road Drainage and the 
Water Environment (ES Volume 1, Chapter 7). The distribution of 
‘Main Rivers’ are shown on Photo Sheets (ES Volume 2 Figure 2.3).

2.3.6 Settlements in the area are dispersed farms and houses, along the roads 
or accessed by long private tracks. These dwellings are widely spaced 

1 Hedge-bank is the term used to describe a field boundary formed from banked earth and stone with a hedge growing on 
the top.  These are sometimes referred to as a Pembrokeshire Hedge Bank, which are a characteristic feature in areas of the 
county.  These are often around 1.2 to 1.5m high and over 1m wide at the top, but can sometimes be larger.  
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and often hidden from each other and from roads by landform and 
vegetation. Houses coalesce as linear development extending north 
from Narberth along the B4313 and as a small group where this road 
crosses the A40 at Redstone Cross. 

Habitats and protected species

2.3.7 There are five SACs within 10km of the Scheme and a further two 
SACs designated for bats within 30km of the site. The locations of these 
designated sites are shown in Statutory Designations And Key 
Environmental Constraints (ES Volume 2 Figure 2.2).  There is one 
Special Protection Area (SPA) and no Ramsar Sites within 10km of the 
site.  Designated sites within 10km and 30km of the Scheme are shown 
in Figure 8.1 and 8.2 respectively and discussed in Nature 
Conservation (ES Volume 1, Chapter 8). There are no locally 
designated nature conservation sites. 

2.3.8 The habitats along the route of the Scheme support populations of 
European Protected Species (EPS), including bats, otter, dormouse and 
Barn Owl.  The route of the Scheme also includes populations of badger 
and reptiles. 

Heritage Designations

2.3.9 There are a 12 Listed Buildings (LB) within 500m of the existing A40, 
which would also be within 500m of the northern and southern routes. 
There are three Grade II Listed Buildings at Cilrath Fach to the north of 
Redstone Cross, one at Sodston Manor and two at Sodston House to the 
north-east, with two more at Blaen Marlais and two at Blaen-ffynnonau 
beside the Narberth Road to the south of Redstone. 

2.3.10 The historic core of Narberth, which includes the site of Narberth 
Castle, lies 1.4km to the south of Redstone Cross is designated as a 
Conservation Area.

2.3.11 There is a Scheduled Ancient Monument (SAM), to the north of the 
existing A40 north-east of Redstone which covers a group of barrow 
mounds in a field within 30m of the A40. There are 11 SAMs within 
the 5km study area and are discussed further in Archaeology and 
Cultural History (ES Volume 1, Chapter 10). 

2.3.12 There are a range of non-designated archaeological sites recorded in the 
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Historic Environment Record (HER) within the setting of the route 
options. A standing stone is located close to the barrows within the 
SAM and it is believed that the ‘cattle scratching post' could have 
originated as a Standing Stone in the area and could possibly have been 
relocated to its current position. On the north side of the A40, the 
Medieval field pattern is partially preserved as hedges.

Landscape Designations

2.3.13 There is one Registered Historic Park and Garden within the 5km study 
area, namely Blackaldern which is located to the south of the Scheme 
near Narberth. There are no Historic Landscape Areas within the 5km 
study area. The Pembrokeshire Coast National Park (PCNP), which 
includes the Eastern Cleddau Valley and surrounding landscape 
approaches to the west within 3.8km. Designated landscapes are shown 
in Transport and Recreational Routes (ES Volume 2 Figure 9.4).

2.3.14 PCNP is made up of several different designated zones around the coast 
and the location and extent of these is shown in Transport and 
Recreational Routes (ES Volume 2 Figure 9.4). An area of the park to 
the south-west of the Scheme includes the Aberdaugleddau estuaries, 
which are also designated as a SAC. The other areas of the PCNP are 
the coastal areas of Amroth and Saundersfoot. Further details of these 
areas are provided in Landscape and the Visual Effects (ES Volume 
1, Chapter 9). 

Prevailing weather conditions

2.3.15 The area receives a typical maritime climate characterised by weather 
that is often cloudy, wet and windy, but mild. Air quality is good, and 
the Scheme does not pass through or near any Air Quality Management 
Areas (AQMA). The nearest AQMA is in Haverfordwest, located 15km 
to the west of the Scheme. 

2.3.16 The Meteorological Office data indicates that weather conditions are 
typical for the region, with an annual rainfall of 1,038mm, with 
November being the wettest month of the year. Over the year, the mean 
annual temperature is 11oC ranging from a low of 4oC and a high of 
19oC. The coldest month on average is February and the windiest month 
is December. The prevailing winds are from the west and south-west 
with wind speeds averaging 12mph over the year. Baseline climate 
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conditions are discussed further in Climate Change (ES Volume 1, 
Chapter 18). 

Noise Action Plan Priority Areas (NAPPA)

2.3.17 Llanddewi Velfrey is identified as a Candidate Noise Action Plan 
Priority Area (cNAPPA). The cNAPPA, which lies approximately 
2.8km to the east of Penblewin Roundabout, is not considered further 
in this ES, but has been considered in the ES for the Llanddewi Velfrey 
to Penblewin Scheme.  Noise matters are addressed in Chapter 14 Noise 
and Vibration.

Existing Conditions

2.3.18 The A40 in West Wales is one of the lowest standard sections of the 
Trans-European Road Network in the UK. Between St Clears and 
Haverfordwest, the A40 is mostly single carriageway with few places 
for overtaking between St Clears and Haverfordwest.  The road has 
poor visibility and many accesses opening straight onto the road. A mix 
of vehicle traffic types use the A40 contributing to journey time 
unreliability and driver frustration, risky driving manoeuvres and 
collision incidents. There are occasional convoys of heavy goods 
vehicles from the ferry ports and slow-moving agricultural vehicles. In 
these circumstances, when combined with limited overtaking 
opportunity, this traffic flow can result in periods of platooning of 
vehicles. A lack of strategic public transport connectivity in 
Pembrokeshire generally means there is a dependence on the private car 
for inter-urban connections. 

2.3.19 During summer, traffic volumes can increase by over 30%, which 
further exacerbates the problems described above and leads to slow 
moving traffic. 

2.3.20 There is overtaking provision on both the eastbound and westbound 
directions, but this is inconsistently distributed along the A40 in West 
Wales. There is a total of 5.5km of overtaking provision in the 
westbound direction and 3.2km in the eastbound. In the context of the 
whole A40 corridor in Wales this is 13% of the total length of the trunk 
road which remains well below the 30% ratio advised for this type of 
route in the Design Manual for Roads and Bridges (DMRB) CD1092. 

2 Formerly Design Manual for Roads and Bridges, Volume 6 Section 1 Part 1, TD 9/93, Highway Link Design, The 
National Assembly for Wales, June 1993, now updated to CD109.
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Where overtaking provision does exist, it is not spread along the length 
of the A40, so there are long lengths in each direction with no 
overtaking opportunities. This is the case for vehicles travelling east for 
at least 19km from Robeston Wathen towards St Clears roundabout and 
for vehicles travelling west for 9.5km from Canaston Bridge to 
Haverfordwest roundabout.  

2.3.21 The Penblewin to Redstone Cross section of the A40 has no 
intermediate junctions (other than a few minor property accesses) and 
has relatively low traffic flows, slightly in excess of 10,000 Annual 
Average Daily Traffic (AADT). In that context, the number of Personal 
Injury Accidents (PIA) recorded is very low, with only eight occurring 
in the 10 years analysed (July 2008 to June 2018). These included five 
at Redstone Cross, two between Redstone Cross and one at Penblewin 
roundabout.  

2.3.22 The severity split of accidents is very skewed towards more severe 
injuries than is the average in the UK. The observed accident rate for 
the A40 is lower than the default rate3 for this standard of road. When 
accidents occur, there is a significantly increased likelihood of more 
serious injuries or fatalities compared to this standard of road elsewhere 
in the UK. The only accident cluster on this section of the A40 is at the 
Redstone Cross staggered T-junction, with 63% of all accidents on this 
section occurring at this junction over the last 10 years. Traffic on the 
A40, and the perceived risk of road traffic collision at Redstone Cross 
is an expressed concern of the local community, as noted in the 
WelTAG Stage 1 Impact Assessment Report (IAR)4.

Problems identified by consultations

2.3.23 The following problems were identified in collaboration with the 
adjacent A40 Llanddewi Velfrey to Penblewin Improvements scheme 
and through early public engagement. The Project Objectives (Section 
2.4) and Environmental Objectives (Section 2.4.1) are cross-referenced 
against each problem below to demonstrate how the Welsh Government 
intend to address the identified problems. The statement ‘data gathered 
for the Scheme’ refers to the LVP WelTAG Stage 1 Impact Assessment 
Report (IAR).

a) The A40 mainline and Redstone Cross Junction is substandard. 

3 Department for Transport - Road accidents and safety statistics
4 WelTAG State 1 and 2 Impact Assessment Report A40PRC-ARP-GEN-M02-RP-J-0001 Rev P03 25th October 2019
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Evidence: The road is substandard against the Highways England 
Design Manual for Roads and Bridges (DMRB) national road design 
standards, with limited safe overtaking opportunities. See accident data 
set out in paragraphs 3.4.1 and 3.4.2. Poor visibility at the junction and 
insufficient deceleration lengths and junction stagger.
Scheme Objectives: 01, 03, & 04
Environmental Objectives: all

b) Limited overtaking opportunities lead to poor journey time 
reliability and driver frustration.

Evidence: The A40 currently offers limited areas which allow safe 
unambiguous overtaking opportunities. There is inconsistency in the 
level of overtaking provision between the eastbound and westbound 
directions. 
Journey time reliability is a problem when drivers are delayed behind a 
slow-moving vehicle and cannot overtake. The types of accidents that 
have occurred demonstrate the risks drivers take because they are 
frustrated by lack of overtaking opportunities. 43% of accidents on the 
A40 occurred due to vehicles veering onto the opposite side of the 
carriageway.
The 2015 Design Options Report and associated business survey 
confirmed that there is a perception that the employment areas in the 
region are remote as a result of the low standard of accessibility by 
road, including the lack of safe overtaking opportunities, which causes 
delays when there are slow-moving vehicles, thus creating increased 
journey times
Scheme Objectives 01, 02 & 04, 06 & 08
Environmental objectives: all

c) Occasional convoys of heavy goods vehicles from the ferry ports 
and slow-moving agricultural vehicles contribute to periods of 
platooning and journey time unreliability, which is exacerbated 
by limited overtaking opportunities.

Evidence: 
Traffic data (see section 3.2 of the IAR) shows a small peak in traffic 
volumes in the eastbound direction which links in with the arrival of 
ferry traffic. 
Platooning, exacerbated by the mix of traffic including large 
agricultural vehicles, heavy goods vehicles from the ferry ports and 
tourists using the A40 as a strategic link, causes delays. 
Journey time unreliability is worst on Friday PM peaks, caused by long 
distance commuters returning home to and through Pembrokeshire and 
weekend visitors arriving. 
Scheme Objectives 01, 02, 03, 06, & 08
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Environmental Objectives 1iv, v, vi, vii, viii, 2i, iii, iv, v, viii.

d) Seasonal spikes in traffic volumes along the A40 especially 
during the summer months leads to slow-moving traffic causing 
journey time unreliability, which is exacerbated with limited 
overtaking opportunities. 

Evidence: Journey speeds and unreliability of journey times are a 
greater problem in summer months when there is an increase in traffic 
levels caused by tourists.
Traffic data (see section 3.2 of the IAR) shows traffic volumes in 
August are some 26% higher than the annual average.
This increase in traffic volumes and associated increase in slow-
moving vehicles such as caravans is known to exacerbate journey time 
unreliability and safe overtaking problems on the A40.
Scheme Objectives 01, 02, 03, 06, & 08
Environmental Objectives 1 vi, vii, viii, 2i, iii, iv, v, viii.

e) There are many side road junctions and direct accesses to 
properties and agricultural fields off the A40, which 
contributes to operational problem when traffic slows to allow 
vehicles turn off the road, or with slow-moving vehicles pull out 
into the road. 

Evidence: Within the 1.62km section of the Scheme, there are 
approximately 18 accesses or side roads directly onto the trunk road. 
This contributes to journey time unreliability and risk of accidents 
when traffic joins or leaves the main carriageway. Three main factors 
may have contributed to fatalities and serious accidents along the 
existing A40. These include: inadequate visibility splays at Redstone 
Cross junction, conflicts between vehicles approaching behind those 
waiting to turn from the main A40 carriageway, and substandard 
geometry. 
cheme Objectives 01, 02, 04
Environmental Objectives 1 viii,

f) A mix of traffic types, including agricultural vehicles, using the 
road, contributing to journey time unreliability and driver 
frustration, risky manoeuvres and collision incidents. 

Evidence: Traffic data gathered as part of the Scheme assessment and 
reported in the Local Model Validation Report (LMVR)5 shows a 
traffic composition of 74% cars, 18% LGV and 8% HGV. The A40 is 
also used by slower moving agricultural vehicles as well as seasonal 
tourist traffic (including caravans). This composition contributes to 
problems associated with platooning and overtaking.

5 Local Model Validation Report A40PRC-ARP-HGN-M02-RP-TR-0003 Rev P02 13 March 2020
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Scheme Objectives 01, 02, 04, 05, 06 & 08
Environmental Objectives 1 vi, vii, viii, 2i, iii, iv, v, viii.

g) A lack of strategic public transport connectivity in 
Pembrokeshire generally means there is a dependence on the 
private car for inter-urban connections. 

Evidence: Traffic data gathered as part of the Scheme assessment and 
reported in the Local Model Validation Report (LMVR)6 shows higher 
than average car ownership and lower than average numbers of 
households without access to a car. Public transport data illustrates that 
services in the study area are generally infrequent and operate short 
hours of service. This, combined with non-competitive journey times 
(when compared with car-based journeys) makes public transport an 
unattractive journey choice.
Scheme Objectives 01, 02, 03, 04, 06, 07, 08
Environmental Objectives 1 vii, x, 2 i, v, viii

2.4 Scheme Objectives

2.4.1 Strategic transport planning objectives have been developed iteratively 
during the previous A40 Improvement Schemes, and specifically the 
A40 Llanddewi Velfrey to Penblewin.  During the early stages of the 
A40 Penblewin to Redstone Cross Improvements Key Stage 3, these 
objectives were refreshed to consider both the strategic and local 
transport planning aspects for the Redstone Cross Area. The Scheme 
objectives are:

O1 To enhance network resilience and improve accessibility along 
the east-west transport corridor to key employment, community 
and tourism destinations.

O2 To improve prosperity and provide better access to the county 
town of Haverfordwest, the Haven Enterprise Zone and the West 
Wales ports at Fishguard, Milford Haven and Pembroke Dock.

O3 To reduce community severance and provide health and amenity 
benefits. 

O4 To improve the Redstone Cross Junction safety (and perceived 
safety) and reduce the number and severity of A40 mainline 
collisions.

O5 To promote active travel by cycling, horse riding and walking to 
provide opportunities for healthy lifestyles.

6 Local Model Validation Report A40PRC-ARP-HGN-M02-RP-TR-0003 Rev P02 13 March 2020
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O6 To deliver a scheme that promotes social inclusion and integrates 
with the local transport network to better connect local 
communities to key transport hubs. 

O7 Deliver a project that is sustainable in a globally responsible 
Wales, taking steps to reduce or offset waste and carbon.

O8 Give due consideration to the impact of transport on the 
environment and provide enhancement when practicable.

2.5 Environmental Objectives

2.5.1 The environmental objectives were developed and agreed with the 
statutory environmental bodies who attended the Environmental 
Liaison Group (ELG) meetings, including Cadw, Natural Resources 
Wales (NRW), Pembrokeshire County Council, Welsh Government 
Environmental Coordination and Advice Team (ECAT) and South 
Wales Trunk Road Agent (SWTRA).  The agreed objectives are:

i. Contribute positively to the welfare of future generations.
ii. Avoid or mitigate impact on cultural heritage and minimise 

permanent adverse impact on historic environment assets.
iii. Maintain habitat connectivity.
iv. Avoid or mitigate impact on biodiversity.
v. Avoid or mitigate impacts on watercourses and water quality.

vi. Effective landscape integration and visual screening of the new 
road.

vii. Improve connectivity for pedestrians and cyclists
viii. Zero waste to landfill.

ix. Protect local businesses, minimise impacts and severance on 
better quality farmland

Enhancements or benefits that would be delivered: 
x. Habitat creation and improved habitat connectivity integrated 

effectively with the landscape through good design.
xi. Improve access to and enhance enjoyment of the landscape and 

of any visible historic assets associated with the road corridor.
xii. Enabling walking cycling and healthy lifestyles.

xiii. Support community life and economic viability through enhanced 
connectivity and cohesion.
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2.6 The Scheme

2.6.1 The new Scheme improvement will change the existing A40 single 
carriageway cross-section to a 2+1 (2 lanes in one direction and one 
lane in the other) carriageway to maximise the overtaking opportunities 
in the westbound direction and relieve the problems identified in 
Section 2.3. Of the 1.76km length of the improvement, the 
approximately 1.2km section between the Penblewin roundabout and 
the new Redstone Cross junction, will consist of 2 lanes in the 
westbound direction and 1 lane in the eastbound, with a hatched road 
marking separation.

2.6.2 The General Arrangement plan of the Scheme is shown in ES Volume 
3 Appendix 2.6. References to chainage (e.g. Ch. 1075) refer to the 
distance east of the western end of the Scheme. The chainages are 
marked on the General Arrangement plans in 100m divisions. A series 
of photographs to illustrate the existing situation are provided in ES 
Volume 2 Figures 2.5A and 2.5B. 

2.6.3 The Scheme would commence approximately 550m west of Redstone 
Cross (Chainage (Ch) 0.00.), where the existing ascending A40 passes 
Sodston Lodge. The Scheme would leave the line of the existing A40 
at Sodston Lodge and draw gradually to the south. At approximately 
Ch.400 the road would cross a small wooded watercourse on an 
embankment up to 4m high and this is the location of a new junction 
with a connector road leading to the B4313 Redstone Road. It would 
then begin to descend on a gentle gradient for about 1km, entering a 
cutting up to 7m deep through the Redstone ridge at Ch.500. To the 
north side of the Scheme would be properties at Redstone Cross and to 
the south the Blaenmarlais Care Home. The B4313 Redstone Road 
would cross the A40 on a proposed bridge at Ch.570 and then join the 
detrunked A40 on the east side of Redstone Cross. The detrunked 
existing A40 road would be a local road extending from Redstone Cross 
to Penblewin roundabout. 

2.6.4 From Ch. 570 to Ch 800 the Scheme, still descending, would transition 
from cutting to embankment and continue the gentle left-hand curve to 
cross a small watercourse at around Ch.860. This is also the proposed 
location for a new wildlife culvert reconnecting the existing woodland 
severed by the route.  The embankment would continue eastwards, 
crossing a further two minor watercourses, one combined with a bat 
crossing (Ch.1150) and one combined with an underpass for Blackmoor 
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Hill Farm (Ch.1370) before entering a shallow right-hand bend through 
to Ch.1450. At Ch.1500 the embankment would cease, and the Scheme 
would continue east in a cutting up to 8m deep as it commences the 
climb towards Penblewin Roundabout at Ch.1760, which is close to 
existing ground level. 

2.6.5 The extent of land take with the Scheme is illustrated in Total 
Permanent Landtake of the Scheme (ES Volume 2 Figure 2.4), while 
the General Arrangement is shown in ES Volume 3 Appendix 2.6.

Redstone Cross junction

2.6.6 The proposed Redstone Cross junction is a restricted movement priority 
junction between the new A40 and a new connector road through to the 
existing B4313 Redstone Road (Ch.400).  The junction includes a right 
turning lane for the eastbound A40 to the connector road and a left turn 
from the connector road to the westbound A40, with the left turn into 
the connector road and the right turn from the connector road 
prohibited.  The connector road will be approximately 200m long and 
connect to the existing B4313 with a simple T-junction.  It will be on 
an embankment up to a maximum height of 12m and will have a 3m by 
3m box culvert for the watercourse and for bats.  

Overbridge for the B4313 Redstone Road (Narberth to 
Bethesda)

2.6.7 The proposed bridge will carry the B4313 Redstone Road across the 
proposed trunk road (Ch.570), which at that point would be in a cutting 
up to 7m deep.  The bridge would be sufficiently wide to carry the 
existing road with hardened verges to be consistent with the existing 
road width to provide a shared use path on the east verge to serve 
pedestrians and cyclists.  The bridge would be a single span structure 
with abutments, constructed from concrete with precast beams.

Penblewin roundabout

2.6.8 At Penblewin the Scheme would re-join the A40 trunk road at the 
enlarged roundabout previously proposed for the Llanddewi Velfrey to 
Penblewin Improvements Scheme, which forms a separate set of Draft 
Orders.  The enlarged roundabout would extend further north and west 
than the existing and would serve the existing detrunked A40 west to 
Redstone Cross, the A478 and the trunk road link to the Penblewin Rest 
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Area and the A40 trunk road.  The Scheme would be an additional sixth 
arm on the roundabout.

Design speed and traffic flows

2.6.9 The Design Speed of the proposed Trunk Road is 100kmph and will be 
subject to a national speed limit.  Side Roads design speeds and speed 
limits will be in keeping with the existing road network and match 
existing.

2.6.10 Table 2.1 summarises the total (all vehicles) for the Existing and 
Predicted traffic flows on the new trunk road in the Base Year (2019), 
against which the Design Year and Opening Year are compared; the 
amended Opening Year (2022), which is the year when the road would 
be opened to traffic; and the amended Design Year (2037), which is 15 
years after opening.  Table 2.2 provides a summary of the Existing and 
Predicted flows of heavy goods vehicles (HGVs) on the new trunk road. 
Further details of traffic flows are provided in the Traffic Forecasting 
Report (ES Volume 3 Appendix 2.1). 
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Table 2.1  Existing and Predicted Traffic Flows: A summary of the total annual average daily traffic flow (all vehicles) for the new trunk road in the Base 
Year, Opening Year and Design Year.

Opening Year 2022 Design Year 2037
Location Direction

Base 
Year
2019

Do 
Minimum

Do 
Something

Difference 
from Do 
Minimum

Do 
Minimum

Do 
Something

Difference 
from Do 
Minimum

Eastbound 5,520 5,660 5,660 0% 6,360 6,360 0%
Existing A40 West of Redstone Cross 

Westbound 5,710 5,910 5,900 0% 6,660 6,670 0%

Eastbound 6,050 6,150 1,180 -81% 6,950 1,330 -81%
Existing A40 Penblewin to Redstone Cross

Westbound 5,900 6,100 970 -84% 6,920 1,140 -84%

Eastbound 4,970 5,610 
Proposed A40 Penblewin to Redstone 
Cross Westbound 5,090 5,780 

Eastbound 690 750 
Proposed Connector Road from A40 to 
Redstone Cross Westbound 810 900 
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Table 2.2  Existing and Predicted Heavy Goods Vehicle Flows: A summary of the annual average daily HGV flow of the new trunk road in the Base Year, 
Opening Year and Design Year.

Opening Year 2022 Design Year 2037
Location Direction

Base 
Year
2019

Do 
Minimum

Do 
Something

Difference 
from Do 
Minimum

Do 
Minimum

Do 
Something

Difference 
from Do 
Minimum

Eastbound 320  320  320 0% 330  330 0%
Existing A40 West of Redstone Cross 

Westbound 340  340  340 0% 350  350 0%

Eastbound 330  330  20 -94% 330  20 -94%
Existing A40 Penblewin to Redstone Cross

Westbound 350  350  20 -94% 360  20 -94%

Eastbound  310  310 
Proposed A40 Penblewin to Redstone 
Cross Westbound  330  330 

Eastbound  10  10 
Proposed Connector Road from A40 to 
Redstone Cross Westbound  10  10 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES - Chapter 2: The Project

A40PRC-RML-EAC-SWI-RP-LE-0003| P05 | S3 Page 17 

2.7 Earthworks

2.7.1 The Scheme will be carried across the site through a series of cuttings 
and embankments. The preparation of these features and other features 
such as balancing ponds is known as the earthworks.  Materials will be 
excavated in cuttings and then used to raise ground levels for 
embankments.  This is known as ‘cut and fill’ and the Scheme design is 
prepared to achieve the best balance between the volumes that are cut 
and the volume that has to be filled.  Sometimes there is a shortfall in 
the amount excavated which requires fill material to be brought to the 
construction site from elsewhere.  There can also be surplus material 
that must be removed from the site.  Further detail on the earthworks 
and quantities is set out in Section 2.26, with information on bulk 
quantities set out in Table 2.4.  Materials (ES Volume 1, Chapter 16), 
assesses the effects of Scheme on raw materials such as excavated rock 
and soils and on waste.  Managing the environmental effects of the 
process of construction is addressed in Management of 
Environmental Effects (es Volume 1, Chapter 20).  

2.7.2 The earthworks proposals are set out in Materials (ES Volume 1, 
Chapter 16). 

2.8 Road drainage and disposal of water

2.8.1 Five balancing ponds (attenuation basins) would be required.  The 
details and functions of each are set out in Table 2.3.  The design 
philosophy for these ponds, the dimensions and assessment of water 
quality is set out in Road Drainage and Water Environment (ES 
Volume 1, Chapter 7). 

2.8.2 The Scheme surface water drainage system would be designed in 
accordance with DMRB (HD45) and would use conventional piped 
drainage to remove water from the carriageway which would discharge 
into five attenuation basins located beside the proposed road, two for 
mainline drainage and three for side road drainage.  These basins would 
be designed to store surface water and then slowly discharge it to the 
existing watercourses with a maximum depth of 5.4m. The attenuation 
basins and other drainage measures, as well as assessments of flood risk 
and the Water Framework Directive are set out in Road Drainage and 
Water Environment (ES Volume 1, Chapter 7). Consideration of 
Sustainable Drainage is also addressed in ES Chapter 7.  The 
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attenuation basin locations are shown on the Environmental Masterplan 
drawings (which are included in Environmental Masterplan (ES 
Volume 3 Appendix 2.7) and listed in Table 2.3 

Table 2.3  Details of attenuation basins

2.9 Fencing

2.9.1 Fencing would be provided in the form of timber post stock-proof mesh 
where there is a requirement to discourage access by farm stock from 
adjacent fields and to delineate the Welsh Government landownership. 
Post and wire stockproof fences are proposed because these have a 
much-reduced visual impact compared to post and rail stockproof 
fences, whilst still forming an effective stockproof barrier. Special 
forms of this fence would be required to discourage mammals such as 
badger and otter from entering the road corridor and so reduce the risk 
of casualties arising from collisions with vehicles. Further fences would 
be required to discourage access to hazardous locations, such as 
balancing basins, the tops of retaining walls and steep slopes. Indicative 
alignments of proposed fences are shown in the Environmental 
Masterplans included in Environmental Masterplan (ES Volume 3 
Appendix 2.7). 

2.9.2 Noise barriers are proposed in the Redstone Cross area of the Scheme.  
Some of these barriers would take the form of fences or false cuttings.  
The locations of these are shown in the Environmental Masterplan 
(ES Volume 3 Appendix 2.7). 

Pond Chainage Details Receiving Watercourse

Basin A 0+000 Infiltration basin to allow water to drain 
into the ground.

Unnamed tributary of 
Narberth Brook

Basin B 1+350 Lined so that all water discharges to 
watercourse. 
Requires initial ‘treatment basin’ to 
manage surface water quality.

Unnamed tributary of 
Marlais

Basin C 0+320 Infiltration basin to allow water to drain 
into the ground.

Unnamed tributary of 
Narberth Brook

Basin D 0+730 Lined so that all water discharges to 
watercourse. 

Unnamed Tributary of 
Marlais

Basin E 1+780 Infiltration basin to allow water to drain 
into the ground.
Requires initial ‘treatment basin’ to 
manage surface water quality.

Unnamed surface drainage 
feature leading to Afon 
Marlais.
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2.10 Signs and communications

2.10.1 The Scheme would incorporate signage in relation to junctions and 
destinations. The approximate locations of signs are indicated on the 
General Arrangement drawings in General Arrangement of Scheme 
(ES Volume 3 Appendix 2.6). A symbol is used to show the location 
but does not indicate actual sizes of signs.

2.10.2 The existing A40 has a matrix information sign (MS4) located east of 
the Redstone Cross Junction, in the westbound verge. This is used to 
inform road users of route information. The Scheme proposes to replace 
this sign on the realigned A40, to the east of the proposed Redstone 
Cross Road overbridge. There is no other Intelligent Transport Systems 
(ITS) proposed on the Scheme.

2.10.3 Signs will conform with the national DMRB standards, regarding 
materials, colours, dimensions and Welsh Language. These signs will 
be suitably placed on or at the back of the verge in accordance with 
standard requirements. There is only a limited possibility to vary the 
locations of these signs, but care will be taken to place trees, shrubs, 
hedges and other mitigation measures to avoid compromising visibility 
splays and sightlines. During detailed design of the Scheme the placing 
of signs and mitigation will be considered carefully to ensure that signs 
do not cause unnecessary visual impact nor compromise the quality of 
mitigation. 

2.11 Lighting

2.11.1 Road lighting is proposed around the roundabout at Penblewin. The 
remainder of the Scheme will not be illuminated.

2.11.2 Luminaires will be designed to emit no light above the horizontal level. 
LED Luminaires are proposed as these can be aimed more precisely, 
reducing light spill and thus causing less disruption to bats and other 
nocturnal wildlife in the surrounding countryside.  

2.11.3 All road lighting will conform to the Bat Conservation Trust guidelines.

2.12 Existing features affected by the Scheme

2.12.1 The requirement to provide a safe road with good visibility for drivers 
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sometimes means that features in the setting are adversely affected by 
the proximity of the new road and associated structures and earthworks. 
The route has been aligned to minimise the impact of the Scheme on 
adjacent property. 

Demolitions

2.12.2 The Scheme does not require the demolition of any buildings. 

Public rights of way and private means of access

2.12.3 There are no existing Public Rights of Way (PRoW) directly affected 
by the Scheme. This includes public footpaths, cycleways and 
bridleways.

2.12.4 Access to properties and private land would always be maintained 
during construction. If temporary diversions are to be provided, they 
would be constructed to an appropriate standard and would be well 
maintained. The duration of temporary diversions would be kept to a 
minimum, taking account of the construction programme. Further 
details are provided in All Travellers (ES Volume 1, Chapter 15). 

Penblewin Rest Area

2.12.5 The existing rest area east of Penblewin Roundabout would not be 
directly affected by construction of this Scheme. With changes 
proposed to the existing road layout, signs would be installed directing 
drivers to the rest area from the roundabout.

2.13 Landscape and Environmental Design Principles 
(Mitigation and Enhancement) 

2.13.1 The purpose of the Scheme is to provide a road in accordance with the 
Scheme and Environmental Objectives set out in Section 2.4 and 2.5 
and with the requirements of highways design standards.  Achieving a 
design that satisfies these objectives and standards requires the benefits 
of the Scheme to be balanced against adverse effects. Known 
environmental constraints, such as residential properties, designated 
heritage sites and nature conservation sites, terrain, watercourses and 
vegetation cover were taken into consideration during route selection. 
Minor adjustments were made to avoid or minimise impacts during the 
design period, as more detailed environmental data about the area, and 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES - Chapter 2: The Project

A40PRC-RML-EAC-SWI-RP-LE-0003| P05 | S3 Page 21 

comments and advice from stakeholders in the community and 
consultees were obtained.  Environmental constraints influenced the 
route selection process, which is set out in Assessment of Alternatives 
(ES Volume 1, Chapter 3).  

2.13.2 Relevant design principles adopted for the adjacent Llanddewi Velfrey 
to Penblewin Improvements were adopted for the Scheme, to ensure a 
consistent application of design solutions. The environmental and 
landscape design is shown in the Environmental Masterplan drawings 
provided in Environmental Masterplan (ES Volume 3 Appendix 2.7). 

Critical constraints

2.13.3 The most critical constraints are: 

a) Residential properties that could be adversely affected by traffic 
noise and visual intrusion.

c) Nationally important archaeological assets including the SAM 
located to the north east of Redstone Cross.

d) The presence of woodland, hedges and trees that do not need to be 
removed to allow the construction of the Scheme.

e) Watercourses that flow into designated nature conservation sites.
f) Established patterns of local access and community activity.
g) Habitat of value for biodiversity, such as wet woodland, 

watercourses and species-rich grassland.
h) The presence of protected species such as bats, badgers, otters and 

dormice. 
i) Ground conditions and soil.
j) The presence of established patterns of farmland management. 

2.13.4 Even after the route of the Scheme was finalised, small adjustments 
continued to be made within the strip of suitable land. The residual 
effects of the Scheme were considered and measures to compensate or 
mitigate any adverse impacts were developed. Measures to enhance the 
Scheme, beyond the limits of mitigation were also developed in 
accordance with the Environment (Wales) Act. Environmental design 
principles were developed to suit the landscape setting and so guide the 
design of mitigation, compensation and enhancement measures. 

Environmental design principles

2.13.5 The environmental and design principles have guided the Scheme 
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design.  These principles have been developed taking into 
consideration: 

a) The Scheme and Environmental Objectives set out in Sections 2.4 
and 2.5 of this chapter.  These provide a high-level basis that is 
enhanced by reference to:

b) Design guidance provided in DMRB Volume 107 (2008 and 2019) 
and Roads in Lowland Areas8, which are then applied to the 
Scheme taking into consideration of: 

c) The findings of the drainage and water assessments (Road 
Drainage and the Water Environment (ES Volume 1, Chapter 
7)), ecological assessment (Nature Conservation (ES Volume 1, 
Chapter 8)), landscape assessment (Landscape and Visual 
Effects (ES Volume 1,Chapter 9)), archaeology and cultural 
heritage assessment(Archaeology and Cultural Heritage (ES 
Volume 1, Chapter 10)), Agricultural Assessment (ES Vlume 1, 
Chapter 12) and noise assessments (Noise and Vibration (ES 
Volume 1, Chapter 14), all travellers assessment (All Travellers 
(ES Volume 1,Chapter 15).  

d) Taking advice received from the Design Commission for Wales9.

2.13.6 The following design principles have been developed and applied: 

a) Minimising and mitigating any adverse impacts on the quality of 
views to and from surrounding receptors.  There are a relatively 
small number of residential properties, public rights of way and 
public roads that would be affected and opportunities have been 
taken in the design to integrate the Scheme within the landscape 
and to provide visual screening where appropriate. 

b) Using opportunities to open-up views from the new road to the 
immediate landscape.  The Scheme would be generally low lying 
in the landscape, but opportunities to provide local and longer 
distance views have been taken along the route to reflect the 
character of the surrounding landscape and create a sense of 
progression towards the travel destination. 

c) Minimise the loss of mature vegetation during the development of 
the alignment. The route alignment has been developed to 
minimise the loss of trees, woodland and hedgerows.  

d) Protecting cultural heritage features, or to provide mitigation and 
enhancements of the setting of these features, where opportunities 
fall within the boundary of the Scheme.  The features of greatest 
interest are the Tumuli and the associated likely pre-historic 

7 DMRB Volume 10 (2008) is a very useful design guide addressing aspects of new roads and their relationship with the 
setting through which the pass.  This 2008 version has been withdrawn since the design was completed and replaced with 
less instructive design guidance.  
8 Roads in Lowland Areas: A Design Guide, Welsh Office 1995.  
9 Design Commission for Wales reports are provided in Appendix 2.
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remains on the ridge to the north of the route.  West of Penblewin 
roundabout there is a location where the link to the detrunked 
would overlap with these remains.  

e) Unless specifically to serve a localised landscape pattern (for 
example a historic designed landscape or garden) to use locally 
indigenous species of trees and shrubs.  Native species are 
proposed throughout this Scheme and planting will be used to 
increase biodiversity and visual interest.

f) Provide replacement trees, woodland, scrub and grassland to 
reflect the patterns of the surrounding landscape using native and 
locally sourced seed and stock. 

g) Using new hedges, hedge-banks and areas of scrub and new 
woodland planting to reinstate the locally distinctive landscape 
patterns of boundaries and vegetation.  Where feasible established 
hedges will be translocated.  The area of woodland that would be 
planted is around twice the area to be cleared.

h) Making minor modifications to the design of the new landform of 
embankments and cuttings to help incorporate the new road within 
the natural landform and to reduce the apparent scale of change in 
the landscape.  Grading out of some cuttings and embankment 
slopes is proposed. These are located in areas where the additional 
land take would be beneficial.  

i) Carefully consider the design and integration of proposed 
structures into a sensitive landscape throughout the design process 
with careful selection of materials and planting treatments.  The 
main structures would be the Redstone Road overbridge, and 
culverts and underpasses.  The design of these has considered the 
manner in which they site within the landscape.  Wherever 
possible the design has considered how to retain existing 
vegetation and how to use construction materials effectively.  

j) Carefully consider the design and siting of proposed road signs, 
environmental barriers and street furniture.  Whilst these are 
located in accordance with highways design standards, 
opportunities have been taken to adjust landscape planting to 
integrate them within the landscape setting.

k) To support principles set out in any relevant Ministerial Initiatives, 
such as Green Corridors.  Central to these are measures to support 
a net gain in biodiversity and to support pollinators and relevant 
protected species through planting and seeding design, which 
includes, for example, all areas of the Scheme that are grassed are 
to be seeded with wildflowers in accordance with the Welsh 
Government Green Corridors Initiative.  An important 
consideration is the future management of the vegetation to ensure 
it continues to serve these principles and to assist in carbon 
sequestration. 
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l) Minimising changes to existing watercourses, with new crossings 
designed to retain the existing capacity and avoid realignment. 

m) In support of the purposes of the Well-being of Future Generations 
Act (2015) and the Active Travel (Wales) Act 2013, to use 
opportunities to incorporate measures that would maintain and 
enhance the existing network of routes available for non-motorised 
travellers including routes between and through settlements and 
interesting circular routes. Take opportunities to create new safe 
and useful routes within the boundaries of the Scheme to 
encourage public use.  

n) Using design of the carriageway, structures, earthworks and 
landscape to incorporate the connectivity requirements of 
indigenous native species. Where necessary to provide barriers to 
movement, or to reinstate safe routes across the proposed road so 
that natural patterns of movement are not unduly interrupted and 
casualties from collisions with vehicles are minimised. 

o) Where possible, avoid or minimise lighting, using products that 
minimise light spillage / bat-friendly lighting.  Lighting would 
only be required at the Penblewin Roundabout and the design has 
sought to reduce the number of lighting columns and the spread of 
light from the existing situation. 

p) In support of the purposes of the Environment (Wales) Act 2016, 
Section 6 Duty, to use opportunities to incorporate measures that 
would seek to maintain and enhance biodiversity so far as 
consistent with the proper exercise of functions and in so doing 
promote the resilience of ecosystems.

q) Address farm severance to maintain viable farms and useable 
fields.  A farm underpass and private means of access are 
proposed. 

2.14 Consultation on Design

2.14.1 The Design Commission for Wales (DCfW) promote the importance of 
good design for the built environment across all sectors, including 
infrastructure. The DCfW reviewed the adjacent Llanddewi Velfrey to 
Penblewin Improvements in June 2017, and then again in November 
2018, and provided written responses. DCfW responses were taken into 
consideration in the design for this Scheme too, although the DCfW 
were also consulted about the Penblewin to Redstone Cross Scheme. 
The DCfW were then consulted on the Penblewin to Redstone Cross 
Scheme in December 2019.  The comments have been addressed in the 
design. 

2.14.2 The main points of the DCfW comments for the Llanddewi Velfrey to 
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Penblewin Improvements were: 

a) That environmental surveys should inform the design process so 
that an environmental design strategy should be based on an 
overarching vision for the Scheme.

b) The landscape design should be an integral part of the design 
process that considers views of the road in a positive manner, 
ensures integration with landform and is appropriate to the setting. 
A Landscape Design Strategy should prompt early consideration of 
a range of matters including view, slopes, planting and boundary 
treatments.

c) That junction design, materials, planting and lighting should be 
considered.

d) Bridge design is important with a more efficient bridge structure 
freeing-up resources for use in mitigation elsewhere on the Scheme.

e) A positive vision for any detrunking works should be considered to 
exemplify the New Ways of Working and Goals in the Well-being 
of Future Generations (Wales) Act. 

f) Measures to reduce community severance should be considered.

2.15 Existing land use

2.15.1 The Scheme would occupy Grade 3b and Grade 4 land currently in 
agricultural use as grazing and grass leys and some as woodland.  There 
is no Grade 1, 2 or 3a land, considered to be ‘Best and Most Versatile’.  
Details of existing agricultural land use are covered in Community and 
Private Assets: Agriculture (ES Volume 1, Chapter 12).. 

Land take

2.15.2 There are no demolitions required for the Scheme. But land would be 
taken for works to local roads and Private Means of Access and 
Attenuation Basins. Total land take required will be 13.6ha during 
construction (0.8 hectares taken on a temporary basis) reducing to a 
permanent 12.8ha during operation.  The extent of permanent land take 
is shown in Total Permanent Landtake Of The Scheme (ES Volume 
2 Figure 2.4). 

2.15.3 The PCC Local Development Plan (LDP) shows that there is no land 
allocated for future development in the immediate area of the Scheme. 
There are areas to the south, within Narberth, which are allocated for 
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Housing and for employment. The closest of these is over 500m south 
of the existing A40 at Redstone Cross. These are considered in 
Community Effects (ES Volume 1, Chapter 11). 

2.16 Construction

2.16.1 The Welsh Government will appoint a Principal Contractor to 
implement the improvements in accordance with the Construction 
(Design and Management) Regulations 2015 and under a Design and 
Build contract. Bringing detailed design and construction under a single 
team ensures that the Contractor and Designer understand and address 
the problems of construction and would be better informed about the 
potential environmental impacts which could occur. 

2.16.2 The design has followed an iterative process involving the key 
stakeholders and the Welsh Government to ensure that the most 
appropriate solutions have been identified and developed. 

2.16.3 The bulk earthworks design has been optimised to minimise the amount 
of export or import of material to site to minimise plant movements on 
site. The Scheme design requires an import of material to construct 
embankments.  Apart from topsoil, all excavated material would be 
reused in the design and none would leave site.  Topsoil will be required 
within the Scheme, but the surplus would be used in the restoration of 
land temporarily taken for construction or made available for other uses 
such as agricultural improvement.  Topsoil handling and storage on site 
would be in accordance with BS 3882:2015 Specification for topsoil, 
Annex A Recommendations for stripping, handling and preparing 
topsoil. 

2.16.4 A risk management strategy has been developed to ensure that all key 
risks are identified and minimised early within the Scheme 
development process. 

2.16.5 The essential temporary working space required outside the permanent 
land take has been identified and incorporated within the draft 
Compulsory Purchase Order. This land is included so that the Scheme 
can be built efficiently and safely, whilst minimising the environmental 
impacts. 
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2.17 Construction Programme

2.17.1 This section outlines the proposed construction sequence and the key 
construction activities based. The programme for design and 
construction assumes a potential Public Local Inquiry in summer 2020, 
with a decision to proceed early in 2021.

Overall Duration

2.17.2 Detailed design and construction works are considered likely to 
commence in 2021 and would continue for around 12 months. 
Maintenance and aftercare of the environmental aspects of the Scheme 
remain the responsibility of the Contractor for five years after the 
completion of construction. 

Sequence of Operations

2.17.3 Following the issue of the Notice to Proceed to Construction, there 
would be a period when the detailed design would be developed. Prior 
to work starting on site, property precondition surveys and vegetation 
surveys would be carried out. 

2.17.4 The construction sequence has been determined to ensure that the 
Scheme would be built with minimum disruption to the local 
environment, local population and the travelling public. 

2.17.5 Early construction activities would include:

a) Construction of the main site compound.
b) Construction of main site access points.
c) Topsoil stripping and stockpiling with archaeological monitoring.
d) Ongoing programme of seasonal ecological surveys.
e) Development of site haul roads.
f) Construction of a temporary road diversion to allow for the 

construction of the B4313 overbridge.
g) Surface water quality monitoring.
h) Statutory Undertakers service diversions.
i) Temporary and permanent fencing.
j) Site clearance of trees, hedges, fencing, walls and small structures.
k) Drainage operations including pre-earthworks drainage ditches 

and the installation of culverts on existing watercourses. 
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l) Earthworks operations.
m) Haulage of materials to and from the site on the existing road 

network.
n) Treatment of invasive species.
o) Side road works.
p) Accommodation works such as field access roads and underpasses
q) Construction of temporary diversions to existing footpath and 

bridleways.

2.18 Contract Management Plan

2.18.1 Civil engineering contractors operate Environmental Management 
Systems (EMS) which are normally accredited to appropriate British 
and international standards and form part of a project management plan 
which would be drawn up to provide a coordinated approach to the 
management of construction and to clearly define policy, standards, 
processes, procedures, organisation, roles and responsibility and key 
performance indicators.

2.18.2 Under the overall control of the project management plan would be: 

a) Health and Safety Management; (see Section 2.19).
b) Construction Environmental Management Plan (CEMP) (see 

Chapter 20 Management of Environmental Effects and Volume 3 
Appendix 2.2, as well as the Register of Environmental Actions 
and Commitments in Appendix 2.3).

c) Quality management (see Section 2.21).
d) Public Relations (See Section 2.22).
e) Archaeological recording, watching brief, investigation and 

publication and archiving of results.

2.18.3 The Register of Environmental Commitments and Actions (REAC) 
would be an appendix to the CEMP. This is included in ES Volume 3 
Appendix 2.3.

2.19 Health and Safety Management

2.19.1 A civil engineering contractor would normally be appointed as 
Principal Contractor and Principal Designer for the Scheme by the 
Welsh Government, in accordance with the Construction (Design and 
Management) Regulations 2015. 
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2.19.2 In accordance with current Health and Safety legislation, approved 
codes of practice and our Health and Safety Policy, the civil engineering 
firm would:

a) Provide and maintain a place of work that is safe and without risk 
to the health and welfare of all its employees, subcontractors and 
the general public.

b) Provide and maintain plant and systems of work that are safe with 
minimum risk to health.

c) Provide appropriate information, instruction, training and 
supervision to ensure the health and safety at work for all 
employees.

d) Allocate sufficient resources to enable the policy to function 
effectively.

e) Seek to continually improve health and safety performance.
f) Consult with and maintain good relations with employees, trade 

unions representatives, the Health and Safety Executive and other 
relevant organisations.

g) Review operational performance using appropriate measures. 
Review accident investigation reports and audit information.

h) Make the management of health, safety and welfare an integrated 
part of the company.

2.19.3 Site specific risk assessments and method statements would be 
produced prior to any work activates commencing. Noise, manual 
handling, vibration and environmental assessments would be 
completed, and appropriate action would be taken to control these 
issues at site level. Permit to work procedures would be followed for 
any activities where the residual risk is classified as high.

2.20 Construction Environmental Management Plan

2.20.1 A Pre-Construction Environmental Management Plan (Pre-
CEMP) is included in ES Volume 3 Appendix 2.2. The CEMP is a live 
document that is developed and updated through the detailed design and 
construction stages. Development and implementation would be 
managed throughout by the Environmental Coordinator. The CEMP 
would ensure that construction activities are planned and managed in 
accordance with all the environmental requirements identified in the 
ES.
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2.20.2 The key to effective environmental management during the 
construction phase lies in the comprehensive training of the workforce. 
This would be controlled by a full-time site-based Environmental Clerk 
of Works (ECoW).

2.20.3 The ECoW (managed by the Environmental Coordinator) would: 

a) Administer the CEMP and assist in the production and review of 
environmental content of method statements.

b) Provide guidance to the site team in dealing with environmental 
matters.

c) Raise awareness of site environmental issues.
d) Assist with obtaining and programming any licences from 

regulatory authorities such as the Natural Resources Wales.
e) Monitoring site performance against the CEMP, raising standards 

and reporting to site management.

2.21 Quality Management

2.21.1 The onsite construction management team would ensure that proactive 
quality control is achieved by:

a) Defining and coordinating an agreed Inspection & Test Plan (I&TP) 
and regime for each element of work.

b) Setting the acceptance criteria for the I&TP to meet all the relevant 
design, specification and Employer’s requirements.

c) Adopting an open Non-Conformance Reporting (NCR) process 
detailing corrective and preventative actions.

d) Monitoring timely close out of NCR to prevent jeopardising follow 
on work which would otherwise be compliant.

e) Maintain essential documentation plus sufficient documentation to 
demonstrate that the product has been installed in a compliant 
manner.

f) A materials testing laboratory, with UKAS Accreditation or similar, 
would carry out the defined compliance sampling.

2.22 Public Relations

2.22.1 Construction works on this scale would result in inconvenience and 
disruption to residents. It is therefore very important that there are 
effective channels of communication in place to keep all interested 
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parties informed of activities and to quickly address any complaints or 
queries. 

2.22.2 A Public Liaison Officer (PLO) would keep the public and affected 
landowners informed of progress and advise on forthcoming activities. 
During the construction phase, they would be based in the site office. 
The PLO would be the first point of contact for any concerns or queries 
and would be contactable through the project e-mail address, telephone 
number, by post or in person at the site office.

2.22.3 The contractor would be responsible for distributing information about 
the Scheme, including project information letters which would be 
delivered to specific residents. The contractor would work with all 
relevant stakeholders to ensure concerns are addressed through a 
process of providing information, listening, reviewing, taking action 
and seeking feedback. 

Register of Environmental Actions and Commitments 
(REAC)

2.22.4 The REAC is a schedule of all environmental matters that have been 
agreed as part of the Scheme. These will include commitments to 
complete action that could include surveys, monitoring or reporting, or 
consulting with stakeholders; or commitments to provide mitigation or 
enhancements as part of the Scheme. A draft of the REAC is included 
as Register of Environmental Actions and Commitments (REAC) 
(ES Volume 3 Appendix 2.3. 

2.23 Construction Working Hours

2.23.1 Working hours would be subject to agreement with the PCC 
Environmental Health Officer and could vary by location and activity. 
Typically, there would be no normal working on Sundays or Bank 
Holidays and the working dates would start and finish at the times set 
out in Table 2.4. 

Table 2.4  Typical site working hours

Period Day Start time Finish time

Monday to Friday 07:00 19:00Summer

Saturday 07:00 16:30

Winter Monday to Friday 07:30 17:30
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2.23.2 Where construction works could have significant impact on 
neighbouring properties, the affected parties would be advised of these 
works prior to their commencement. 

2.24 Service Diversions

Utilities

2.24.1 Utility diversions are necessary where existing roads would be stopped-
up or realigned. The diversions would generally be routed along 
existing service corridors, roads or footpaths. Where the service could 
be retained in its present location but would be affected by the Scheme, 
appropriate protection measures would be agreed with the relevant 
authority. 

2.24.2 The Scheme would affect several utilities and all owners and operators 
of the various utilities have been consulted to establish how their 
equipment would be affected by the Scheme. The detailed design would 
take these into account and seek to minimise the impact. The following 
are known to be affected by construction.

2.24.3 British Telecom: equipment is located along the length of the existing 
A40. This will be diverted at several locations along the Scheme. The 
Penblewin Roundabout forms a junction for this utility and the new 
roundabout layout has been designed to minimise the impact. The utility 
will require a diversion at the western tie-in of the Scheme around the 
access to Jacobs Park. For the majority of the length it will remain on 
the detrunked existing A40.

2.24.4 Western Power Distribution: equipment along the route includes 
High Voltage (HV) (11KV) and Low Voltage (LV) overhead cables. 
Several HV poles and overhead lines will be relocated along the route 
with a few LV poles and cables being diverted overhead or 
underground.

2.24.5 Dwr Cymru Welsh Water: several small diameter water mains will 
require diversion/protection works at approximately six locations. No 
sewer diversions are planned. 

2.24.6 Key locations for service diversions include:

a) Penblewin Roundabout
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b) Redstone Cross Junction
c) Redstone Cross Road (B4313)
d) A40 western tie-in at Jacobs Park

2.24.7 Through ongoing liaison appropriate protection measures and/or 
diversions would be implemented as part of the construction of the 
Scheme. These measures would comply with the relevant standards and 
codes of practice agreed nationally with Utilities companies. 

2.25 Site Clearance and Topsoil Strip

2.25.1 The site would be made secure as early as possible by the erection of 
permanent fencing. Where this is not possible, temporary fencing 
would be erected. Site clearance work would commence with 
vegetation clearance. 

2.25.2 All site clearance would be carried out under ecological supervision 
taking into account defined ecological seasonal constraints as identified 
in Nature Conservation (ES Volume 1, Chapter 8).

2.25.3 During and after site clearance, the contractor’s Archaeologist would 
carry out any recording of above-ground features.  The details of any 
recording of above-ground features are set out in. 

2.25.4 Topsoil would generally be stripped from areas within the construction 
footprint. This process would be subject to archaeological supervision, 
which is set out in Archaeology and Cultural Heritage (ES Volume 
1, Chapter 10). Temporary stockpiles will be stored close to the source 
wherever there is sufficient space and re-used within the works.  If a 
surplus of topsoil remains it will be returned to its original location. 

2.25.5 Fertile topsoil arising from agricultural land generally carries 
considerable fertility and a bank of aggressive agricultural weeds.  
These soils would not be spread on areas of embankments, cuttings and 
verges where low fertility is required. Low fertility in the roadside soils 
will reduce the intensity of long-term maintenance and encouraging 
greater biodiversity. Surplus topsoil will be removed for spreading in 
proposed tree plantations, for use in restoring any land taken on a 
temporary basis for construction purposes, or for agricultural 
improvement in field surrounding the Scheme.
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2.26 Bulk earthworks

2.26.1 Bulk earthworks would mainly be carried out in the summer season but 
would take advantage of any periods of dry weather in the other 
seasons. Pre-earthworks drainage would follow the earthworks 
sequence. Mainline pavement construction would continue 
intermittently through to completion.

2.26.2 The Scheme has been designed to re-use all excavated bulk earthworks 
material within the works. There will be materials imported to the site 
to make up quantities or to replace any material that is found to be 
unsuitable for use. Excavations from cuttings would be used to 
construct embankments, noise bunds and visual screens. 

2.26.3 Limited potential sources of contamination were identified in the 
Supplementary Preliminary Sources Study Report (PSSR) and were 
targeted within the subsequent ground investigation, see Preliminary 
Sources Study Report (ES Volume 3, Appendix 6.1). The results of 
this are set out within Chapter 6, Geology and Soils. There remains a 
potential for localised contamination of excavated materials, a review 
of the results from the ground investigation will help to inform this. 
This would be under further review during construction, with a brief for 
a contamination watching brief added within the CEMP. If 
contamination was encountered during the construction stage, this 
material would be taken to a suitably licensed disposal facility or treated 
in accordance with the appropriate regulations.

2.26.4 Earthwork excavation would generally be carried out using hydraulic 
excavators loading articulated dump trucks that would transport 
material along internal site haul roads to identified filling locations. 
Filling operations would involve using bulldozers and vibrating rollers. 
Where no practicable site alternative is available, road lorries would be 
used to transport material on the public road. Operations on public roads 
would be carefully controlled and monitored to minimise disruption to 
the travelling public.

2.26.5 The earthworks sequence would be coordinated with the structures 
programme to minimise the use of public roads by construction plant. 
The number of plant crossings and the length of time they would be 
required would be minimised with, where possible, permanent 
structures being completed early in the programme.
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2.26.6 The Scheme requires the movement of approximately 200,000 m3 of 
earthworks materials. Table 2.5 below shows the estimated breakdown 
of this quantity. 

2.26.7 Approximately 7,000m3 of imported granular material would be 
required for drainage construction. Approximately 10,000m3 of 
imported subbase would be required for pavement construction. 
Imported construction materials are set out in Table 2.5 and Table 2.6. 
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Table 2.5  Major earthworks quantities

Excavation Volume (m3) Deposition Volume (m3)

Topsoil ~9,000 Topsoil ~9,000

Suitable clays and 
gravels

~54,000 Capping and 
structural fill

~8,000

Unsuitable ~6,000 (assumed 10% 
of total excavation)

Landscaping, noise 
and visual screens

~3,000

Total excavated 
(excluding topsoil 
and drainage)

~60,000 Total deposited 
(excluding topsoil, 
structural fill and 
screening)

~120,000

2.26.8 Earthworks activities are vulnerable to wet weather. Clay materials are 
susceptible to degradation when they get wet. To ensure that they 
remain suitable for reuse, it would be important to protect them from 
rainfall, surface and groundwater flows. Control and management of all 
water sources would be given particular consideration in the method 
statements for all earthworks activities.

2.26.9 In addition to safety and quality problems associated with carrying out 
earthworks operations in the wet, there are also environmental 
implications. These can include increased risk of silt entering 
watercourses, mud spreading onto local roads and subsequent dust as 
the mud dries. These environmental risks are managed by the CEMP.

2.26.10 West Wales presents challenging weather conditions with a high annual 
rainfall. The earthworks season normally lasts from April to October, 
but with the opportunity taken to extend the season as weather 
conditions permit. 

2.27 Excavation in Rock

2.27.1 An assessment of the available geotechnical information indicates that 
sandstone and mudstone is present in the proposed cuttings. The 
assessments of the ease of excavation will be undertaken during 
development of the ground model and will be reported in the Ground 
Investigation Reports which are included in Ground Investigation 
Report (Arup) (ES Volume 3, Appendix 6.4).  



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES - Chapter 2: The Project

A40PRC-RML-EAC-SWI-RP-LE-0003| P05 | S3 Page 37 

2.28 Drainage

2.28.1 Pre-earthworks drainage ditches would be installed along the periphery 
of excavated slopes. These would ensure that any surface runoff 
entering the site is directed away from the construction operations to 
suitable discharge points.

2.28.2 Construction of the permanent attenuation basins described in Section 
would be carried out as part of the pre-earthworks process in order to 
serve as temporary settlement lagoons, to prevent silt entering 
watercourses.

2.29 Structures 

2.29.1 The Scheme includes a road bridge to carry the B4313 over the new 
A40 at Ch.570, an agricultural underpass at Ch.1,400, and six smaller 
watercourse culverts, which vary in size and form to suit the function.  
The outline structures design has considered buildability issues and 
environmental constraints.

2.29.2 Construction of the following structures would commence early in the 
construction programme and, due to the complexity of the work, would 
be progressed throughout the construction, but for each structure the 
duration of construction would vary. Construction of structures would 
take place all-year-round as they are less weather susceptible than 
earthworks operations.

2.29.3 Proposed structures will have a primary or secondary ecological or 
environmental function.  The environmental function of structures is 
identified on the Environmental Masterplans.

B4313 Redstone Road overbridge

2.29.4 The bridge would be sufficiently wide to carry the existing road with 
hardened verges to be consistent with the existing road width and 
additional width to accommodate a shared use path on the east side. The 
bridge would be constructed from a single span of precast concrete 
beams, supported by reinforced concrete abutments.

2.29.5 The bridge construction would commence early in the programme to 
ensure completion within the overall construction period. Typically, a 
bridge of this kind would require eight months. On completion of the 
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bridge, bulk earthmoving vehicles could pass underneath the bridge 
minimising the need for construction vehicles to use Redstone Road. 

2.29.6 To minimise disruption of traffic on Redstone Road a temporary road 
diversion would be constructed around the bridge construction site. 
Once traffic has been diverted onto the temporary road construction of 
the new bridge would commence. The proposed cutting for the A40 
would be excavated and the proposed bridge would be completed. 
Finally, the diversion would be closed, and traffic would use the new 
bridge on the re-aligned Redstone Road. The land required for the 
temporary diversion is included within the Orders and, if not required 
for landscaping, handed back to the landowner once construction is 
complete.

Culverts and farm underpasses

2.29.7 Culverts and the underpass at Ch. 1,400 would be constructed on the 
offline sections of the Scheme, minimising disruption of traffic on 
public roads. The underpasses would be completed in a manner that also 
minimises the disruption of farm activity. Those underpasses and 
culverts that have an integral ecological function, by assisting in 
maintaining routes used by native species, for example badger, bats, 
dormouse and otter would be constructed so as to maintain connectivity 
for the species concerned. The proposed alignments of dedicated 
wildlife underpasses connect with known routes or corridors, while 
other underpasses and watercourse culverts would be oversized, or the 
alignment modified to enhance their secondary function as a wildlife 
route. The purpose and ecological mitigation provided by these 
structures is described in Nature Conservation (ES Volume 1, Chapter 
8). 

2.30 Roadworks

2.30.1 Roadworks activities would include pavement construction, 
carriageway drainage, kerbing, surfacing, safety fencing, signing, 
lighting, road markings, cycleway and footways. Pavement 
construction would be undertaken using conventional pavers and 
smooth wheeled rollers.

2.30.2 The existing strategic highway network including the A40, B4313 and 
the A478 will remain open during construction. During the creation of 
tie-ins at each end of the Scheme, there would be a short-term 
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requirement for single lane working under traffic management, and a 
possible need for overnight lane closures that may be required for traffic 
management installations, utility diversions and new road tie-ins and 
surfacing. At these times diversion routes will be put in place.

2.31 Landscaping and Planting

2.31.1 Subject to seasonal and construction constraints, grass seeding and 
planting would be undertaken as early as possible in the construction 
programme to ensure the maximum establishment, growth and 
coverage by the time the five-year aftercare period is completed. Other 
areas of planting and seeding would be completed between December 
and the end of February, after areas of the Scheme are made available. 
Where feasible, any planting or translocation of hedges and coppice 
stools that could be satisfactorily completed in advance of construction, 
would be carried out in the first available planting season to provide 
early mitigation for loss of habitat or to provide visual screening.

2.31.2 The Contractor would carry out landscape and environmental 
maintenance in accordance with the Maintenance Environmental 
Management Plan (MEMP) for five years following completion of the 
works.

2.31.3 The details of the proposed landscape works are set out in Chapter 9 
Landscape and Visual Effects and shown on the Environmental 
Masterplans (ES Volume 3 Appendix 2.7).  A description of the 
proposed landscape mitigation is provided in Section 9.8. 

2.32 Water Pollution Control Measures

2.32.1 Watercourse protection measures would be needed throughout the 
construction phase and would be defined in the CEMP. Construction 
phase operations would be carried out in accordance with the 
Environment Agency’s Pollution Prevention Guidelines PPG6. This 
guidance was withdrawn in 2015 but is still applicable because it 
represents good practice. 

2.32.2 A Pollution Control Contingency Plan would be prepared as part of the 
CEMP, which will set out details of measures to protect watercourses 
would include the following: 
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a) Partial construction of the attenuation basins would be carried out 
as an early activity to provide pollution control / silt settlement areas 
for site runoff during construction.

b) All fuel, oil and chemicals would be stored in bunded areas.

c) All plant and equipment would be stored and fuelled away from 
pollution sensitive areas.

d) An emergency spill team would be established onsite.

e) Designated washout bays would be established for concrete 
delivery lorries.

f) There would be no pumping into controlled waters without a 
Discharge Consent from Natural Resources Wales.

g) Areas of bare soil would be kept to a minimum and silt fences used 
to control runoff. 

2.33 Dust and Air Pollution 

2.33.1 Standard good practice mitigation measures would be adopted during 
construction. Pollution Control Contingency Plan will be prepared as 
part of the CEMP and would include:

a) Use of water bowsers during dry and/or windy conditions to damp 
down haul roads, material stockpiles and unsurfaced areas.

b) Restricting vehicle speeds on unsurfaced routes.

c) Regular use of road sweepers around access points to working areas.

d) Daily visual inspections of sensitive locations.

2.34 Construction Noise

2.34.1 All construction noise levels would be the subject of a Section 61 
consent agreed with the Environmental Health Officer of PCC.

2.34.2 In order to minimise the disruption caused by construction noise, 
standard good practice mitigation measures would be adopted in 
accordance with BS 5228-1:2009 and BS 5228-2:2009 Code of Practice 
for noise and vibration on construction and open sites. They would be 
defined in the CEMP and would include:

a) Early erection of noise bunds and permanent screening where 
practicable.

b) Use of modern, silenced, well maintained plant.
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c) Limitations on working hours

2.35 Temporary works and Facilities

Construction Workforce

2.35.1 During the construction phase, the number of people expected to be 
working onsite is anticipated to average 50 with an estimated peak of 
100. This peak is predicted to occur when the construction works are at 
the greatest extent with a wide range of trades required to carry out 
earthmoving, rock excavation, construction of the B4313 overbridge, 
drainage works, pavement construction, plant maintenance, surveying 
and office-based support staff. The site compound would be adequately 
sized to fully accommodate the welfare requirements office space and 
car parking capacity for this peak workforce. 

2.35.2 Whilst these matters remain the responsibility of the contractor, it is 
anticipated that most of the labour force would be sourced locally. 
However, specialist or skilled labour may be required from outside the 
locality. Where possible, local subcontractors would be employed.

Site Access and Site Traffic

2.35.3 Main site access points would be established where the proposed road 
corridor meets existing roads. 

2.35.4 Internal site haul roads would be developed to enable deliveries to 
access their destination within the site and minimise site traffic interface 
with the public. All site access points would be clearly signed on the 
road network. 

2.36 Haulage of Materials

2.36.1 The following paragraphs summarise the categories of material and the 
approximate volumes. Materials (ES Volume 1, Chapter 16), provides 
the assessment of site-won and imported materials and waste.

Site-won materials

2.36.2 The intention is to maintain a balance between the volume of material 
excavated from cuttings and the volume used to form embankments. 
Haulage of the site-won material will be substantially contained within 
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the construction site. The intention is to carry all site won material on 
haul roads formed within the site boundary with minimal use of local 
roads. 

2.36.3 Approximately 9,000m3 of topsoil will be stripped from the site and as 
will be reused on areas where topsoil is to be replaced. The majority of 
grassed areas within the Scheme will be seeded onto cultivated subsoil 
with no topsoil provided. Surplus topsoil, which is a valued resource, 
will be reused elsewhere for restoration of land taken for temporary use, 
or for agricultural land improvement. Surplus topsoil will be 
transported from site for reuse elsewhere. 

2.36.4 Approximately 60,000m3 of hard and soft materials would be 
excavated, with 10 percent assumed to be unsuitable. All materials are 
expected to re-used within the proposed earthworks, either as 
engineering fill or for the construction of landscaping/noise bunds. 

Materials brought to site

2.36.5 The main materials that would be transported onto site in bulk have 
been estimated following several preliminary design iterations. Table 
2.6 summarises these bulk quantities. 
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Table 2.6  Bulk materials quantities to be transported to the site

Material Volume Numbers of loads

Drainage Stone ~7,000 m3 ~550

Earthwork materials ~76,000 m3 ~8,000

Structural fill ~10,000m3 ~1,200

Concrete ~1,000m3 ~200

Subbase ~10,000m3 ~1,200

Pavement ~16,000m3 ~1,800

2.36.6 These preliminary quantities result in an estimated 13,000 loads 
delivering to the site over the 12 months construction period i.e. 25,900 
vehicle movements (12,950 full and 12,950 empty). Based on 23 
working days in a month, the average truck movements are estimated 
at 75 per day.

2.36.7 Imported materials would be delivered via the closest site access point 
to the point of work and from there proceed on site haul roads.

2.37 Traffic Management

2.37.1 The requirements for traffic management have been carefully 
considered to minimise the disruption to road users during construction. 
Throughout the construction period all the existing routes would remain 
open and access would be maintained to all properties along the route. 
The locations mentioned in this section can be found on the General 
Arrangement drawing in ES Volume 2, Figures 2.6 A, B and C.

2.37.2 During normal working, one lane would be maintained in both 
directions on the A40. During the creation of the tie-ins at each end of 
the Scheme there would be short-term requirements for single lane 
working controlled by traffic lights. Where required, they would be 
manually operated to minimise delay.

2.37.3 A speed limit would be imposed on all sections of public road passing 
through a work site to ensure the safety of the road users and workforce. 

2.37.4 There would be four main impact areas:

a) Online improvement and bridge construction on the B4313 
immediately south and east of Redstone Cross
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b) Reconfiguration of the Penblewin Roundabout at the eastern end 
of the Scheme.

c) Tie-in and reconstruction of the A40 near Sodston Lodge at the 
western end of the Scheme.

2.38 Temporary requirement for land during 
construction

2.38.1 The draft Orders include areas of land required for use on a temporary 
basis for the duration of construction and for a period after. These areas 
would be required to provide access and working space. This land is 
included to ensure that the Scheme would be built safely and efficiently, 
while minimising the environmental impacts. 

Site Compound

2.38.2 The site compound could be located centrally along the length of the 
Scheme, or at the east side of the Scheme, close to Penblewin 
Roundabout with direct access off the existing A40. The location of the 
compound would minimise disturbance to residents and take account of 
environmental constraints to minimise or avoid environmental impacts. 
The compound would contain the main construction site office, stores, 
plant maintenance facilities, welfare facilities and car parking. All 
offices, compounds and storage areas would be secured against theft 
and vandalism through the provision of fencing, lighting, CCTV, 
mobile and fixed security personnel as appropriate to the location.

2.38.3 Following completion of the works, or a temporary site is no longer 
require, the contractor would remove all structures and restore ground 
profiles to match the original. All accesses from the public road will be 
restored to the original form. Soiling of restored surfaces would be 
carried out using the original topsoil stripped from the site and stored 
nearby. Additional topsoil would be available to provide an increased 
depth over the original, if the landowner approves. Subsoil cultivation, 
topsoil spreading, drainage, planting and seeding will be carried out by 
the contractor. 
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3 Alternatives considered

3.1 Introduction to the chapter

3.1.1 This chapter of the Environmental Statement (ES) outlines the main 
alternatives considered during the development of the Scheme.  In 
addition, it sets out the main reasons for the selection of the key 
elements of the Scheme, including the following: 

a) Selection of a suitable carriageway option that includes 2+1 
overtaking opportunities

b) Selection of the broad route corridor
c) Selection of the junction options
d) Local roads and bridges
e) Selection of the design included within the Draft Statutory Orders.  

3.1.2 The current 2014 EIA Directive requires that an ES should include ‘A 
description of the reasonable alternatives (for example in terms of 
project design, technology, location, size and scale) studied by the 
developer, which are relevant to the proposed project and its specific 
characteristics, and an indication of the main reasons for selecting the 
chosen option, including a comparison of the environmental effects.  ’ 

3.1.3 This chapter includes an account of the main and reasonable 
alternatives to the Scheme that have been considered by the Welsh 
Government and its advisors, taking into account their potential 
environmental impacts.  Secondly, this chapter includes a description 
of the iterative development of the Scheme and the justification behind 
any design changes.

3.2 Previous studies

3.2.1 Previous studies have been undertaken by Welsh Government and its 
advisors, prior to the EIA of the Scheme presented in this ES, which 
have informed the location and the preferred design of highway 
improvements along the A40 between St Clears and Haverfordwest.  A 
timeline of the previous development work is provided in Drawing 3.1. 
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Drawing 3.1  Timeline of previous development work
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2001

3.2.2 Following the completion of a study looking at a range of transport 
options, the Transport Framework for Wales (November 2001)1 
identified that the A40 west of St Clears was in need of improvements.  

2002 to 2004

3.2.3 In March 2002, the Trunk Road Forward Programme (TRFP) outlined 
that ‘Improvement of the A40 trunk road, whether it be to single or dual 
carriageway standard, is beneficial in economic terms’ and stating that 
‘The A40 in West Wales forms the lowest standard section of the Trans-
European Road Network in the United Kingdom’2.  This early work 
steered the decision to pursue road-based enhancements on the A40 and 
a Route Options Report (ROR) was subsequently commissioned in 
2004 to explore single and dual carriageway options for the entire route 
from St Clears to Haverfordwest.  A conclusion of the study was that 
two bypasses for Robeston Wathen and Llanddewi Velfrey were 
required using a 2+1 carriageway configuration to enhance road safety 
and provide overtaking opportunities. 

3.2.4 Following the findings of the appraisal within the 2004 studies, the 
Welsh Government announced the publication of an addendum to the 
2002 Trunk Road Forward Programme and this included the two 
improvement schemes for the A40 west of St Clears listed below: 

a) A40 Penblewin to Slebech Park Improvement, 
b) A40 Llanddewi Velfrey to Penblewin Improvement. 

2006
3.2.5 Following this announcement, an addendum to the 2004 Technical 

Appraisal Report was completed in 2006.  Two further route options for 
the Llandewi Velfrey to Penblewin Improvements were developed and 
stakeholders consulted in 2006, with single carriageway and 2+1 
carriageways considered.  These options did not include the Redstone 
Cross to Penblewin section of the A40.  

1 The Transport Framework for Wales; The National Assembly for Wales November 2001.  Page 33 and 34: ‘Two multi-
modal route studies have been carried out to examine how the east-west corridor to the west of St Clears ……. links could 
be improved.’ 
https://webarchive.nationalarchives.gov.uk/20031221112425/http://www.wales.gov.uk/subitransport/content/policy/frame
work/framework-full-e.pdf
2 Trunk Road Forward Programme 2002, Welsh Assembly Government, pages 12 and 13, paragraphs 4.3.2 to 4.3.6.

https://webarchive.nationalarchives.gov.uk/20031221112425/http://www.wales.gov.uk/subitransport/content/policy/framework/framework-full-e.pdf
https://webarchive.nationalarchives.gov.uk/20031221112425/http://www.wales.gov.uk/subitransport/content/policy/framework/framework-full-e.pdf
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2011

3.2.6 The scheme of improvements known as the Penblewin to Slebech Park 
Improvements, completed in 2011, was constructed as a 2+1 scheme.  
The improvements extended from the A40 and B4314 junction east of 
Robeston Wathen to slightly west of Caneston Bridge, but the length 
from Penblewin to Robeston Wathen, which includes A40 from 
Penblewin to Redstone Cross was not included and so remains a two-
lane single carriageway. 

2013

3.2.7 In July 2013, Edwina Hart, Minister for Economy, Science and 
Transport, published a Written Statement3 outlining her priorities for 
Transport.  This statement included: 

‘Improving the A40 has been identified as a priority by the Haven 
Waterway Enterprise Zone Board and I intend to undertake 
further development of previously proposed improvements.’

2014

3.2.8 A Strategic Outline Case for the A40 Llanddewi Velfrey to Penblewin 
Improvement was produced by the Welsh Government in June 2014.  It 
concluded that the Scheme would be likely to provide benefits that 
outweighed its costs with a Benefit to Cost Ratio (BCR) of around 1.14.  
It was suggested that the figure understated the level of benefits of the 
Scheme as it only considered the Scheme in isolation and, as the BCR 
is calculated at a UK level, underestimated the local benefits.  It was set 
out in the Strategic Outline Case document that:

‘The allocation of additional CRC funding would ensure 
increased certainty for the delivery of the A40 Llanddewi Velfrey 
to Penblewin scheme in accordance with the commitments made 
in the National Transport Plan. In addition, it would enable re-
allocation of Transport Capital funding to other projects where 
budgetary constraints present a significant risk to the delivery of 
commitments made within the Prioritised National Transport 
Plan (PNTP).’

3 https://gov.wales/announcements/search
4 Welsh Government A40 Llanddewi Velfrey to Penblewin Improvement Strategic Outline Case June 2014.  

https://gov.wales/announcements/search?
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3.2.9 The proposals for A40 improvements were further expressed by the 
Welsh Government in November 2014 following the announcement of 
the closure of the Milford Haven Refinery.  Reflecting on this 
announcement, the Minister made the following oral statement in 
Plenary:

“In terms of transport links… I have instructed my officials to 
accelerate to the fullest extent possible the programme for 
delivering improvements at Llanddewi Velfrey. I have also asked 
my officials to conduct further urgent work to explore additional 
ways to improve the A40, including the potential for dualling.5”

2015

3.2.10 The 2015 Design Options Report considered options for improvement 
of the A40, applying the WelTAG appraisal process.  This included the 
committed scheme for Llandewi Velfrey to Penblewin, which had 
emerged through previous development work and was referenced 
within the Pembrokeshire LDP6.

3.2.11 The 2015 study considered the following options: 

Option 1 Included changes to the junction but without any 2+1 
overtaking sections.  Approximately 1km of the Scheme 
would be offline from Penblewin Roundabout and would 
merge back into the existing A40 at a new junction layout 
at Redstone Cross.

Option 2 Uncluded changes to the junction and 1.2km of 2+1 offline 
overtaking opportunity.  Approximately 1km of the Scheme 
would be offline from Penblewin Roundabout and would 
merge back into the existing A40 at a new junction layout 
at Redstone Cross.

Option 3 Dual-carriageway for the corridor from St Clears to 
Haverfordwest with many of the 200 accesses onto the 
existing road stopped-up.  From Penblewin, the route would 
extend to the south of Blackmoor Hill Farm and Redstone 
Cross and re-join the existing A40 at the west end of the 
Robeston Wathen Bypass.

5 A40 St. Clears to Haverfordwest Study Design Options Report, Volume 1, Introduction paragraph 1.1.3
6 Pembrokeshire Local Development Plan (LDP) Adopted 28th February 2013 (excludes the area of Pembrokeshire Coast 
National Park) https://www.pembrokeshire.gov.uk/adopted-local-development-plan

https://www.pembrokeshire.gov.uk/adopted-local-development-plan
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3.2.12 The study concluded that there remained ‘a good case for proceeding 
with the A40 Llanddewi Velfrey to Penblewin improvement scheme, 
using the 2+1 configuration which is currently included in the National 
Transport Schedule.’  

3.2.13 In the Executive Report of technical appraisal, published in 2015, it is 
stated that ‘The study has also included for junction improvement works 
at Redstone Cross, which will be considered as part of the committed 
scheme for the purpose of the study but has not to date been included 
to the scheme being taken forward and will be dependent on the findings 
of design development. The improvement works at Redstone Cross 
would not include any 2+1 carriageway but would be partly offline.’  It 
continues: ‘This Option would increase overtaking opportunities by 
1.4km in the eastbound direction and 0.7km in the westbound direction. 
Together with existing provisions, this would equate to overtaking 
opportunities for around 17% of the total length of the A40 between St 
Clears and Haverfordwest.’

3.3 Work on the Scheme since February 2017

3.3.1 In January 2019, Welsh Government instructed Arup and RML to 
undertake a study into Improvements between Penblewin and Redstone 
Cross extension and to undertake the Welsh Transport Appraisal 
Guidance (WelTAG) Appraisal Stage 1 and 2. The A40 Penblewin to 
Redstone Cross Improvements WelTAG Stage 1 and 2 Report 
(A40PRC-ARP-GEN-M02-RP-J-0003) is contained with Appendix 3.2 
of this ES.

What is WelTAG?

3.3.2 WelTAG was first published in 2008 and was updated with new 
WelTAG guidance published in December 20177 . 

3.3.3 WelTAG ensures a clear audit trail of decision-making, providing the 
justification for the promotion, or otherwise, of transport options. It is 
the mechanism for providing decision-makers with all the information 
they require to make a reasoned and auditable decision on all funding 
decisions.

3.3.4 As well as embedding the Well-being of Future Generations (Wales) 

7http://gov.wales/docs/det/policy/140923-weltag-guidance-en.pdf 

http://gov.wales/docs/det/policy/140923-weltag-guidance-en.pdf
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Act 2015, WelTAG combines the principles of the HM Treasury Green 
Book and the Five Case Model for Better Business Cases, with 
WebTAG best practice for transport appraisal.

3.3.5 Welsh Government adopted the Welsh Transport Planning and 
Appraisal Guidance (WelTAG) in 2008.  This method of appraisal is 
for assessing proposed strategies, plans and schemes.  It is intended to 
provide information about significant economic, environmental and 
social impacts so that decision makers can judge the merits of proposals 
using a consistent approach. 

WelTAG Stage 1 and 2 (2019)

Options and Alternatives Overview

3.3.6 The WelTAG Stage 1 and 2 Reports upon the Options and Alternatives 
considered during the development of the preferred route. The 
following sections provides a summary of this. Options were identified 
through a wide range of historic and more recent technical assessments 
and stakeholder engagement exercises.  Appraisal of different identified 
options considered how the problems and objectives would be 
addressed, as well as key risks, adverse impacts, constraints and 
dependencies.

3.3.7 The Welsh Government determined that the ‘do-nothing’ option would 
not be acceptable as it would lead to the problems continuing.  The 
problems associated with the existing A40 are set out in Chapter 2.  A 
local public transport option was considered but deemed that improved 
bus and rail services would not be able to address the problems given 
the types of journey being undertaken on the A40 in the area and a lack 
of suitability for traffic to shift modes. 

3.3.8 The Welsh Government is separately progressing its regional plans for 
public transport improvements, which are better suited for addressing 
regional issues and opportunities in the longer term (but would not 
address the identified transport problems on the A40 west of St Clears).

3.3.9 The appraisal process led to the recommendation to progress active 
travel improvements along with variations of a highway option given it 
would best address the problems and achieve the Transport Planning 
and Scheme Objectives.  Two of those variations had similar appraisals 
and served to best address the problems, best achieve the objectives and 
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perform best against the majority of appraisal criteria, although with 
slight differences in appraisal for the Schemes’ impacts on 
environmental and cultural heritage criteria.

3.3.10 The options for the A40 Penblewin to Redstone Cross Improvements 
were compared against the Transport Planning Objectives and the 
criteria of Welsh Impact Areas that correspond with the three elements 
of sustainability8 that underlie policy in Wales: the economy, the 
environment and society (including legal requirements and the desire to 
protect and enhance the condition of the built and natural environment).  
The Transport Planning Objectives and Welsh Impact Areas underpin 
the appraisal process by allowing each option to be appraised to see if 
it is likely to succeed in addressing problems and achieving the 
objectives.  When a proposal performs poorly against Welsh Impact 
Areas, it is unlikely to gain support from the Welsh Government.

Long List of Options

3.3.11 During the Stage 1 Phase of the WelTAG Study a significant number 
of potential solutions were considered and appraised, which form the 
long list of options.  The list below outlines these options and provides 
a brief description of why some were discounted: 

a) Public Transport / multi-model travel – Ruled out due to not 
addressing the identified problems of improving safety at the 
junction or improving the strategic road network.

b) Online Improvements – ruled out due to: the substandard nature of 
the existing highway, few of the Scheme’s objectives being met, 
impact on property and construction/buildability constraints.

c) Junction Improvements – Roundabout / Staggered T-Junction – 
Roundabout solutions were ruled out due to their impact upon the 
strategic road network as they would slow all A40 traffic, which 
has an impact upon journey times, noise and air quality.

d) Southern Route Solutions – Two Southern route options 
shortlisted

e) Northern Route Solutions – Two Northern route options 
shortlisted

f) Complementary Active Travel, walking, cycling and horse-riding 
measures - Each proposed option (northern and southern routes) 
could include complementary active travel measures. In isolation 
these measures would not solve all the problems or meet all of the 
objectives.

8 Three Pillars of Sustainability: Economic, Social and Environment.
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3.3.12 The following lists provide a description of the Southern and Northern 
Route Options considered during the development of the long list of 
options. The options are shown in Figure 3.1 and are considered in 
greater detail in the WelTAG reports that are provided in Appendix 3.2. 
All the options bypass Redstone Cross either to the north or south.  

Southern Route Options

Option 1a Alignment based on the Design Options Report 2015. 
Offline straight alignment between Penblewin 
Roundabout and Redstone Cross, with online ghost 
island junction improvement at Redstone Cross.  This 
option would tie-in vertically 350m west of Redstone 
Cross to improve geometry and visibility at the junction

While the eastern end would require a short section of 
cutting, most of the route would be on embankment, 
including where the road passes through Redstone Cross 
Junction.  This would require demolition of two 
properties at Redstone Cross.

Option 1b Offline straight alignment between Penblewin 
Roundabout and Redstone Cross, with online ghost 
island junction improvement at Redstone Cross.  This 
option would tie-in vertically east of Redstone Cross, 
therefore there would be no improvement to mainline 
vertical geometry through the junction.  As such this 
would be substandard when assessed against current 
Design Manual for Roads and Bridges (DMRB) all-
purpose highway design standards.

The eastern end of the scheme would be approximately 
at grade, rising onto embankment over low-lying land, 
before returning to grade to pass through Redstone 
Cross.  The construction of Redstone Cross junction 
would require demolition of two properties at Redstone 
Cross.  The route would tie into the existing A40 
horizontally approximately 280 metres to the west of 
Redstone Cross Junction.

Option 1c An offline alignment minimising separation between 
the existing A40 and the proposed alignment to the 
south, with online ghost island junction improvement at 
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Redstone Cross.  The foot of the embankment would 
pass close to Blackmoor Farm.

This option would tie-in vertically east of Redstone 
Cross Junction, therefore there would be no 
improvement to mainline vertical geometry through the 
junction.  As such this would be substandard when 
assessed against current Design Manual for Roads and 
Bridges (DMRB) all-purpose highway design 
standards.

The eastern end of the Scheme would commence at 
grade at Penblewin roundabout, before extending onto 
an embankment as far as Redstone Cross Junction, 
where it would pass through Redstone Cross Junction 
at grade, requiring the demolition of two properties.

The route would tie into the existing A40 horizontally, 
approximately 170 metres to the west of Redstone 
Cross Junction. 

Option 1d Offline alignment between Penblewin and Redstone 
Cross, including offline junction improvement south of 
existing Redstone Cross Junction.

Commencing at Penblewin the scheme would pass into 
a cutting allowing it to cross the low-lying land on an 
embankment that is lower than the aforementioned 
southern options.  The route would curve to the south 
of Redstone Cross to provide an offline junction 
improvement.  The route would tie into the existing 
A40 horizontally, approximately 470 metres to the west 
of Redstone Cross Junction. 

There would be no demolition of property and the route 
would be approximately 90 metres further from 
Blackmoor Farm than Option 1c. 

Option 1e Redstone Cross Junction Improvements works only.  
This scheme would include no improvements to the 
A40 mainline to the west of the existing Redstone Cross 
Junction.

Option 1f Offline alignment as per Option 1c, however without a 
junction provision at Redstone Cross. 
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There would be no junction with the B4313, which 
would therefore, be diverted along the south side of the 
new road before passing beneath it where the mainline 
embankment height would provide sufficient 
headroom.  On the north side the B4313 would re-join 
the old de-trunked A40 to link back to Redstone Cross 
Junction.

The route would tie into the existing A40 horizontally, 
approximately 600 metres to the west of Redstone 
Cross and require no demolition of property. 

Northern route options

Option 2a Offline single carriageway alignment commencing 
approximately 100 metres west of Blackmoor Farm, 
diverging from the existing A40 to the north.

The alignment would be roughly at grade for the eastern 
400 metres and would then cross slightly elevated land 
in cutting to re-join the original road approximately 100 
metres west of Sodston Lodge.  A ghost island junction 
would be provided linking the B4313 to the north and to 
the detrunked A40 at Redstone Cross to the south.  This 
route would pass through and destroy two barrows, 
which form a Scheduled Ancient Monument.

Option 2b This option takes the line of the original A40 westwards 
from Penblewin Roundabout for about 400 metres and 
then takes a left-hand curve on embankment to pass to 
the north of Redstone Cross. I t passes to the north of the 
Scheduled Ancient Monument and then changes to a 
right-hand curve into a cutting through higher ground.  
The curve brings the alignment back to the existing road 
about 100 metres west of Sodston Lodge.  An overbridge 
would carry the B4313 over the new A40 carriageway.  
There would not be a junction with the existing A40 at 
Redstone Cross. 

Option 2c This option would be very similar to Option 2b but there 
would be a ghost island junction with the B4313 to the 
west of Redstone Cross and no bridge.  

Option 2d Offline alignment between Penblewin Roundabout and 
west of Sodston Lodge.  This option takes the line of the 
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original A40 westwards from Penblewin Roundabout for 
about 400 metres before diverting to pass north of the 
Scheduled Ancient Monument and Sodston Lodge. 

An overbridge would carry the B4313 over the new A40 
carriageway, connecting to the existing junction at 
Redstone Cross.  Side road diversions required.

The route would tie into the existing A40, approximately 
400 metres to the west of Sodston Lodge. 

Short list of Options

3.3.13 Through the WelTAG Stage 1 process, the long list of options described 
above were sifted and a short list of options identified. A single northern 
and southern alignment were selected and alternative junction 
arrangements for Redstone Cross were considered.  The Options 
selected for further development for the previous list were:

Option 1d; 
Option 2b; 
Option 2c. 

3.3.14 A Public Information Exhibition was held in Llanddewi Velfrey Village 
Hall on the 10th and 11th of April 2019, to which core Statutory Bodies 
and members of the public were invited. The written responses in 
questionnaires demonstrated support for an improvement at Redstone 
Cross, but concern was expressed that not all possible options had been 
considered.  Of the options exhibited, there was no clear preference, 
although southern route received slightly more than either of the 
northern routes.  Several respondents commented that the Redstone 
Junction should be removed because it was perceived to be dangerous9.

Additional Option 1g

3.3.15 The exhibition results encouraged the project team to look at the 
southern route again to consider whether the staggered junction at 
Redstone could be removed. This additional option, known as Option 
1g, was an offline alignment, much like Option 1f.  Commencing at 
Penblewin the Scheme would pass into a cutting allowing it to cross the 
low-lying land on an embankment that is even lower than the other 

9 A40 Penblewin to Redstone Cross Improvements Consultation – Summary of Responses; Welsh Government November 
2019 https://gov.wales/sites/default/files/consultations/2019-12/a40-penblewin-to-redstone-cross-improvements-summary-
of-response.pdf

https://gov.wales/sites/default/files/consultations/2019-12/a40-penblewin-to-redstone-cross-improvements-summary-of-response.pdf
https://gov.wales/sites/default/files/consultations/2019-12/a40-penblewin-to-redstone-cross-improvements-summary-of-response.pdf
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southern options.  The route would curve to the south of Redstone Cross 
and continue under the line of Redstone Road in cutting.  The B4313 
Redstone Road would be carried over the trunk road on a bridge with 
no junction with the A40.  To the north of the bridge the ‘B’ road would 
continue to the east of Redstone Cross and then follow the de-trunked 
A40 to Penblewin Roundabout.

3.3.16 Subsequently this new Option 1g was added to those previously shown 
and was made public at a further exhibition, held in Bloomfield 
Community Centre in Narberth, on the 30th May 2019. 

3.3.17 The four options, 1d, 1g, 2b and 2c are shown in Volume 3, Appendix 
3.1. For ease of reference these options were renamed as follows:

 1A – Northern Route with Staggered T Junction (option 2c)

 1B – Northern Route with no junction (option 2b)

 2A – Southern Route with Staggered T Junction (option 1d)

 2B – Southern Route with no junction (option 1g)

3.3.18 Key feedback received from the attendees of the exhibition included:

a) 89% of respondents strongly supported the need for improvements 
between Penblewin Roundabout and through Redstone Cross).

b) The majority (79%) of respondents agreed with the problems and 
objectives.

c) Safety was a key concern at Redstone Cross.
d) 72 respondents preferred Option 2B, 25 respondents preferred 

Option 1B, 15 respondents preferred Option 1A, 13 respondents 
preferred Option 2A, 3 respondents chose both Option 1A or 2A, 5 
respondents chose both Option 1B or 2B, and 7 respondents chose 
No option or left the response blank.

e) Alternatives or enhancements included alternative junction forms 
including a roundabout or slip road; speed limit and traffic 
calming measures; improvements to the current junction and 
existing A40; and consideration of public transport.

Public Consultation

3.3.19 Following the Public Information Exhibitions, a Public Consultation 
was held between 26 July 2019 and 20 September 2019, which sought 
views on the proposed improvements between Penblewin Roundabout 
and Redstone Cross on the A40. This provided the opportunity for 
views to be shared on: 
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a) The initial identified preferred solution;
b) Enhancements that could be made to the preferred solution; and
c) Active travel measures that could be potentially incorporated.
d) This report summarises the feedback received and highlights key 

actions arising to assist the development of the Scheme.

Early environmental surveys in the study areas for the 
northern and southern route options

3.3.20 During spring and summer 2019 a programme of environmental 
surveys commenced, with ecological, archaeological, and visual 
aspects considered to be the most critical in influencing the choice of 
route. Below is a summary of these surveys and their finds:

3.3.21 Ecology surveys - A programme of habitat surveys and desk study 
showed that both the north and south routes crossed hedgerows 
considered of value to protected species, in particular for a range of bat 
species and dormouse.  The routes would both sever a number of 
hedgerows that are important flightlines linking woodland to the north 
and south.  The southern route crosses areas of broadleaved woodland 
and scrub which are of value for bats and dormice as well as several 
watercourses which have potential for use by otter.   The western end 
of the northern route, where the most valuable hedges for bat flightlines 
were located, would be in cutting, with limited potential for mitigation 
of severance.  However, the southern route offered far greater potential 
for wildlife underpasses to be provided adjacent to the bat flightlines.  

3.3.22 Archaeological Geophysical surveys - In an early desk study a small 
group of round barrows was identified as a Scheduled Ancient 
Monument (SAM), an archaeological site of national significance.  The 
wider landscape of the northern route was considered likely to contain 
further prehistoric sites.  Following advice from Cadw regarding the 
SAM, the decision was made to carry out a non-invasive geophysical 
survey of the land that could be affected by both routes.  The surveys 
took place in summer 2019.   The results confirmed that much of the 
land to the north of the existing A40, along the Sodston ridge, is 
occupied by potential prehistoric sites.  No such evidence was found on 
the land to the south of the existing road.  

3.3.23 Landscape and visual surveys - The extent to which the southern and 
northern routes would be visible within the wider landscape was 
considered.  The northern route, which was partly on shallow 
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embankment on the top of the ridge and partly in cutting to the west, 
would be visible for a considerable distance to the north and south.  
Where the route was elevated on the ridge it would be visible over a 
much of the landscape to the north, with potential views from as far 
away as the Preseli Hills and within the Pembrokeshire Coast National 
Park.  The southern route, which would be located on lower ground 
would be considerably less visible.  While the elevated length of the 
northern route would be set among fields with neatly trimmed hedges, 
the southern route would be contained by many taller, fuller hedges, 
topography and strips of woodland and scrub.

3.3.24 Following further detailed appraisal, all four options are considered to 
be an improvement on the conceptual design which was put forward in 
the 2004 study.  Of the four route options, it was concluded that a 
southern route with no junction performed best against the appraisal 
criteria for the following reasons:

a) Removal of Redstone Cross staggered junction which provides 
both safety benefits and allows for a greater length of 2+1 
overtaking sections;

b) Greater programme certainty due to reduced risk of impacts on 
nationally important archaeological assets on land to the north of 
the existing A40;

c) Reduced impact on farm holdings/better quality land and less 
severance of fields. 

d) Greater earthworks balance providing both environmental and cost 
benefits;

e) Reduced visual and landscape impact compared with other 
options. 

f) Greater opportunity to mitigate the impacts on protected species.

3.3.25 Following the consultation and public engagement, described above, 
amendments and alterations were made to the proposed scheme to 
address concerns raised and to incorporate suggestions, for example 
inclusion of a Junction to provide access for western movements at 
Redstone Cross.
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3.4 Environmental considerations for route selection

3.4.1 A summary of the environmental effects of the options, compared to 
the ‘Do Minimum’ is set out in Table 3.1.  These are broad descriptions 
of potential impacts based on known information identified by desk 
studies at the time of the route selection process.  At that stage the 
detailed results of environmental surveys were not available.  The 
details described here assume typical mitigation measures would be 
applied.  Traffic modelling suggests that traffic will not increase over 
and above normal predictions as a result of any of the options.  The 
environmental aspects described here are those that were instrumental 
in route selection.

3.4.2 Table 3.1 does not take account of the gradual conversion to electrically 
powered vehicles, a government policy measure which is likely to 
reduce air pollution, production of greenhouse gasses and traffic noise.

The ‘Do Minimum’

3.4.3 The ‘Do Minimum’, is a notional future condition of the existing A40 
if the proposed improvements scheme is not implemented.  The ‘Do 
Minimum provides a baseline condition that can be expected to undergo 
routine maintenance and gradual, incremental change to address traffic 
conditions.  Options are considered on a comparative basis with the Do 
Minimum.   

3.4.4 Assuming gradual growth in traffic over future years and at a 
predictable rate, the Do minimum would be affected by typical 
problems including traffic congestion, increased traffic noise, 
continued community severance, reductions in air quality, and road-
based pollution entering watercourses.  Road traffic accidents and 
fatalities would be likely to continue at a rate that is commensurate with 
road conditions and traffic growth.  Over the years the existing A40 
would undergo minor changes and improvements within the existing 
Welsh Government landownership.  Increasing traffic, changes and 
improvements to the road would have consequences for the 
environment and these constitute the basis for comparison.
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Table 3.1  Environmental aspects of the options that have influenced the choice of route (assuming typical mitigation)

Southern options Northern optionsEnvironmental 
aspects Do minimum

Option 1d and 1g Option 2b and 2c

Road drainage 
and the Water 
Environment

Untreated road drainage water continues 
to discharge into watercourses that feed 
into SAC.  Increasing traffic on existing 

road could have an adverse impact.

The option would cross 4 minor 
watercourses that feed into the Taf and 

Cleddau SACs. Mitigation with attenuation 
basins and pollution control could improve 

water quality

The Scheme would cross 1 minor watercourse that 
feeds into Taf SAC. Mitigation with attenuation basins 

and pollution control could improve water quality.

Nature 
Conservation

Minor changes would have little effect on 
biodiversity.  Increasing traffic on existing 

could have an adverse impact.

Woodland, hedges, un-improved grassland 
and wetland habitat would be lost.  Road on 

embankment would provide capacity for 
adequate mitigation for bats and other 

mobile species. Mitigation could include 
habitat creation measures.

Clearance of hedges and severance of bat flightlines 
and connectivity for other species.  Road in cutting at 

west end would not allow adequate mitigation of 
impacts on bats and other mobile species.  Adequate 
land could be taken for mitigation, including some 

habitat creation measures.

Landscape and 
Visual

Minor changes would have little effect on 
landscape and views. Increasing traffic on 
existing could have an adverse impact on 

views

Requires clearance of woodland and 
disruption of landform.  Option 1g would be 
less visible from setting because set low in 

landscape. Adequate space for effective 
mitigation to screen and integrate.

Requires formation of a deep cutting and a long 
embankment and clearance of substantial hedgerows 
on a visually prominent elevated landform. Adequate 
space for effective mitigation to screen but this would 

be a major change in highly visible ridge top landscape

Archaeology and 
Cultural 
Heritage

Minor changes would have little effect on 
archaeology and cultural heritage and the 

current level of intrusion on setting of 
Scheduled Ancient Monument would 

continue.  Increasing traffic on existing 
could have an adverse impact on views

No known archaeological sites in the area 
and low risk of new sites being found.  The 
routes would pass close to the Blaenmorlias 
Care Home, which is a listed building, and 

would affect the setting.

Passes close to a Scheduled Ancient Monument which 
is considered likely to be in a setting containing Bronze 

Age remains of national significance. There is a 
possible standing stone on the route which would be 

destroyed.

Community 
assets: 
Agriculture

Minor changes would have little effect on 
land use and access to land. Increasing 

traffic on existing could have an adverse 
impact on access to fields and farms due 

to congestion.  

Avoids better quality farmland and follows 
field boundaries to minimise field severance.  
Mitigation could include farm underpasses 
and access to fields from existing detrunked 

A40 would be easier with less traffic.

Takes better quality farmland and cuts through the 
middle of fields leaving less useful residual parts.  

Mitigation would include alternative access routes to 
severed fields. Existing accesses from existing 

detrunked A40 would be easier with less traffic.
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Southern options Northern optionsEnvironmental 
aspects Do minimum

Option 1d and 1g Option 2b and 2c

Community 
assets

Minor changes would have little effect on 
land use and access to community 

facilities. Increasing traffic on existing 
could have an adverse impact on access to 
facilities due to congestion.  Residents in 
Redstone Cross would be disadvantaged 

by further congestion and minor 
improvements in the junction could 

adversely affect them

Takes the trunk road closer to the 
Blaenmarlais care home at Redstone but 

reduces community severance by providing 
a safer crossing of the A40 for vehicle 

travellers, horse-riders, cyclists and 
pedestrians, particularly if an overbridge for 

B4313 is provided. 

Moves the trunk road further from a Blaenmarlais care 
home at Redstone but reduces community severance by 

providing a safer crossing of the A40 for vehicle 
travellers, horse-riders, cyclists and pedestrians, 

particularly if an overbridge for B4313 is provided. 

Noise and 
vibration

Minor changes would have little impact 
from the effects of noise and vibration. 

Increasing traffic on existing could have 
an adverse impact with increases in noise 
and vibration, particularly for residents in 

Redstone Cross. 

Moves source of trunk road traffic noise and 
vibration away from Redstone Cross and 

Blackmoor Farm but closer to Blaenmarlais 
care home.  Mitigation could be provided to 

reduce noise effects.

Moves source of trunk road traffic noise away from 
Redstone Cross and Blaenmarlais care home, but closer 

to Castle School, Sodston House. The length that is 
raised on embankment could result in increased traffic 
noise affecting Blackmoor Hill and Cilrath Fach and 

Fawr. 

All travellers

Minor changes would have little impact 
from the effects on travellers except that 

road accidents and fatalities would 
continue. Increasing traffic could have an 
adverse impact with increases congestion 
on the A40, and greater difficulty for local 

traffic to using the junction at Redstone 
Cross.

Improves safety for travellers at Redstone 
Cross on the A40 and the B4313 Redstone 
Road. Allows detrunked A40 to become an 
WCHR route alongside a local road. Does 
not sever links to properties north of the 

A40. Option 1g with the overbridge would 
provide a benefit to local travellers by 

removing the junction. 

Option 2b improves safety for all traveller on the 
B4313 at Redstone Cross but no access possible from 

A40 to Sodston and Narberth. Option 2c, improves 
safety for vehicle users at Redstone Cross, but not 

Walkers, Cyclists and Horse-riders (WCHRs). 
Options sever links to properties and a Public Right of 

Way north of the A40 but allow detrunked A40 to 
become an WCHR route with a new link provided.

Materials
Minor changes would have little effect. Cut and fill balance requires a greater nett 

import of fill than the other Options 2b and 
2c.

Requires less import than 1d with a better cut and fill 
balance.

Other topics ES topics including Air Quality, Geology and soils, Population and Human Health have not influenced the choice of route and so are not referenced 
in the rows above.  
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Road drainage and the Water environment 

3.4.5 All four options would provide a safer road and junction than the ‘Do 
Minimum’, with fewer accidents that could result in spillage of 
pollutants.  Furthermore, and in accordance with current standards and 
best practice, all four the options would have measures installed to 
provide road drainage attenuation and appropriate pollution control.  
The Do Minimum would not include any improvements to road 
drainage or pollution control.

Nature Conservation

3.4.6 The northern options pass through fields of improved grassland 
considered to be of low value for biodiversity.  However, the hedges 
around the fields are considered to provide habitat connectivity, 
particularly in the western parts of the study area, where the hedges 
have been allowed to grow tall with a wide canopy.  Severance and loss 
of hedges would result in loss of habitat continuity which would have 
an adverse effect on mobile species.  The northern options would be 
less able to provide mitigation of the adverse effects on connectivity.  

3.4.7 The southern options would pass through a more diverse range of 
habitats including improved grassland, wet grassland, woodland, 
hedgerow and wetland.  These are considered likely to provide good 
connectivity for species and to provide better and more diverse habitats 
that support greater biodiversity than the northern route options, 
possibly including several protected species.  Loss of habitat and loss 
of connectivity caused by the southern options would be a greater 
adverse effect than for the northern options.  The southern options have 
greater potential for mitigation. 

3.4.8 Compared to the Do Minimum, all options would have adverse effects, 
with the southern options having a greater adverse impact.  Potential 
mitigation and enhancements in accordance with Section 6 of the 
Environment Act could have a beneficial effect on habitat connectivity 
and on biodiversity.  The effects of the northern and southern options 
on the Special Areas of Conservation, are broadly similar, although the 
western section of the northern option would not allow underpasses to 
replace connectivity for species such as bats. 
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Landscape and Visual

3.4.9 The northern options would be highly visible, raised on an embankment 
to following the crest of the Sodton / Redstone ridge.  The crest of the 
ridge would be visible for a considerable distance and would also have 
a visual impact on several residential properties within 500 metres.  
There would be an adverse effect on character and quality of this 
elevated and open agricultural landscape.  

3.4.10 The southern options would pass across low-lying land through a 
landscape of mature trees and tall hedgerows and scrub woodland.  
There would be few views from surrounding residential properties and 
the adverse effect on the landscape character and quality would be less 
than the northern routes.  Option 1g would have a considerably lower 
embankment which would further reduce the adverse effects on the 
landscape, views and on surrounding vegetation.  All options have 
similar potential for ecological enhancements. 

Archaeology and Cultural Heritage

3.4.11 The northern options is located on the crest of the Sodston/Redstone 
ridge.  Close to the route, near Redstone Cross area pair of Tumuli, 
designated as a Scheduled Ancient Monument (SAM).  Consultations 
with Cadw and the Dyfed Archaeological Trust indicated that the ridge 
was considered to be of high archaeological potential.  A geophysical 
survey demonstrated that there was a high risk that the nationally 
important archaeological remains of the kind within the SAM extend 
along the full length of the ridge.  Based on the SAM and the results of 
the Geophysical surveys Cadw have indicated that the ridge landscape 
is of national importance.  The southern route, which passes through 
land that the Geophysical survey suggests is of less importance for 
archaeology, would only affect a small area of the ridge close to 
Penblewin roundabout.  All options would pass through the setting of 
the SAM. Southern Option 1g would have a lower embankment than 1d 
and so would have a lesser adverse visual effect on the setting of the 
SAM.

3.4.12 Compared to the Do Minimum the northern options would cause greater 
impact to a nationally important archaeological site.  The southern 
options would not affect the site but would affect the setting.  Option 
1g would have the least impact overall.
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Community Assets: Agriculture

3.4.13 By comparison, all the four options under consideration will require the 
20 hectares of land to be taken permanently out of agricultural use.  The 
northern options would have greater impact on agriculture overall 
because the land is typically of higher quality than that under the 
southern options. The severance effects on the fields to the north would 
be proportionately worse.  

Community Assets

3.4.14 Southern option moves the trunk road closer to the care home, but both 
options improve community severance by separating trunk road traffic 
from local traffic, including WCHRs.  

Traffic noise and vibration

3.4.15 All options would reduce the effects of traffic noise on most local 
receptors, although lengths on embankment could increase noise for 
some.  Where the northern options are in cutting traffic noise would be 
better contained and so the effects on Sodston and Redstone Cross 
would be less.  The southern options would pass between Redstone and 
the care home at Blaenmorlais and this could result in increased traffic 
noise for residents in Blaenmorlais. Option 1g would be in cutting in 
this location which would reduce traffic noise compared to Option 1d.

All Travellers

3.4.16 All the options would improve the journeys of travellers on the A40 as 
well as improving safety and connectivity across the trunk road at 
Redstone Cross for local vehicle travellers, walkers, cyclists and horse 
riders.  Options 1g and 2b would provide an overbridge for the B4313 
Redstone Road with no access onto or off the A40.  As a result, 
connectivity across the A40 would be considerable improved over the 
other options.  

Materials

3.4.17 Northern Option would perform better with regard to cut and fill 
balance and therefore requires less materials to be imported to the site. 
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3.5 The Preferred Route

3.5.1 The southern route with no junction, based on Option 1g, was 
recommended as the preferred route of the A40 Penblewin to Redstone 
Cross Improvements scheme, to be considered further in the WelTAG 
appraisal process.

3.5.2 Following the consultation and public engagement, described in this 
chapter, amendments and alterations were made to the proposed scheme 
to address concerns raised and to incorporate suggestions.  These 
included

a) A slight ‘S’ curve was included to allow the route to tie in better 
with hedge lines and to reduce damage to woodland; 

b) The vertical alignment was reduced to achieve a better cut and fill 
balance, to reduce the height of the embankments, to reduce land 
take and to give the trunk road adequate headroom under Redstone 
Road overbridge.

c) Moving the Redstone Road overbridge eastwards away from 
properties around Redstone Cross.  

d) To move the cutting further north to avoid direct impact on the 
high garden wall of Blaenmarlais Care Home beside Redstone 
Road.  

e) The inclusion of a Junction to provide access for western 
movements at Redstone Cross.

The route is described in more detail in Chapter 2 of this ES and the 
environmental effects and the proposed mitigation measures are 
described in Chapter 5 onwards.
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instructions and requirements of our client. 
It is not intended for and should not be relied 
upon by any third party and no responsibility 
is undertaken to any third party.
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4 Methodology

4.1 Introduction to the chapter

4.1.1 This chapter of the Environmental Statement (ES) sets out the approach 
taken to the Environmental Impact Assessment (EIA) of the Scheme. 
The chapter sets out the overall approach to the assessment of the likely 
effects of the Scheme and includes details of the consultation 
undertaken. Further details of topic specific methodologies, such as 
survey methods, are provided in each topic chapter of this ES. 

4.1.2 This ES provides the information required by the Highways Act 1980, 
as amended, together with other relevant information listed in the EIA 
Directive (as amended). Together, the information supplied within this 
ES is considered to provide a clear understanding of the main or likely 
significant effects of the Scheme on the environment. 

4.1.3 The scope of this ES has considered the legislative requirements, the 
nature, size and location of the Scheme and the consultation responses 
provided. Table 4.2 sets out the agreed ES scope and chapter headings.
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4.2 Legislative Framework 

Environmental Impact Assessment (EIA)

4.2.1 The legislative framework for EIA is set by the EIA Directive 
(2014/52/EU) that came into force in May 2014. The regulations to 
transpose the 2014 Directive for projects under the Highways Act came 
into force on 5th December 2017 under The Environmental Impact 
Assessment (Miscellaneous Amendments relating to Harbours, 
Highways and Transport Regulations 2017). The main changes to the 
Directive include revisions to how screening and scoping are 
undertaken and the requirements for a Screening Report that sets out 
the likely significant effects as well as outlining any mitigation 
measures. The Directive also requires new topics to be considered in 
the EIA process and that competent experts with sufficient expertise are 
used in the preparation of the ES.

4.2.2 As set out in Chapter 1 Introduction of this ES, there is no statutory 
provision to the form of an ES. Section 105A of the Highways Act 
states that the ES must contain the information referred to in Annex IV 
of the EIA Directive 2014/52/EU. Annex IV is included in Appendix 
4.4. That information must include at least the following1:

a) a description the site, design, size and any other relevant features 
of the project

b) a description of the likely significant effects of the project on the 
environment

c) a description of the features of the project or measures envisaged 
to avoid, prevent or reduce and, if possible, offset any likely 
significant effects of the project on the environment

d) a description of the reasonable alternatives studied by the project 
authority which are relevant to the project and its specific 
characteristics, and an indication of the main reasons for the 
option chosen, taking into account the effects of the project on the 
environment

e) a non-technical summary of the information mentioned in 
paragraphs (a) to (d) and

f) any additional information specified in Annex IV that is relevant 
to the specific characteristics of the project, or type of project, and 
to the environmental features likely to be affected.

1 EIA Regulations 2017; Schedule 2 Amendments to the Highways Act 4(4)
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Assessment of Impacts on European Sites (AIES)

4.2.3 In accordance with Regulation 63 of the Conservation of Habitats and 
Species Regulations 2017 and the Habitats Directive (92/43/EEC), an 
Assessment of Implications on European Sites (AIES) has also been 
prepared to consider the possible effects of the Scheme on European 
sites. The findings of the AIES are reported separately. 

Water Framework Directive

4.2.4 In accordance with the Water Framework Directive2, an assessment of 
effects on Water Framework Directive watercourses was undertaken 
and provided in Volume 3 Appendix 7.1 of this ES.

2 The Water Environment (Water Framework Directive) (England and Wales) Regulations 2017
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4.3 Screening (Determination)

4.3.1 An EIA is an iterative process that occurs in stages, alongside a 
development proposal. The stages are screening, scoping, assessment 
and reporting. Screening and Scoping, which are the first steps, are 
described here. 

4.3.2 An EIA is a means of identifying and collating information to inform 
an assessment of the likely significant environmental effects of a 
project. The process requires consideration of the likely changes to the 
environment, where these arise because of the proposed development, 
through comparison with the existing and likely future baseline 
conditions in the absence of the proposed Scheme. 

4.3.3 The requirement to complete a statutory EIA and publish an ES only 
applies to projects that are deemed to exceed certain thresholds and are 
predicted to have a significant effect on the environment. The process 
for deciding whether it is necessary to carry out an EIA and publish an 
ES is called Screening. 

4.3.4 DMRB (2008) Volume 11 Environmental Assessment Section 2 
Environmental Impact Assessment Part 3 ‘Screening a Project’ sets out 
four steps to appropriate screening. These are summarised in Table 4.1. 

4.3.5 Since agreement of the scope of this ES in June 2019, the Design 
Manual for Roads and Bridges (DMRB) 2008 has been withdrawn.   
Replacement volumes are being published, commencing in August 
2019.  Whilst EIA Screening is now addressed in the new LA 102, the 
screening and scoping for this ES was completed in accordance with 
the now withdrawn 2008 guidance.  

4.3.6 A screening exercise was carried out in early 2019 to determine whether 
the project falls below or above the thresholds stated within the EIA 
regulations and set out in Table 4.1. The conclusion was that an EIA 
would be required, and that the Employer should be informed that a 
Record of Determination and Notice of Determination should be 
published alongside this ES, to ensure legal compliance. The Record of 
Determination has been submitted to the Employer (Welsh 
Government).
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Table 4.1  The steps to screening a project

Step Requirements of 
screening

Result for this Scheme

1 Does the Project fall 
within Annex I or II 
of the EIA Directive?

The Scheme falls below the Annex II because it would not 
involve the construction of a motorway or express road of four 
or more lanes, nor would it constitute a realignment or widening 
of a two-lane road or less to provide four lanes over a 
continuous length of 10km.  

2 Deciding if the Annex 
II Project is a 
‘Relevant Project’

The Scheme exceeded the Annex II threshold of 1 hectare and 
was therefore a ‘Relevant project’ for constructing or improving 
a highway where the area exceeds 1 hectare or where any such 
area is situated in whole or in part in a sensitive area.

3 The Determination of 
a ‘Relevant Project’ 
for the Purposes of the 
EIA Regulations

Based on the criteria set out in Annex III, an assessment of the 
Scheme indicated that the Scheme was considered likely to have 
significant effects on the environment.  

4 Reporting the 
Determination

A Record of Determination was prepared based on the results of 
the screening assessment.

4.3.7 New EIA Regulations came into effect in 2017 and amended the 
requirements of screening, scoping process and reporting. The effects 
on the EIA of the 2017 regulations are set out in Section 4.5. The full 
Screening and Scoping Report and Record of Determination (RoD) are 
included in Volume 3 Appendix 4.1. 
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4.4 Scoping

4.4.1 The next step of the EIA process is to clearly define the scope and 
contents of the EIA. 

4.4.2 Scoping is an important preliminary procedure which sets the context 
for the EIA.  DMRB Volume 11 Section 2 Part 4 (HA 204/08) “Scoping 
of Environmental Impact Assessments” provides guidance on the 
scoping a project3.  “Scoping can be an internal process and an external 
activity in which stakeholders are engaged in defining the assessment 
activities”.4 

4.4.3 Since agreement of the scope of this ES in June 2019, DMRB 2008 has 
been withdrawn.   Replacement volumes are being published, 
commencing in August 2019.  Whilst EIA Scoping is now addressed in 
the new LA 103, the screening and scoping for this ES was completed 
in accordance with the now withdrawn guidance.

4.4.4 The results of the scoping exercise are reported and used to provide the 
basis for further assessment throughout the project. The preparation of 
a Scoping Report is the means by which the scope of the EIA is clearly 
defined, those environmental aspects that are scoped-out or scoped-in 
are identified and the proposed assessment methodologies described. 
Key stakeholders and Statutory Environmental Bodies (SEBs), through 
the forum of an Environmental Liaison Group (ELG), can comment on 
the final draft and their comments are then considered in the production 
of the final Scoping Report.

Environmental Liaison Group

4.4.5 A draft document, that reported on both Screening and Scoping, was 
discussed at the ELG in June 2019 and formally issued to the statutory 
environmental bodies in August 2019.  The ELG is an ideal forum 
where environmental issues associated with the Scheme can be 
discussed and the scope of the EIA agreed with SEBs and key 
stakeholders. The inaugural meeting of the ELG for the A40 Penblewin 
to Redstone Cross Scheme took place in June 2019. Those who attended 
included Cadw, South Wales Trunk Road Agency (SWTRA), 
Pembrokeshire County Council (PCC), Dyfed Archaeological Trust 
(DAT) and the Welsh Government Environmental Co-ordination and 

3 Volume 11 Section 2 Part 4: HA 204/08 
4 Volume 11 Section 2 Part 4: HA 204/08 para 1.3
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Advice Team (ECAT). Minutes to this meeting can be found in Volume 
3 Appendix 4.5.

4.4.6 A copy of the combined Screening and Scoping Report is provided in 
Volume 3 Appendix 4.1 of this ES. The purpose of the Scoping Report 
was to identify the proposed scope of the EIA process and to set out the 
proposed assessment methodologies for comment. It also identified 
environmental aspects to be scoped out of the assessment. Comments 
on the draft were considered in the production of the final Screening 
and Scoping Report. 

Responses to the Screening and Scoping Report

4.4.7 Volume 3 Appendix 4.2 of this ES provides an overview of the key 
points raised by consultees to the Screening and Scoping Report. 
Chapters 6 to 21 of this ES also provides details of the key points raised 
during consultation with both statutory and non-statutory consultees. 
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4.5 Increased scope following EU Directive EC2014 / 
52 / EU

4.5.1 The EIA Directive and the updated EIA Regulations (refer to Section 
4.2.1), require additional topics to be considered in the EIA. These new 
aspects were considered during the scoping exercise. These are 
discussed below; some were scoped out of the EIA. 

Assessments of Population and Human Health

4.5.2 The 2014 Directive states that an EIA should consider the effects of a 
project on Population and Human Health. A Health Impact Assessment 
(HIA) and Equality Impact Assessment (EqIA) are a key part of the 
appraisal process for major transport Schemes in Wales. The Welsh 
Government has statutory duties to promote well-being and racial, 
disability and gender equality, and has set up a Public Health Strategic 
Framework to improve the quality and length of life for all members of 
the community. The Scoping stage identified that this aspect should be 
included in the ES. An assessment of the health impacts associated with 
the Scheme was therefore undertaken and reported in Chapter 17 
Population and Human Health. 

Assessments of Climate Change 

4.5.3 The 2014 amendments to the EIA Directive place an emphasis on 
climate change. Although the provisions of Directive 2011/92/EU 
remain the relevant consideration for the Scheme, the requirements of 
the amended Directive in relation to climate change were considered, 
as a matter of best practice. Therefore, the aspect of climate change was 
considered within this ES. The elements covered are as follows:

a) Changes to future environmental conditions and climate 
change resilience: future flood risk and resilience, reported within 
ES Chapter 18 Climate Change.

b) Effects of the Scheme on Climate: atmospheric emissions 
associated with use of the Scheme are assessed within Chapter 13 
Air Quality. A carbon assessment was undertaken and is reported 
in Chapter 18 Climate Change. This report sets out carbon 
emissions associated with the construction and operation of the 
Scheme. 
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Assessments of Material Assets 

4.5.4 Annex IV of the EIA Directive includes reference to ‘material assets’. 
The phrase ‘material assets’ has a broad scope, which may include 
assets of human or natural origin, valued for socio-
economic/community or heritage reasons. Material assets are in 
practice considered across a range of topic areas within an ES, in the 
Chapter 10 Archaeology and Cultural Heritage; and Chapter 11 and 12, 
the Community and Private Assets chapters. Materials associated with 
construction are considered in Chapter 16 Materials, therefore, no 
separate consideration of material assets is considered necessary. 

Assessments of Radiation and Heat 

4.5.5 Given the nature of the Scheme, no significant radiation or heat effects 
are anticipated. This was presented to the statutory environmental 
bodies in the Screening and Scoping report and no adverse comment 
was received, nor was any request to include this topic received. The 
topic of Radiation and Heat was therefore scoped out of the assessment. 

Risk of Major Accident and Disaster

4.5.6 Given the nature of the Scheme, no significant effects on the 
environment, arising from risks of major accident or disaster, are 
anticipated. Scoping identified that if a serious road accident with 
fatalities or casualties resulted in the closure of the road, the effect 
would be of short duration and traffic diverted onto other roads. Closing 
the road and these effects were scoped out of the assessment. 

4.5.7 If the major accident resulted in the discharge of pollutants, these would 
be contained by the road drainage and treated by the emergency 
services. The risk of the pollution not being contained is low and 
therefore not considered significant.

4.5.8 This was presented to the statutory environmental bodies in the 
Screening and Scoping report and no adverse comment was received, 
nor was any request to include this topic received. The topic to address 
the risk of major accident and disaster was therefore scoped out of the 
assessment. 
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4.6 Environmental Assessment guidance

4.6.1 The EIA process is set out in various published guidance, including the 
following documents:

Design Manual for Roads and Bridges (DMRB) Vol. 11 

4.6.2 Since agreement of the scope of this ES in June 2019, DMRB 2008 has 
been withdrawn.  Replacement volumes were published from August 
2019 onwards.  This ES was commenced before August 2019 and has 
generally been completed in accordance with the now withdrawn 2008 
guidance.  EIA is now addressed in the new LA guidance documents 
LA104 onwards.  Where the new guidance was published sufficiently 
early in relation to the commencement of work on the specialist 
assessment, some specialists have been able to apply it.  A list of those 
chapters that are written using the new DMRB guidance is provided in 
Chapter 1.  

Interim Advice Note 125/09(W) 

4.6.3 Supplementary Guidance for Users of DMRB Volume 11 
‘Environmental Assessment’. Wales Only (Welsh Assembly 
Government, 2010). 

4.6.4 Other topic specific legislation and good practice guidance was 
considered and details of these can be found in the topic chapters within 
this ES. 
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4.7 Content of the ES

4.7.1 Based on the scoping report, the volumes and chapters that make up the 
content of the ES are set out in Table 4.2. 

Table 4.2  Scope of this Environmental Statement

Non-Technical Summary: Summary of the ES using non-technical terminology

Volume 1 Environmental Statement

Chapter 1 Introduction

Chapter 2 The Project

Chapter 3 Alternatives Considered

Chapter 4 Environmental Impact Assessment Methodology

Chapter 5 Legislation and Policy Context

Chapter 6 Geology and Soils

Chapter 7 Road Drainage and the Water Environment

Chapter 8 Nature Conservation (Biodiversity)

Chapter 9 Landscape and Visual Effects

Chapter 10 Archaeology and Cultural Heritage

Chapter 11 Community and Private Assets (excluding agriculture) 

Chapter 12 Community and Private Assets: Agriculture

Chapter 13 Air Quality

Chapter 14 Noise and Vibration

Chapter 15 All Travellers 

Chapter 16 Materials

Chapter 17 Population and Human Health

Chapter 18 Climate Change

Chapter 19 Assessment of Cumulative Effects

Chapter 20 Management of Environmental Effects 

Chapter 21 Conclusions

Volume 2 Figures

Including all figures and drawings to accompany the text

Volume 3 Appendices

Including specialist reports forming technical appendices to the main text in Volume 1

4.7.2 To aid the reader in finding their way through the completed ES, a Non-
Technical Summary (NTS) has been prepared. The NTS is a free-
standing summary of each of the ES chapters using non-technical 
terminology. A separately bound copy is also provided with this ES in 
the deposit location and will be available at the Draft Orders Exhibition.
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4.8 Assessment for each environmental aspect

4.8.1 The assessment of each environmental aspect forms a single chapter 
within this ES. Each topic chapter sets out how baseline data was 
collected, how the effects were identified and assessed. The 
identification and evaluation of these effects were based on the Scheme 
description and construction details which are described in Chapter 2 
The Project. 

4.8.2 Each chapter will include the following sections: 

a) Introduction (Section 1)
b) Relevant Guidance (Section 2)
c) Study Area (Section 3) 
d) Description of the Baseline Environment (Section 4)
e) Assessment Methodology (Section 5)
f) Assessment of potential effects (including those arising during the 

construction and operational phases) (Section 6)
g) Mitigation Measures and Monitoring (Section 7)
h) Residual Effects. (Section 8).
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4.9 Identification of Study areas and Baseline 
Conditions 

Study area

4.9.1 An ES requires adequate data to form the baseline against which the 
effects of the Scheme can be assessed. Each aspect chapter includes a 
description of the current (baseline) environmental conditions. This is 
based on a study area identified for each aspect. Where appropriate, 
study areas were agreed in consultation with statutory consultees (for 
example, the study areas for ecological survey (Chapter 8 Nature 
Conservation) were developed in consultation with Natural Resources 
Wales for Llanddewi Velfrey). In some instances, more than one study 
area was defined in accordance with relevant standards and guidance 
for that aspect. 

Baseline data

4.9.2 The baseline is the existing situation that is considered likely to be 
affected by the Scheme. Baseline data was obtained from existing 
sources (including desk study and previous surveys) and from surveys 
commissioned specifically for the Scheme. A programme of 
environmental surveys and investigations were commissioned by 
Welsh Government in 2019. These included noise baseline surveys, 
ecological surveys, summer and winter landscape and visual surveys, 
further ground investigations, an archaeological geophysical 
(magnetometer) survey, farm surveys and interviews, walking, cycling 
and horse-riding surveys, traffic surveys and water resources surveys. 
All surveys were completed by November 2019. 
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4.10 Assessment of Effects 

4.10.1 Receptors are defined as individual environmental features that have 
the potential to be affected by a Scheme (Highways Agency et al., 
2008g) A receptor could be a human being, a population of animal 
species or plants, a residential building, or a watercourse, for example. 
For each aspect, baseline studies have informed the identification of 
potential environmental receptors. Some receptors will be more 
sensitive to certain environmental effects than others. The sensitivity or 
value of a receptor may depend, on its frequency, extent of occurrence 
or conservation status at an international, national, regional or local 
level.

4.10.2 Each effect occurs to, or affects, a ‘Receptor’ in the environment. The 
EIA process requires the identification of the likely significant 
environmental effects of the Scheme during the construction and during 
the operational phase of the Scheme. 
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4.11 Sensitivity or Value of Receptors 

4.11.1 Receptors vary in their sensitivity to effects. Sensitivity is defined 
within each ES topic chapter and considers factors including the 
following: 

a) Vulnerability of the receptor to change
b) Recoverability of the receptor (ability to recover from a temporary 

impact)
c) Importance of the receptor.

4.11.2 The assessment process examines how the proposed Scheme will 
impact on environmental receptors (people, heritage, air, water soils 
and species). Each receptor will have been identified in baseline surveys 
and desk studies and is given a value based on rarity or sensitivity to 
change. As a general guide, the definitions set out in Table 2.1 of 
HA205/08 have been applied, except where topic guidance requires 
otherwise. This includes a five-point scale for assigning environmental 
sensitivity as shown in Table 4.3.  For example, a designated Scheduled 
Ancient Monument (SAM) would be considered as more important 
than an undesignated heritage site.

Table 4.3  Criteria and DMRB Definitions of Sensitivity (or value)5

Sensitivity/Value Typical descriptors

Very High Very high importance and rarity, international scale and very limited 
potential for substitution

High High importance and rarity, national scale and limited potential for 
substitution.

Medium High or Medium importance and rarity, regional scale, limited potential for 
substitution.

Low (or lower) Low or medium importance and rarity, local scale.

Negligible Very Low importance and rarity, local scale

5 Based on Table 2.1 of HA205/08 (Highways et al., 2008e)
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4.12 Magnitude of Impact

4.12.1 The DMRB defines an ‘impact’ as: ‘Change that is caused by an action; 
for example, land clearing (action) during construction which results 
in habitat loss (impact)’ (Highways Agency et al., 2008g) 

4.12.2 For each topic, the likely environmental impacts were identified. The 
likely environmental change arising from the Scheme was identified 
and compared with the baseline (the situation without the Scheme). 
Impacts are divided into those occurring during the construction and 
operation phases. 

4.12.3 As a general guide, the definitions set out in Table 2.2 of HA205/08 
were considered (except where topic guidance requires otherwise). This 
includes a five-point scale for assigning impact magnitude as shown in 
Table 4.4. 

Table 4.4  The five-point scale for assigning impact magnitude6

Magnitude 
of Impact

Typical descriptors

Adverse: loss of resource and/or quality and integrity of resource; severe damage 
to key characteristics, features or elements.

Major

Beneficial: large scale or major improvement of resource quality, extensive 
restoration or enhancement; major improvement of attribute quality 

Adverse: loss of resource but not adversely affecting integrity; partial loss or 
damage to key characteristics, features or elements.

Moderate

Beneficial to, or addition of key characteristics, features or elements; improvement 
of attribute quality. 

Adverse: some measurable change in attributes, quality or vulnerability; minor 
loss of, or alteration to key characteristics, features or elements.

Minor

Beneficial: minor benefit to or addition of one or more key characteristics, features 
or elements; some beneficial impact on attribute, or a reduced risk of negative 
impact occurring.

Adverse: very minor loss or detrimental alteration to one or more characteristics, 
features or elements.  

Negligible

Beneficial: very minor benefit or positive addition of one or more characteristics, 
features or elements.

No change Adverse/beneficial:  no loss or alteration of characteristics, features or elements, 
no observable impact in either direction.

4.12.4 The categorisation of the magnitude of impact is aspect-specific but 

6 Based on Table 2.1 of HA205/08 (Highways et al., 2008e)
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generally considers factors such as the following: 

a) Extent (area and distance)
b) Duration (how long the impact will last)
c) Frequency (how often it will occur)
d) Reversibility (will be effect be reversed or repaired). 

4.12.5 When undertaking an EIA, environmental impacts are classified as 
either permanent or temporary, as appropriate:

a) Permanent changes are those which are irreversible (e.g. 
permanent land take) or will last for the foreseeable future (e.g. 
noise from generated road traffic)

b) Temporary impacts, the following was used as a guide within this 
assessment, unless defined separately within the topic 
assessments:

i. Short-term: one to three years
ii. Medium-term: four to nine years

iii. Long-term: greater than nine years. 

4.12.6 Impacts are also defined as either ‘adverse’ or ‘beneficial’ and may also 
be described as follows: 

a) Direct - arising from activities associated with the Scheme. These 
tend to be either spatially or temporally concurrent

b) Indirect - arising, away from the Scheme, or as a result of a 
complex pathway that is not a direct result of the Scheme.
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4.13 Significance of Effects

4.13.1 The approach to assigning the significance of an effect relies on 
professional judgement of the environmental aspect specialist. 
Assigning each effect to one of the five significance categories enables 
different matters to be assessed against the same scale.  The significance 
categories are set out in Table 4.5 below, taken from HA205/08 Table 
2.4. 

Table 4.5  Approach to evaluating Significance of Effect

Magnitude of Impact Degree of change) derived from Table 4.4

No change Negligible Minor Moderate Major

Negligible Neutral Neutral
Neutral or 

Slight
Neutral or 

Slight
Slight

Low Neutral
Neutral or 

Slight
Neutral or 

Slight
Slight

Slight or 
Moderate

Medium Neutral
Neutral or 

Slight
Slight Moderate

Moderate 
or large

High Neutral Slight
Slight or 
Moderate

Moderate 
or large

Large or 
Very Large
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Very High Neutral Slight
Moderate 
or Large

Large or 
Very 
Large

Very Large

7

4.13.2 The magnitude of impact on a receptor is combined with the 
value/sensitivity/importance of that receptor to determine the 
significance. For example, a significant effect may arise as a result of a 
relatively modest impact on a resource of national value/sensitivity, or 
a large impact on a resource of local value/sensitivity. In broad terms, 
therefore, the significance of the effect can depend on both the impact 
magnitude and the value or sensitivity or importance of the receptor. 

4.13.3 Definition of ‘Effect’: The DMRB defines an ‘effect’ as a ‘term used 
to express the consequence of an impact (expressed as ‘significance of 
effect’), which is determined by correlating the magnitude of the impact 
to the importance, or sensitivity, of the receptor or resource in 
accordance with defined significance criteria. For example, land 

7 Based on Table 2.4 of HA205/08 (Highways Agency et al., 2008e
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clearing during construction results in habitat loss (impact), the effect 
of which is the significance of the habitat loss on the ecological 
resource’ (Highways Agency et al., 2008g). 

4.13.4 An ‘effect’ is therefore the consequence of an impact (expressed as the 
‘significance of effect’).  This is identified by considering the magnitude 
of the impact and the sensitivity or value of the receptor, in the manner 
shown in the matrix set out in Table 4.5. 

4.13.5 The magnitude of the impact is ascribed to a receptor where it is 
influenced by the Scheme (see Table 4.4). For example, an area of 
habitat might be unaffected, partially affected or destroyed. 

4.13.6 Each chapter defines the approach taken to the assessment of 
significance. Where appropriate, topic chapters have adopted the 
general approach set out in DMRB HA 205/08 (see Table 4.5). The 
evaluation of significance for each topic will consider industry and 
professional guidance; codes of practice; policy objectives regulations 
or standards; advice from statutory consultees and other stakeholders, 
as well as expert judgement of the EIA practitioners, based on specialist 
experience. For some topics, a simplified or quantitative approach is 
considered appropriate.  

The evaluation of significance.

4.13.7 Except where guidance requires otherwise, the significance of effect is 
described using the terms very large, large, moderate, slight and neutral. 
The broad definitions of these terms are provided in Table 4.6.
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Table 4.6  DMRB Descriptors of Significance of Effects Categories8

Significance Category Typical Descriptors of Effect

Very Large Only adverse effects are normally assigned this level of significance.  
They represent key factors in the decision-making process.  These 
effects are generally, but not exclusively, associated with sites or 
features of International, National or Regional Importance that are 
likely to suffer a most damaging impact and loss of resource 
integrity.  However, a major change in a site or feature of local 
importance may enter this category.

Large These beneficial or adverse effects are likely to be very important 
considerations and are likely to be material in the decision-making 
process.  

Moderate These beneficial or adverse effects may be important but are not 
likely to be key decision-making factors.  The cumulative effects of 
such factors may influence decision-making if they lead to an 
increase in the overall adverse effect on a resource or receptor.

Slight These beneficial or adverse effects may be raised as local factors.  
They are unlikely to be critical in the decision-making process but are 
important in enhancing the subsequent design of the project.

Neutral No effects or those that are beneath levels of perception, within 
normal bounds of variation or within the margin of forecasting error.

4.13.8 Where more than one significance level is provided, professional 
judgement was used to determine the significance of effect. Slight, 
moderate, large or very large effects may be beneficial or adverse. 

4.13.9 In terms of the EIA Regulations, significant effects are generally those 
where the significance of the effect is ‘moderate’ or greater. It should 
be noted however that, as described in Table 4.6, a significant effect in 
EIA terms simply means that the effect should be given careful 
consideration in the decision-making process. 

8 Based on Table 2.3 of HA205/08 (Highways Agency et all., 2008e
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4.14 Mitigation and Monitoring Measures.  

4.14.1 DMRB Volume 11 Section 1 Part 7 (HA 218/08) defines mitigation 
measures as follows; ‘Measures intended to avoid, reduce and, where 
possible, remedy significant adverse environmental effects.’ 
Legislation also provides the Overseeing Organisation with powers to: 
‘acquire land for the purpose of mitigating any adverse effect which the 
existence or use of a highway constructed or improved by them, or 
proposed to be constructed or improved by them, has or will have on 
the surroundings of the highway’.  (Highways Act 1980 (as amended), 
Part XII, Section 246).

4.14.2 DMRB (HA 205/08 para 1.41) states that the ‘mitigation of significant 
adverse environmental effects should be dealt with as an iterative part 
of the option choice, planning and design stage.  Failure to do so may 
result in failure to deliver the project; and failure to avoid, reduce or 
remedy significant adverse environmental effects, particularly where 
land is not secured to allow delivery or future maintenance’. 

4.14.3 The development of mitigation and monitoring measures included in 
the Scheme were developed throughout the EIA process in response to 
the findings of initial assessments. In some cases, these measures may 
result in enhancement of environmental conditions. Mitigation 
measures can include the following: 

a) Measures included as part of the Scheme design, such as those 
measures shown on the Environmental Masterplans (included in 
Volume 3 Appendix 2.7

b) Normal good practice measures to be adopted during construction 
to avoid and minimise environmental effects, such as pollution 
control measures

c) Additional measures identified during the EIA process to further 
prevent, reduce and, where possible, offset any adverse effects on 
the environment

d) Enhancement measures, these are not strictly mitigation because 
they go beyond what is required to mitigate.  These are described 
in Section 4.15.

Monitoring of proposed mitigation

4.14.4 Some forms of mitigation require a controlling mechanism or legal 
undertaking to ensure they are implemented and to ensure greater 
certainty of delivery over a period that might extend beyond 
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construction. Monitoring is proposed to provide the evidence that 
mitigation proposals are completed and are performing in the required 
manner.

4.14.5 A description of proposed monitoring measures is provided within each 
topic chapter of this ES and are set out in the Pre-Construction 
Environmental Management Plan in Volume 3 Appendix 2.2. The 
Register of Environmental Actions and Commitments in Volume 3 
Appendix 2.3 provides an overview of the key mitigation and 
monitoring proposed for the Scheme. Monitoring undertaken by the 
contractor during the construction and the 5-year aftercare period will 
be reported in Annual Environmental Monitoring Reports.  On 
completion of the five-year aftercare a final environmental monitoring 
report will be prepared.  The purpose of monitoring is to record:

a) the development of mitigation and the achievement of mitigation 
objectives;

b) review of the performance against DMRB requirements; and
c) effectiveness of mitigation.
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4.15 Benefits of the Scheme

4.15.1 The enhancements and benefits delivered as part of the Scheme go 
further than the conventional approach to mitigation. Normally an ES 
will identify measures such as avoidance of an impact, or if the impact 
cannot be avoided, it will include mitigation for the effects of the 
Scheme. Benefits delivered by the Scheme are proposed to improve on 
the circumstances that existed before the Scheme is implemented and 
are guided and encouraged by Welsh legislation, which is described in 
the following paragraphs. 

Environment (Wales) Act 2016 

4.15.2 Central to this Act is the need to adopt a new, more integrated approach 
to managing natural resources in order to achieve long-term 
sustainability and improved resilience of natural systems. The Act 
provides an iterative framework that ensures that managing our natural 
resources sustainably will be a core consideration in decision-making.

4.15.3 The Act includes a new biodiversity duty (Section 6 Duty) intended to 
reverse the decline and secure the long-term resilience of biodiversity 
in Wales. The Environment Act replaces and enhances the Natural 
Environment and Rural Communities Act 2006 (NERC) duty to require 
all public authorities, when carrying out their functions in Wales, to 
seek to ‘maintain and enhance biodiversity’ where it is within the 
proper exercise of their functions. In doing so, public authorities must 
also seek to ‘promote the resilience of ecosystems’. This ensures that 
biodiversity is an integral part of the decisions that public authorities 
take in relation to Wales. The new duty requires public authorities to 
report on the actions they have taken to improve biodiversity and 
promote ecosystem resilience. As part of the Scheme, there will be 
measures that seek to provide enhancements to benefit biodiversity.

Well-being of Future Generations (Wales) Act 2015

4.15.4 In Wales, the Well-being of Future Generations Act 2015 places a duty 
on public organisations to achieve seven sustainability goals shown in 
Table 4.7.
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Table 4.7  The Well-being Goals of the Future Generations (Wales) Act 2015

4.15.5 Part 2, Section 2 of the Act defines the relevant meaning of ‘sustainable 
development’; it means ‘the process of improving the economic, social, 
environmental and cultural well-being of Wales by taking action, in 
accordance with the sustainable development principle, aimed at 
achieving the well-being goals.’ Public bodies are required to set 
objectives for their actions which should be in accordance with the 
‘sustainable development principle’, which means the body ‘must act 
in a manner which seeks to ensure the needs of the present are met 
without compromising the ability of future generations to meet their 
own needs.’

4.15.6 The Scheme would include measures, that could contribute to achieving 
the goals of both acts of the Welsh Government. For example, using 
habitats that would be provided for visual screening and landscape 
integration to benefit biodiversity.
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4.16 Assessment of Cumulative Effects

4.16.1 EIA Directive 2011/92/EU, as amended by Directive 2014/52/EU, 
requires the EIA to consider cumulative effects. Cumulative effects 
result from multiple actions on receptors and resources over time and 
are generally additive or interactive (synergistic) in nature. Cumulative 
impacts can also be considered as: ‘impacts resulting from incremental 
changes caused by other past, present or reasonably foreseeable 
actions together with the project.’9  The Directive 2014/52/EU requires 
that EIA should cover ‘the cumulation of effects with other existing 
and/or approved projects, taking into account any existing 
environmental problems relating to areas of particular environmental 
importance likely to be affected or the use of natural resources;’.

4.16.2 Major developments for consideration within the cumulative effects 
assessment were identified within the following categories: 

a) Development under construction
b) Application(s) permitted but which are not yet implemented
c) Submitted applications not yet determined, and which, if 

permitted, would affect the proposed development in the scoping 
request

d) Development identified in the adopted and emerging development 
plan (with appropriate weight being given as they move closer to 
adoption), recognising that information on any relevant proposals 
will be limited. 

4.16.3 A review of the following sources was undertaken to identify 
developments: 

a) Local planning authority websites, with particular emphasis on 
proposed developments (including transport or minerals related 
developments) in closest proximity to the site located within the 
administrative boundaries of Pembrokeshire County Council and 
Carmarthenshire County Council

b) Adopted and emerging Local Plans 
c) Planning Inspectorate website, in order to identify any Nationally 

Significant Infrastructure Projects in the vicinity of the Scheme. 

4.16.4 Advice and guidance on the assessment of cumulative effects is given 
in HA 205/08 and HD 48/08 (Highways Agency et al., 2008e and 
2008f). Additionally, IAN 125/09(W) acknowledges that ‘as yet there 

9 European Commission, 1999.  
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is no industry standardised approach’ to the assessment of cumulative 
effects. However, the cumulative assessment should nevertheless 
‘differentiate between permanent, temporary, direct, indirect and 
secondary effects, positive and negative’ (Welsh Assembly 
Government, 2010). 

4.16.5 Relevant guidance considered in the assessment of cumulative effects 
includes:

a) HA205/08 Principles of Environmental Assessment – Assessment 
and Management of Environmental Effects (Highways Agency et 
al., 2008)

b) Welsh Assembly Government (2010) Interim Advice Note 
125/09(W) Supplementary Guidance for Users of DMRB Volume 
11 ‘Environmental Assessment’ Wales Only

c) Advice Note 17: Cumulative effects assessment relevant to 
nationally significant infrastructure projects (Planning 
Inspectorate, 2015)

d) Advice Note 9: Using the Rochdale Envelope (Planning 
Inspectorate, July 2017).  The Rochdale Envelope is an approach 
to consenting and environmental impact, named after a UK 
planning law case, which allows a project description to be 
broadly defined, within several agreed parameters, for the 
purposes of a consent application. This allows for a certain level of 
flexibility while a project is in the early stages of development. As 
development progresses and more detail and certainty are 
available, further information regarding potentially impactful 
elements of the project can be provided. 

4.16.6 The cumulative effects of the Scheme in conjunction with other 
proposed developments were assessed and the findings are presented 
within Chapter 19. 

Interrelationships 

4.16.7 Consideration of interrelationships is a requirement of the EIA 
Directive. Interrelationships refer to the combined effect on individual 
(or groups of) receptors or resources from more than one source or type 
of environmental effect (e.g. noise, loss of amenity, visual impact on a 
dwelling).  Interrelationships are considered within Chapter 19.
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4.17 Consultation

4.17.1 This section summarises the consultation undertaken with stakeholders 
at key stages during the development of the Scheme. Further details of 
the comments received from statutory consultees (where relevant to the 
EIA process) are set out within each topic chapter of this ES and in the 
Volume 3 Appendix 4.2 An overview of the key points raised by 
consultees to the Screening and Scoping Report. 

4.17.2 During the development of the Scheme, consultation was undertaken 
with, or information requested from, several organisations including 
(but not limited to) Statutory and Non-Statutory consultees, interest 
groups, commercial, industrial and business operators, the general 
public (mainly the local communities of Narberth, Redstone, Llanddewi 
Velfrey and surrounding communities).

4.17.3 The process also centred on engagement with key stakeholders in order 
to establish the proposed scope and level of detail required for the draft 
assessments. Key stakeholders (listed in Table 4.8 and Table 4.9) 
included statutory consultees and those with a stake or significant 
interest in transport issues relevant to the economy, environment and 
society in south-west Wales.  

4.17.4 Public Information Exhibitions (PIEs) were held in Llanddewi Velfrey 
and Narberth. A bilingual Information Leaflet about the Scheme was 
delivered in advance to residents. Exhibition boards were displayed and 
members of the project team, including technical experts, were 
available to answer any questions and explain how the public could 
express their opinions formally.  

4.17.5 Feedback at the exhibitions was invited from those who attended, 
through a questionnaire and enquiry form. The feedback was taken into 
consideration during the design of the Scheme. 

4.17.6 An integral part of the Consultation process are the Environmental 
Liaison Group meetings. These were held with key environmental 
consultees during the evolution of the Scheme design, discussed within 
Section 4.4.5. Those who attended were invited to comment on the 
Scheme Objectives and Environmental Objectives and subsequently to 
comment on the EIA Screening and Scoping Report.
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4.17.7 Meetings with farm owners and tenants were organised throughout the 
process, including completion of a questionnaire relating to existing 
land uses. Many of these owners and tenants attended the PIEs and were 
able to provide comments using the exhibition questionnaire and 
through discussions with technical staff who attended.  

4.17.8 The approach to consultation during the EIA process built on the 
consultation undertaken at previous stages. Statutory bodies were 
consulted throughout the development of the Scheme and meetings held 
with key consultees. Comments in relation to EIA matters were 
considered in the preparation of this ES.  
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Table 4.8  Statutory and public stakeholders

Organisation Representative or department

Welsh Assembly Local Assembly Member

Welsh Government Technical Approvals Authority
Technical Standards and Departures
Lands and Orders
Network Management Route Manager
Environmental Science Advisor

Pembrokeshire County Council Chief Executive Officer
Head of Services
Leader of the Council
Infrastructure Cabinet Member
Councillor for Narberth
Head of Highways
Landscape Officer
Transport Planner
Ecologist

Narberth Town Council Clerk to the Council

Natural Resources Wales Liaison Officer and Protected Species team

Cadw Conservation Officer

South Wales Trunk Road Agency Road and soft estate maintenance 

Design Commission for Wales Reviewers

Utilities Various

Table 4.9  Other key stakeholders

Other key stakeholders

Farm businesses (affected by the Scheme)

British Horse Society

Ramblers Association

National Farmers Union Cymru

Road Haulage Association

Freight Transport Association

Emergency Services

Silcox Coaches

Taff Valley Coaches

Businesses in Narberth and Whitland

Haven Waterways Enterprise Zone

Associated British Ports
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5 Legislation and Policy Context

5.1 Introduction

5.1.1 The purpose of this chapter is to provide an overarching strategic and 
policy context for the Scheme from an environmental perspective. This 
chapter briefly describes key legislation and the main planning policies 
of specific relevance to the Scheme, at European, UK and Welsh levels. 
In addition, it lists the development planning policies at the local level. 
It focuses on Pembrokeshire County Council as the planning authority 
through which the Scheme runs, and additionally the Pembrokeshire 
Coast National Park policies have been included, given that it is the 
nearest neighbouring planning authority and would be impacted by the 
Scheme.

5.1.2 Specific legislation and policy is considered further on a topic by topic 
basis within Chapter 6 – 18 of this Environmental Statement (ES). 
Individual chapters also provide further detail on how the design and 
assessment of the Scheme has been specifically developed considering 
the relevant policies and legislation introduced within this context 
chapter.
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5.2 Legislation

Environment (Wales) Act 2016

5.2.1 Enacted in 2016 by the National Assembly for Wales, the Environment 
(Wales) Act 2016provides an iterative framework that ensures that 
managing natural resources sustainably will be a core consideration in 
decision-making1.  Natural Resources Wales are the principle 
organisational body to help deliver the aims of the Act and are required 
to prepare a number of documents, which include: 

a) State of Natural Resources Report
b) National Natural Resources Policy and 
c) Area Statements.

5.2.2 These documents will help inform the design of road schemes so that 
they can be delivered in a way that manages natural resources 
sustainably.  The Act also includes provisions to tackle climate change, 
through statutory emission reduction targets and carbon budgeting to 
support their delivery. 

5.2.3 In particular, Section 6 under Part 1 of the Environment (Wales) Act 
2016 introduced an enhanced duty (the S6 duty) for public authorities 
in the exercise of functions in relation to Wales. The S6 duty requires 
that public authorities must seek to maintain and enhance biodiversity 
so far as consistent with the proper exercise of their functions and in so 
doing promote the resilience of ecosystems. To follow the S6 duty, 
public authorities should embed the consideration of biodiversity and 
ecosystems into their early thinking and business planning, including 
any policies, plans, programmes and projects, as well as their day-to-
day activities.

Historic Environment (Wales) Act 2016

5.2.4 The Historic Environment (Wales) Act forms part of a suite of 
legislation, policy, advice and guidance that makes important 
improvements to the existing systems for the protection and sustainable 
management of the Welsh historic environment2.  In broad terms, the 
Act gives more effective protection to listed buildings and scheduled 

1 Environment (Wales) Act. 2016. National Assembly for Wales. 
http://www.legislation.gov.uk/anaw/2016/3/contents/enacted. [accessed 06.03.2020] 
2 Historic Environment (Wales) Act. 2016. National Assembly for Wales. 
http://www.legislation.gov.uk/anaw/2016/4/contents. [accessed 06.03.2020]  

http://www.legislation.gov.uk/anaw/2016/3/contents/enacted
http://www.legislation.gov.uk/anaw/2016/4/contents
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monuments, enhances existing mechanisms for the sustainable 
management of the historic environment, and introduces greater 
transparency and accountability into decisions taken on the historic 
environment.

Planning (Wales) Act 2015

5.2.5 The Planning (Wales) Act 2015, is a form of legislation that makes 
provision about national, strategic and local development planning in 
Wales as well as sustainable development; setting out the functions 
relating to development planning and application for planning 
permission3. 

Well-being of Future Generations (Wales) Act 2015

5.2.6 This 2015 Act is about improving the social, economic, environmental 
and cultural well-being of Wales with an overarching aim of creating a 
Wales we all want to live in, now and in the future.  The Act puts in 
place seven well-being goals shown in Table 5.14. 

5.2.7 The 2015 Act places a duty on public bodies in Wales and those listed 
in the Act to work to improve the economic, social, environmental and 
cultural well-being of Wales.  To help do this, they must set and publish 
well-being objectives and give greater consideration to the long term, 
work better with people and communities and each other, look to 
prevent problems and take a more joined-up approach. 

5.2.8 The Welsh Transport Appraisal Guidance (WelTAG) Stage 1-3 Reports 
identify the problems, objectives and consider the possible solutions, 
arriving at a recommendation to progress the Scheme subject to this 
assessment.  The objectives have been considered against and are 
aligned to the seven well-being goals set out within the 2015 Act.  In 
addition, appraisal against the impact areas focus on the four pillars of 
sustainable development, those being: economic; social; cultural; and 
environmental impacts. 

5.2.9 Such impacts are aligned to the sustainable development principle as 
set out in the 2015 Act and the Scheme seeks to improve a key piece of 

3 Planning (Wales) Act. 2015. National Assembly for Wales. [accessed 06.03.2020] 
http://www.legislation.gov.uk/anaw/2015/4/contents/enacted 
4 Well-being of Future Generations (Wales) Act. 2015. Welsh Government. https://gov.wales/well-being-future-
generations-wales-act-2015-guidance. [accessed 06.03.2020] 

http://www.legislation.gov.uk/anaw/2015/4/contents/enacted
https://gov.wales/well-being-future-generations-wales-act-2015-guidance
https://gov.wales/well-being-future-generations-wales-act-2015-guidance
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infrastructure for future generations in Pembrokeshire, the wider region 
and those visiting from elsewhere. 

Table 5.1  Well-being Goals

Goal Description of Goal

A prosperous Wales An innovative, productive and low carbon society which recognises the 
limits of the global environment and therefore uses resources efficiently 
and proportionately (including acting on climate change); and which 
develops a skilled and well-educated population in an economy which 
generates wealth and provides employment opportunities, allowing people 
to take advantage of the wealth generated through securing decent work. 

A resilient Wales A nation which maintains and enhances a biodiverse natural environment 
with healthy functioning ecosystems that support social, economic and 
ecological resilience and the capacity to adapt to change (for example 
climate change). 

A healthier Wales A society in which people's physical and mental well-being is maximised 
and in which choices and behaviours that benefit future health are 
understood. 

A more equal 
Wales

A society that enables people to fulfil their potential no matter what their 
background or circumstances (including their socio-economic background 
and circumstances). 

A Wales of 
cohesive 
communities

Attractive, viable, safe and well-connected communities. 

A Wales of vibrant 
culture and thriving 
Welsh Language 

A society that promotes and protects culture, heritage and the Welsh 
language, and which encourages people to participate in the arts and sports 
and recreation. 

A globally 
responsible Wales 

A nation which, when doing anything to improve the economic, social, 
environmental and cultural well-being of Wales, takes account of whether 
doing such a thing may make a positive contribution to global well-being. 

Active Travel (Wales) Act 2013

5.2.10 Enacted in 2013 by the National Assembly for Wales, the Active Travel 
(Wales) Act 2013 sets a legal requirement for local authorities in Wales 
to map and plan for suitable routes for active travel, and to build and 
improve their infrastructure for walking and cycling every year.5  It 
creates new duties for highways authorities to consider the needs of 
walkers and cyclists and make better provision for them. 

5.2.11 It also requires both the Welsh Government and local authorities to 
promote walking and cycling as a mode of transport so that local 
communities rely less on cars when making short journeys.

5 Active Travel (Wales) Act. 2013. National Assembly for Wales. 
http://www.legislation.gov.uk/anaw/2013/7/contents/enacted. [accessed 06.03.2020] 

http://www.legislation.gov.uk/anaw/2013/7/contents/enacted
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5.2.12 In the context of road schemes, there is significant opportunity to 
reconfigure existing infrastructure so that it better meets the needs of 
existing and new settlements and facilitates active travel.  For example, 
bypass road schemes can address settlement severance and in doing so 
provide opportunities for active travel because pedestrians and cyclists 
would no longer need to compete with significant volumes of vehicular 
traffic for short journeys in the locality.

5.2.13 The Act sets out that where offline improvements are proposed, the new 
section of road will allow for existing roads to be declassified.  This 
will allow governments and local authorities to explore opportunities to 
provide benefits to Non-Motorised Users (NMUs). 

Conservation of Habitats and Species Regulations 2017

5.2.14 Directive 92/43/EEC on the Conservation of Natural Habitats and Wild 
Flora and Fauna provides legal protection for habitats and species of 
European importance.  The Directive is transposed into UK law by the 
Conservation of Habitats and Species Regulations 2017 (the ‘Habitats 
Regulations’)6.

5.2.15 The Habitats Regulations requires the competent authority to consider, 
inter alia, whether the plan or project is likely to have a significant effect 
on a European site.  If there is a likely significant effect, an ‘appropriate 
assessment’ of the implications of the project for that site must be 
undertaken (either alone or in combination with other plans or projects).

5.2.16 The project can only proceed if it has been ascertained that it will not 
affect the integrity of the European site (unless there are no alternatives 
and there are imperative reasons of overriding public interest 
supporting the project (‘IROPI’)).

5.2.17 Given that it could not be concluded at screening stage that European 
sites would not be likely significantly affected by the Scheme, an 
appropriate assessment was undertaken in the form of an Assessment 
of Implications on European Site (AIES) in accordance with the 
Conservation of Habitats and Species Regulations 2017. This is 
provided in the Statement to Inform an Appropriate Assessment (SIAA) 
which was produced for the Scheme and considers the possible effects 
of the Scheme on European Sites.  The findings of the AIES are 

6 Conservation of Habitat and Species Regulations. 2017. UK government. 
http://www.legislation.gov.uk/uksi/2017/1012/contents/made. [accessed 06.03.2020] 

http://www.legislation.gov.uk/uksi/2017/1012/contents/made
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reported separately and conclude that there would not be any likely 
significant effects.

Climate Change Act 2008

5.2.18 The Act imposes a duty on the Secretary of State to reduce UK wide 
greenhouse gas emissions in 2050 to a level which is at least 80% below 
the level of emissions in 1990.  It also obliges the Secretary of State to 
set carbon budgets for successive five-year periods and to prepare 
proposals and policies for meeting those carbon budgets. Part 2 of the 
Act establishes the Committee on Climate Change7.

5.2.19 Parts 4 and 5 of the Act impose limited duties and confer limited powers 
on Welsh Ministers in terms of contributing towards meeting the UK 
wide carbon targets.  The Environment (Wales) Act 2016, imposes 
specific carbon budgeting duties on Welsh Ministers similar to those to 
which the Secretary of State is subject.

5.2.20 Further information on climate change and how the Scheme would 
accord with the principles set out by relevant climate change policies 
and legislation is set out in chapter 18 of the ES. 

Natural Environment and Rural Communities Act 2006

5.2.21 The Natural Environment and Rural Communities Act 2006 (NERC 
Act) was designed to help achieve a rich and diverse natural 
environment and thriving rural communities through modernised and 
simplified arrangements for delivering UK Government policy.  The 
Act implemented key elements of the (then) UK Labour Government's 
Rural Strategy published in July 2004 (Defra, 2004)8.

5.2.22 The NERC Act established Natural England and made amendments to 
both the Wildlife and Countryside Act 1981 and the Countryside and 
Rights of Way Act 2000. Section 40 sets out a duty to conserve 
biodiversity whereby 'every public authority must, in exercising its 
functions, have regard, so far as is consistent with the proper exercise 
of those functions, to the purpose of conserving biodiversity’, whilst 
Section 42 requires the National Assembly of Wales to ‘publish a list 
of the living organisms and types of habitat which in the Assembly’s 

7 Climate Change Act. 2008. UK Government. https://www.legislation.gov.uk/ukpga/2008/27/contents. [accessed 
06.03.2020] 
8 Natural Environment and Rural Communities Act. 2006. UK Government. 
http://www.legislation.gov.uk/ukpga/2006/16/contents. [accessed 06.03.2020] 

https://www.legislation.gov.uk/ukpga/2008/27/contents
http://www.legislation.gov.uk/ukpga/2006/16/contents
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opinion are of principal importance for the purpose of conserving 
biodiversity’. Section 40(3) states, ‘Conserving biodiversity includes, in 
relation to a living organism or type of habitat, restoring or enhancing 
a population or habitat.’

Human Rights Act 1998

5.2.23 The Human Rights Act 1998 is relevant where there is a need for 
compulsory purchase to acquire the necessary minimum land to 
construct the Scheme.  The Act outlines that a Compulsory Purchase 
Order (CPO) should only be made where there is a compelling case in 
the public interest.  An acquiring authority, including Welsh Ministers, 
should be sure that the purposes for which it is making a CPO 
sufficiently justify interfering with the human rights of those with an 
interest in the land affected having regard, in particular, to the provision 
of Article 1 of The First Protocol to the European Convention on 
Human Rights and, in the case of dwellings, Article 8 of the 
Convention9. 

Wildlife and Countryside Act 1981 (as amended)

5.2.24 For more than three decades the Wildlife and Countryside Act 1981 (as 
amended) (WCA) has been, and remains, the principal mechanism for 
the protection of wildlife in the UK.  The WCA comprises four parts. 
Part 1 covers the protection of wildlife, including birds, their nests and 
eggs; wild animals, mammals and wild plants.  Part 2 makes provision 
for the countryside, national parks, the designation of protected areas 
including Sites of Special Scientific Interest (SSSIs), limestone 
pavements, National Nature Reserves, and grants by the national nature 
conservation bodies in England and Wales.  Part 3 covers public rights 
of way, including footpaths and bridleways whilst Part IV deals with 
miscellaneous provisions10.

Highways Act 1980

5.2.25 The Scheme is being promoted and would be constructed using the 
powers of the Welsh Ministers as Highway Authority in accordance 
with the Highways Act 1980.  These powers were transferred to them 

9 Human Rights Act. 1998. UK Government. http://www.legislation.gov.uk/ukpga/1998/42/contents. [accessed 06.03.2020] 
10 Wildlife and Countryside Act. 1981. UK Government. https://www.legislation.gov.uk/ukpga/1981/69. [accessed 
06.03.2020] 

http://www.legislation.gov.uk/ukpga/1998/42/contents
https://www.legislation.gov.uk/ukpga/1981/69
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by virtue of the National Assembly for Wales (Transfer of Functions) 
Order 1999 and the Government of Wales Act 200611. 

5.2.26 The powers to construct the new section of trunk road would be 
obtained through the statutory Orders which will be published 
alongside the application in addition to a CPO which would enable 
Welsh Ministers to acquire all land and rights over land necessary for 
the construction and operation of the proposals. 

5.2.27 As part of the legal process, the Welsh Ministers would consider all the 
responses to the draft Scheme and Orders and then decide whether to 
hold a Public Local Inquiry. 

5.3 Welsh Government Plans and Strategies

5.3.1 Other documents published by Welsh Government of direct relevance 
to the development and design of the Scheme can be grouped under the 
general headings of transport, economics, environment, and climate 
change.  However, all have been written within the framework of 
sustainable development, and as such need to be considered collectively 
as well as individually. 

Prosperity for All: The National Strategy (2017)

5.3.2 The Welsh Government’s National Strategy outlines its long-term aim 
to build a Wales that is prosperous and secure, healthy and active, 
ambitious and learning, and united and connected.  It’s Programme for 
Government, Taking Wales Forward, sets out the headline 
commitments it will deliver between now and 2021.  The National 
Strategy takes those key commitments, places them in a long-term 
context, and sets out how they fit with the work of the wider Welsh 
public service to lay the foundations for achieving prosperity for all12.

5.3.3 The Strategy Prosperity for All: Economic Action Plan, which was 
published later in 2017, is an action plan in line with the national 
strategy. It contains actions that will work to grow the economy and 

11 Highways Act. 1980. UK Government. http://www.legislation.gov.uk/ukpga/1980/66. [accessed 06.03.2020] 
12 Prosperity for All: The National Strategy. 2017. Welsh Government. 
https://gov.wales/sites/default/files/publications/2017-10/prosperity-for-all-the-national-strategy.pdf. [accessed 06.03.2020] 

http://www.legislation.gov.uk/ukpga/1980/66
https://gov.wales/sites/default/files/publications/2017-10/prosperity-for-all-the-national-strategy.pdf
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reduce inequality. It has been developed to meet the needs of today and 
to prepare for the challenges and opportunities of the future13.

Prosperity for All: A Low Carbon Wales 2019

5.3.1 Prosperity for All: A Low Carbon Wales sets the foundations for Wales 
to transition to a low carbon nation and works within the context of the 
Environment (Wales) Act 2016 of which requires Welsh Government 
to reduce emissions of greenhouse gases in Wales by at least 80% for 
the year 2050. It also sets a target that in 2017, Welsh Government seek 
to achieve a carbon neutral public sector by 2030. This Plan identifies 
measures for how Welsh Government plans to meet the first carbon 
budget (2016-20)14.

Climate Emergency 2019

5.3.2 On 29 April 2019, the Welsh Government declared a climate 
emergency in Wales to draw attention to the magnitude and significance 
of the latest evidence from the Intergovernmental Panel on Climate 
Change and highlighting the recent climate protests across the UK15. 

5.3.3 Welsh Government expressed their hope that the declaration could help 
to trigger a wave of action at all levels, Welsh Government also stated 
that tackling climate change requires collective action and that the 
government has a central role to making collective action possible.

5.3.4 The announcement referred to Prosperity for All: A Low Carbon Wales 
(published the previous month) and stated that this Plan sets the policies 
and proposals intended to meet the 2020 carbon emission targets. The 
statement referred to the Welsh Government’s previously set targets in 
2017, reaffirming the commitment to achieving a carbon neutral public 
sector by 2030. The Welsh Government stated that the next plan, of 
which will set measures to meet emissions reduction targets by 2021-
26, was being prepared and must go further and faster.

13 Prosperity for All: economic action plan. 2017. Welsh Government. 
https://gov.wales/sites/default/files/publications/2019-02/prosperity-for-all-economic-action-plan.pdf. [accessed 
06.03.2020] 
14 Prosperity for All: a low carbon Wales. 2019. Welsh Government. https://gov.wales/sites/default/files/publications/2019-
06/low-carbon-delivery-plan_1.pdf. [accessed 06.03.2019] 
15 https://gov.wales/welsh-government-makes-climate-emergency-declaration [accessed 06.03.2020]

https://gov.wales/sites/default/files/publications/2019-02/prosperity-for-all-economic-action-plan.pdf
https://gov.wales/sites/default/files/publications/2019-06/low-carbon-delivery-plan_1.pdf
https://gov.wales/sites/default/files/publications/2019-06/low-carbon-delivery-plan_1.pdf
https://gov.wales/welsh-government-makes-climate-emergency-declaration
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Taking Wales Forward 2016-2021

5.3.5 Taking Wales Forward sets out the government’s programme to drive 
improvement in the Welsh economy and public services, delivering a 
Wales which is prosperous and secure, healthy and active, ambitious 
and learning, united and connected16.

5.3.6 Taking Wales Forward 2016-2021 outlines this government’s priorities 
for delivering those improvements.  They are ambitious measures, 
aimed at making a difference for everyone, at every stage in their lives.

5.3.7 The measures include for improvements to the A40 in West Wales and 
part of its ‘United and Connected’ commitments. 

5.3.8 Alongside the programme, the Welsh Government published well-
being objectives which set out how we will use the Well-being of Future 
Generations Act 2015 to help deliver its programme for government 
and maximise its contribution to the seven shared national well-being 
goals.

National Transport Plan for Wales (2010, 2015, 2017, 
2018)

5.3.9 Originally published in 2015 by the Welsh Government and updated in 
2017 and 2018, the National Transport Finance Plan followed the 
National Transport Plan 2010 and lists the schemes the Welsh 
Government will deliver across the different areas of transport policy 
for which it is responsible.  While the Plan is not a policy document, it 
provides a framework of schemes pursuant to policy aims set out in the 
Wales Transport Strategy 2008. 

5.3.10 A Scheme to improve the A40 between St Clears and Haverfordwest is 
detailed in the plan under reference NEW 2. The scheme is described 
as 10.8km of improved (2+1) configuration) highway between St Clears 
and Haverfordwest.

16 Taking Wales Forward 2016-2021. 2016. Welsh Government. https://gov.wales/sites/default/files/publications/2017-
08/taking-wales-forward.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2017-08/taking-wales-forward.pdf
https://gov.wales/sites/default/files/publications/2017-08/taking-wales-forward.pdf
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5.3.11 A Scheme to improve the A40 between Llanddewi Velfrey and 
Penblewin is detailed in the plan under reference R15. The Scheme is 
described as:

a) 2km of new highway to the north of the village of Llanddewi 
Velfrey

b) 2.5km of improved highway west of Ffynnon Wood and
c) Improved facilities for non-motorised travel via new cycle tracks 

and new bridleway, with a means of crossing the new highway 
either over or beneath.

5.3.12 In July 2013, Edwina Hart AM CStJ MBE, then Minister for Economy, 
Science and Transport, published a written statement outlining her 
priorities for Transport. The statement included the following; 
“Improving the A40 has been identified as a priority by the Haven 
Waterway Enterprise Zone Board and I intend to undertake further 
development of previously proposed improvements17.” 

5.3.13 On 12 November 2014, in providing an update on the closure of the 
Murco Refinery in Milford Haven, the Minister made an oral Statement 
in Plenary; “In terms of transport links, I have instructed my officials 
to accelerate to the fullest extent possible the programme for delivering 
improvements at Llanddewi Velfrey.18” 

5.3.14 In June 2015, in a written statement on the A40 Improvement Study the 
Minister noted “It is my intention to progress delivery of the A40 
Llanddewi Velfrey to Penblewin Scheme as soon as possible…19”

5.3.15 The strategic rationale for the Scheme is that it would help address road 
safety issues and improve accessibility to the Haven Waterway 
Enterprise Zone and employment sites on a TEN-T route. 

Green Corridors on the Welsh Government Trunk Road 
and Motorway Network 2018 and Trunk Road Estate 
Biodiversity Action Plan 2004-2014

5.3.16 The Welsh Government, as the Highway Authority for Wales, has 
direct responsibility for the maintenance, improvement and 
development of the trunk road and motorway network for Wales.  
Under the Countryside and Rights of Way (CRoW) Act 2000, the 

17 https://gov.wales/sites/default/files/consultations/2019-07/consultation-document_3.pdf [accessed 06.03.2020] 
18 https://gov.wales/sites/default/files/consultations/2019-07/consultation-document_3.pdf [accessed 06.03.2020] 
19 https://gov.wales/sites/default/files/consultations/2019-07/consultation-document_3.pdf [accessed 06.03.2020]

https://gov.wales/sites/default/files/consultations/2019-07/consultation-document_3.pdf
https://gov.wales/sites/default/files/consultations/2019-07/consultation-document_3.pdf
https://gov.wales/sites/default/files/consultations/2019-07/consultation-document_3.pdf
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Welsh Government has a duty to have a regard for the conservation of 
biodiversity in its work20.  

5.3.17 The Welsh Government Transport Directorate is already incorporating 
biodiversity into its work, and the Trunk Road Estate Biodiversity 
Action Plan (TREBAP) (Welsh Assembly Government, 2004b) 
contributed to this ongoing process21. 

5.3.18 The Objectives of the TREBAP, within the constraints of recourses and 
road safety, were to:

a) set practical and realistic actions and targets for the period 2004 – 
2014

a) link with other relevant Biodiversity Action Plan targets for 
habitats and species

b) increase awareness of the Transport Directorate’s staff and 
contractors, its environmental partners, and the general public, of 
the biodiversity interest of the trunk road and motorway network

c) encourage the use, and dissemination, of best practice for 
biodiversity in the management and development of the trunk road 
and motorway network and

d) reflect the requirements of the Assembly’s Sustainable 
Development Scheme and Action Plan where relevant.

5.3.19 TREBAP set out a number of Habitat Action Plans and Species Action 
Plans some of which are directly relevant to the Scheme, further 
reference to which is provided in Nature Conservation (ES Volume 1, 
Chapter 8).

5.3.20 The Green Corridors on the Welsh Government Trunk Road and 
Motorway Network initiative will deliver against the Economic Action 
Plan Prosperity for All, creating a sustainable economy and promoting 
the economic, cultural, social and environmental well-being, and 
enhancing people’s quality of life in Wales. 

5.3.21 Over a five-year period, the initiative will deliver a programme of work 
and activities such as tree planting to improve structure and age range 

20 Countryside and Rights of Way Act 2000. 2000. UK Government. Available at: 
http://www.legislation.gov.uk/ukpga/2000/37/contents. [accessed 11 March 2020] 
21 Trunk Road Estate Biodiversity Action Plan 2004-2014. 2004. Welsh Government. Available at: 
https://gov.wales/sites/default/files/publications/2017-08/trunk-road-estate-biodiversity-action-plan-trebap.pdf. [accessed 
11 March 2020] 

http://www.legislation.gov.uk/ukpga/2000/37/contents
https://gov.wales/sites/default/files/publications/2017-08/trunk-road-estate-biodiversity-action-plan-trebap.pdf
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of the planted area and introducing wildflower areas or improving the 
diversity of existing areas.

Wales Infrastructure Investment Plan (2012) 

5.3.22 The Wales Infrastructure Investment Plan for Growth and Jobs (WIIP) 
is designed to prioritise, scope and coordinate delivery of the Welsh 
Government’s major infrastructure investments, whilst improving the 
long term economic, social and environmental well-being of people and 
communities in Wales22.

5.3.23 The Plan, through Chapter 1, sets a number of high level investment 
priorities including: ‘Improving transport links, particularly East-West 
transport links in both North and South Wales’.  This priority is further 
explored through Chapter 2 of the Plan which outlines an aim to secure 
the most out of the existing road network through well planned 
maintenance and upgrades to ensure the road network operates more 
efficiently by: 

a) Prioritising investments which contribute to economic growth – 
addressing urban congestion and improving access to key areas, 
and by improving the capacity and reliability of our key east-west 
corridors.

b) Being more agile in our approach to developing solutions to 
underlying problems to address problems that people face every 
day. 

5.3.24 The A40 forms one of the key east-west corridors and the Plan 
recognises the importance of the route.  Annex 2 of the Plan provides a 
10-year indication of the ‘direction of travel’ for each sector.  The A40 
Llanddewi Velfrey to Penblewin Improvements is included within the 
transport section with recognition of the strategic link to the first phase 
of improvements completed in 2011. 

Economic Renewal, A New Direction (July 2010)

5.3.25 Economic Renewal, A New Direction was published in July 2010.  It 
sets out the role that the Welsh Government can play in providing the 

22 Wales Infrastructure Investment Plan. 2012. Welsh Government. https://gov.wales/sites/default/files/publications/2018-
07/wales-infrastructure-investment-plan-for-growth-and-jobs-2012.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2018-07/wales-infrastructure-investment-plan-for-growth-and-jobs-2012.pdf
https://gov.wales/sites/default/files/publications/2018-07/wales-infrastructure-investment-plan-for-growth-and-jobs-2012.pdf
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best conditions and framework to enable the private sector to grow and 
flourish23. 

5.3.26 Part 3 of the document encourages investment in high quality and 
sustainable infrastructure to underpin economic growth.  People, 
businesses and communities need to be well connected within and 
beyond Wales and to have access to the right facilities and services 
where they live and work.  Investors and indigenous businesses must 
be able to count on communications, transport, energy and other 
infrastructure necessary for 21st century enterprise. 

5.3.27 The document continues to state that people cannot work if they are not 
linked to their jobs, training and public services.  Businesses cannot 
operate without access to the labour forces, materials and markets. 
Furthermore, faster physical connections, such as an efficient and 
reliable road network, increase productivity because they save time and 
therefore lower costs.  Excellent infrastructure is also a prerequisite for 
creating the right conditions to enable businesses to locate and flourish.

One Wales: One Planet (May 2009)

5.3.28 One Wales: One Planet was first launched by the Welsh Government in 
May 2009.  This document sets out the objectives to achieve the goal of 
sustainable development. One Wales: One Planet defines sustainable 
development as ‘enabling all people throughout the world to satisfy 
their basic needs and enjoy a better quality of life without 
compromising the quality of life of future generations24.’ 

5.3.29 In Wales, this means achieving a better quality of life for this and future 
generations by: 

a) promoting social justice and equality of opportunity and 
b) enhancing the natural and cultural environment and respect its 

limits – using only a fair share of the earth’s resources and 
sustaining our cultural legacy. 

5.3.30 One Wales: One Planet also sets out sustainable development as a core 
principle of the Welsh Government’s founding statute.  The Welsh 

23 Economic Renewal: a new direction. 2010. Welsh Assembly Government. 
https://www.bridgend.gov.uk/media/2061/sd121.pdf. [accessed 06.03.2020] 
24 One Wales; One Planet. 2009. Welsh Government. http://www.wales.nhs.uk/sitesplus/documents/829/One%20Wales-
%20One%20Planet%20%282009%29.pdf. [accessed 06.03.2020] 

https://www.bridgend.gov.uk/media/2061/sd121.pdf
http://www.wales.nhs.uk/sitesplus/documents/829/One%20Wales-%20One%20Planet%20(2009).pdf
http://www.wales.nhs.uk/sitesplus/documents/829/One%20Wales-%20One%20Planet%20(2009).pdf
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Government has a statutory duty to set out how it proposes to promote 
sustainable development.

5.3.31 Within the document, five main chapters demonstrate the actions that 
will be taken to deliver sustainability.  They are set out under the 
following headings:

a) Sustainable Resource Use
b) Sustaining the Environment
c) A Sustainable Economy
d) A Sustainable Society and 
e) The Wellbeing of Wales.

One Wales: Connecting the Nation – The Wales 
Transport Strategy (April 2008)

5.3.32 One Wales: Connecting the Nation is the Wales Transport Strategy, 
published in April 2008.  The document establishes a national 
framework for transport planning in Wales and is therefore pertinent to 
the Scheme25.

5.3.33 The main aim of One Wales: Connecting the Nation is ‘to promote 
sustainable transport networks that safeguard the environment while 
strengthening our country’s economic and social life.’  The One Wales 
Programme is working towards promoting sustainable transport 
between communities in different parts of Wales to access services, jobs 
and facilities where travelling is both easy and sustainable, which will 
support the growth of the economy.

5.3.33.1 The strategic priorities of the plan include improving access between 
key settlements and sites, increasing safety and security, enhancing 
international connectivity, reducing environmental impacts from 
transport and integrating local transport.

5.3.34 Connecting the Nation endorses the proposition that a good transport 
system is central to achieving a vibrant economy and social justice 
through equality of access and greater mobility.  It sees transport as 
having a leading role to play in adapting to the impacts of climate 
change.  Fundamentally, economic prosperity is at the forefront of 
Connecting the Nation in order to connect people with businesses for 

25 One Wales: Connecting the Nation. 2008. Welsh Government. https://gov.wales/sites/default/files/publications/2017-
09/wales-transport-strategy.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2017-09/wales-transport-strategy.pdf
https://gov.wales/sites/default/files/publications/2017-09/wales-transport-strategy.pdf
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employment and businesses with their customers and suppliers.  
Chapter 4 of the strategy provides the focus for the national and regional 
plans.  Table 5.2 sets out the long-term outcomes sought from transport 
within Wales.
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Table 5.2  One Wales: Connecting the Nation - Long-Term Outcomes

Increase the use of more 
sustainable materials

Social Economic 

Reduce the contribution of 
transport to greenhouse gas 
emissions

Improve access to 
healthcare

Improve access to 
employment opportunities 

Adapt to the impacts of climate 
change

Improve access to 
education, training and 
lifelong learning

Improve connectivity within 
Wales and internationally

Reduce the contribution of 
transport to air pollution and 
other harmful emissions

Improve access to 
shopping and leisure 
facilities 

Improve the efficient, reliable 
and sustainable movement of 
freight

Improve the impact of transport 
on the local environment

Encourage healthy 
lifestyles

Improve access to visitor 
attractions

Improve the impact of transport 
on our heritage 

Improve the actual and 
perceived safety of travel

Improve the impact of transport 
on biodiversity

Trunk Road Forward Programme, 2002, 2004 and 2008

5.3.35 The aim of the Welsh Government’s 2002 Trunk Road Forward 
Programme was to improve the economic and social conditions in 
Wales, through increasing efficiency and accessibility in all areas26. 

5.3.36 The Forward programme indicated the Welsh Government’s intentions 
for road schemes that were expected to cost £1 million or more.

5.3.37 The A40 St Clears to Haverfordwest was identified in the Forward 
Programme within the ‘East – West (south) strategic corridor’.  This 
identified two specific schemes: 

a) A40 Llanddewi Velfrey to Penblewin and
b) A40 Penblewin to Slebech Park.

5.3.38 Both these schemes were classified as ‘Phase 2’ schemes, which could 
be ready to proceed by April 2010.  This position remained within the 
2004 supplement to the 2002 Programme. 

26 Trunk Road Forward Programme November 2009. 2009.  National Assembly for Wales. Available at: 
https://www.assembly.wales/NAfW%20Documents/09-37.pdf%20-%2027102011/09-37-English.pdf. [accessed 11 March 
2020] 

https://www.assembly.wales/NAfW%20Documents/09-37.pdf%20-%2027102011/09-37-English.pdf
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5.3.39 During a reprioritisation of the Programme in 2008, the two schemes 
were differentiated as follows: 

a) Penblewin to Slebech Park Scheme – identified as a ‘Phase 1’ high 
ranking scheme (programmed ready to start between 2008 and 
April 2011) and

b) Llanddewi Velfrey to Penblewin Scheme – identified as a ‘Phase 
3’ scheme meaning that further studies were needed to identify 
best solutions and the Scheme is unlikely to be ready to start 
before April 2014. 

5.3.40 The Penblewin to Slebech Park Scheme was subsequently completed in 
March 2011 with a bypass of Robeston Wathen, to Slebech Park only. 

5.3.41 Since then, the Llanddewi Velfrey to Penblewin Scheme received 
continued ministerial support and the Scheme published draft Orders 
and an Environmental Statement in August 2019.

Environment Strategy for Wales (2006)

5.3.42 The Environment Strategy for Wales (Welsh Assembly Government, 
2006) was published in 2006 and outlines the Welsh Government’s 
long-term strategy for the environment of Wales for the next 20 years.  
It provides a framework within which to achieve an environment, which 
is clean, healthy, biologically diverse and valued by the people of 
Wales.  The Strategy is supported by a series of regularly updated action 
plans which detail specific actions aimed at delivering the vision and 
outcomes set out in the Strategy27.

5.3.43 The last Environment Strategy annual report for 2010 – 2011 (Welsh 
Government, 2011b) was published at the end of 2011 which coincided 
with the end of the second action plan.  The action plan focuses on ten 
themes, of which seven – biodiversity, access and recreation, flood and 
water management, ecosystem services, the historic environment, 
people and the environment, and environmental quality – are relevant 
to the Scheme. 

5.3.44 In addition to annual reporting, the Welsh Government published a 
State of the Environment report in July 2012 (Welsh Government, 
2012) which presents data on the indicators monitoring progress against 
its Environment Strategy.  Welsh Government is currently reviewing 

27 Environment Strategy for Wales. 2006. Welsh Government. https://www.bridgend.gov.uk/media/7434/sd97-
environmental-strategy-for-wales-2006.pdf. [accessed 06.03.2020]

https://www.bridgend.gov.uk/media/7434/sd97-environmental-strategy-for-wales-2006.pdf
https://www.bridgend.gov.uk/media/7434/sd97-environmental-strategy-for-wales-2006.pdf
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the Environment Strategy to ensure that it reflects the relevant 
commitments in the Natural Resource Management Programme which 
was designed to deliver:

a) new policy measures to manage the natural resources of Wales, 
including the setting of national priorities

b) an Environment Bill for Wales (see above)
c) embedding the ecosystem approach
d) working with Natural Resources Wales and coordinating 

performance management arrangements and
e) communications and knowledge transfer work to help deliver the 

new approach.

Wales – A Vibrant Economy (November 2005)

5.3.45 Wales – A Vibrant Economy was published in November 2005 and is 
the strategic framework for economic development in Wales.  The main 
vision of the document is to create; ‘a vibrant Welsh economy 
delivering strong and sustainable economic growth by providing 
opportunities for all.28’

5.3.46 As part of the aims for economic development set out in Wales – A 
Vibrant Economy, one important part of allowing businesses to grow 
and flourish is by investing in networks and other forms of economic 
infrastructure whilst always ensuring sustainable development. 

5.3.47 It is the view of the policy that more and more businesses are depending 
on fast, safe and reliable transport networks and services.  Improving 
the productivity of Welsh businesses through reducing journey times 
for individuals and goods and encouraging international trade through 
larger and more connected markets provides an attractive investment 
environment.

28 Wales: A vibrant Economy. 2005. Welsh Government. https://www.bridgend.gov.uk/media/1378/wd77.pdf. [accessed 
06.03.2020] 

https://www.bridgend.gov.uk/media/1378/wd77.pdf
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5.4 National Planning Policy 

5.4.1 Current national planning policy is contained within the Wales Spatial 
Plan (WSP), Planning Policy Wales (PPW10) and is supplemented by 
various Technical Advice Notes. These are described below.

The Wales Spatial Plan (Update 2008)

5.4.2 Ultimately, through provisions in the Planning (Wales) Act 2015 the 
Wales Spatial Plan (WSP) will be replaced by the National 
Development Framework (NDF) when published, however the current 
programme suggests publication in 2020 and therefore the WSP 
remains relevant to this assessment29. 

5.4.3 The WSP was originally adopted by the Welsh Government in 
November 2004 and was updated in July 2008 (Welsh Assembly 
Government, 2008a).  The overall role, purpose and principles of the 
WSP are set out at paragraph 1.2. They include the following. 

a) Making sure that decisions are taken with regard to their impact 
beyond the immediate sectoral or administrative boundaries and 
that the core values of sustainable development govern everything 
the Welsh Government does

b) Setting the context for local and community planning
c) Influencing where money is spent by the Welsh Government 

through an understanding of the roles of and interactions between 
places

d) Providing a clear evidence base for the public, private and third 
sectors to develop policy and action.

5.4.4 It is a principle of the WSP that development should be sustainable. 
Sustainable development is about improving well-being and quality of 
life by integrating social, economic and environmental objectives in the 
context of more efficient use of natural resources.

5.4.5 The Scheme is located in ‘Pembrokeshire – The Haven’ as defined by 
Chapter 18 of the WSP.  The vision for this area is ‘a network of strong 
communities supported by a robust, sustainable, diverse high value-
adding economy underpinned by the Area’s unique environment, 

29 People, Places, Futures The Wales Spatial Plan. 2008. Welsh Government. 
https://gov.wales/sites/default/files/publications/2019-05/people-places-future-the-wales-spatial-plan-update-2008.pdf. 
[accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2019-05/people-places-future-the-wales-spatial-plan-update-2008.pdf
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maritime access and internationally important energy and tourism 
opportunities’. 

5.4.6 Improvements to transport links and economic infrastructure is 
identified as a key strategic priority which will contribute to achieving 
the above vision. Furthermore, the WSP recognises that ‘the A40 road 
link between the M4 and the Area’s port is designated in the Assembly 
Government’s forward trunk road programme. Improvements to the 
A40 are being made with the current scheme of bypasses.  The need for 
further investment will be kept under review.’

Planning Policy Wales (Edition 10, December 2018)

5.4.7 Planning Policy Wales establishes the national planning policy 
framework for guiding development throughout Wales and Edition 10 
of the document (herein referred to as PPW10) was most recently 
updated in December 201830. 

5.4.8 PPW10 provides out a planning framework linked to the Well-being of 
Future Generations (Wales) Act and has been specifically structured to 
deliver the vision for Wales outlined by the goals within the Act.  The 
principles of the 2015 Act are set out earlier in this ES Chapter and will 
not be repeated here, but in essence, PPW10 reaffirms the importance 
of sustainable development in the context of the well-being of future 
generations.  For further information as to how the Scheme has been 
designed in accordance with the Act and PPW10, please see the 
Scheme’s WelTAG stage reports and the Sustainable Development 
Report. 

5.4.9 In the context of transport schemes, PPW10 recognises that a 
prosperous Wales can be promoted through the development of modern 
and connected infrastructure and that in order for cohesive communities 
to be created, they need to be well-connected. 

5.4.10 PPW10 notes the key role transport infrastructure such as trunk roads 
and motorways play for national and international connectivity. Access 
to jobs and services through shorter, more efficient and sustainable 
journeys should be enabled through the planning system; with new 
infrastructure as a means of achieving this. 

30 Planning Policy Wales Edition 10. 2018. Welsh Government. https://gov.wales/sites/default/files/consultations/2018-
02/ppw-restructure-draft-ppw_en.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/consultations/2018-02/ppw-restructure-draft-ppw_en.pdf
https://gov.wales/sites/default/files/consultations/2018-02/ppw-restructure-draft-ppw_en.pdf
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Noise and soundscape action plan 2018-2023

5.4.11 The noise and sound scape action plan for wales outlines the Welsh 
Governments aspirations to create healthier soundscapes. The noise and 
sound action plan encourage public bodies to start thinking less in terms 
of pure noise mitigation, and more in terms of enhancement of the 
sound within local areas. Under the environmental noise regulations, 
the Welsh Ministers have an obligation to produce and keep updated 
noise maps for any major roads with over 3 million vehicles passing 
each year. Complying to this obligation would allow for a number of 
public bodies in Wales to be able to prioritise noise mitigation works 
and produce transport plans and strategies. The Noise and soundscape 
action plan consider it desirable to seek interventions that bring multiple 
benefits, such as reducing people’s exposure to air pollutants, 
encouraging safer driving and improving the road surface for drivers 
and cyclists whilst decreasing noise levels31.    

Technical Advice Note 18: Transport (March 2007)

5.4.12 TAN 18 (Welsh Assembly Government, 2007) encourages an efficient 
and sustainable transport system as a requirement for modern society.  
It states that to achieve a more sustainable pattern of development it is 
necessary to understand the interactions and linkages between land use 
and transport and devise integrated strategies, objectives and policies at 
the national, regional and local levels32.

5.4.13 PPW10 and the Wales Transport Strategy both aim to secure the 
provision of transport infrastructure and services, which improve 
accessibility, build a stronger economy, improve road safety and foster 
more sustainable communities.  This will be achieved through:

a) integration of transport and land use planning
b) integration between different types of transport
c) integration of transport policy with policies for the environment, 

education, social justice, health, economic development and 
wealth creation.

31 Noise and Soundscape action plan 2018-2023. 2018. Welsh Government. 
https://gov.wales/sites/default/files/publications/2019-04/noise-and-soundscape-action-plan.pdf . [accessed 06.03.2020]
32 Technical Advice Note 18: Transport. 2007. Welsh Government. https://gov.wales/sites/default/files/publications/2018-
09/tan18-transport.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2019-04/noise-and-soundscape-action-plan.pdf
https://gov.wales/sites/default/files/publications/2018-09/tan18-transport.pdf
https://gov.wales/sites/default/files/publications/2018-09/tan18-transport.pdf
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Technical Advice Note 24: The Historic Environment 
(2017)

5.4.14 TAN 24 provides guidance on how the planning system considers the 
historic environment.  The TAN recognises that archaeological remains 
are a finite and non-renewable resource and the conservation of such 
remains, forms a material consideration in determining an application33. 

5.4.15 The detail of the TAN and potential impacts on the historic environment 
are considered further in Chapter 10 (Cultural Heritage) of this ES. 

Technical Advice Note 23: Economic Development 2014

5.4.16 TAN 23 provides guidance on economic development. It states that the 
planning system should recognise the economic aspects of all 
development and that planning decisions be made in a sustainable way 
which balance social, environmental and economic considerations.  
PPW10 defines economic development broadly so that it can include 
any form of development which is necessary for economic activity34.

5.4.17 Chapter 2 of TAN 23 covers the weighting of economic benefit.  This 
states that where economic development would cause environmental or 
social harm which cannot be fully mitigated, careful consideration of 
the economic benefits will be necessary.  The decision will depend on 
the specific circumstances and the local planning authority’s priorities.

Technical Advice Note 5: Nature Conservation and 
Planning 2009

5.4.18 TAN 5 provides advice on how the land-use planning system should 
contribute to protecting and enhancing biodiversity and geological 
conservation35.  TAN 5 brings together advice on sources of legislation 
relevant to various nature conservation topics which may be 
encountered by local planning authorities.  The key principles of 
planning for nature conservation include:

a) work to achieve nature conservation through partnerships;
b) integrate nature conservation into all planning decisions;

33 Technical Advice Note 24: The Historic Environment. 2017. Welsh Government. 
https://gov.wales/sites/default/files/publications/2018-09/tan24-historic-environment.pdf. [accessed 06.03.2020] 
34 Technical Advice Note 23. Economic Development. 2014. Welsh Government. 
https://gov.wales/sites/default/files/publications/2018-09/tan23-economic-development.pdf. [accessed 06.03.2020] 
35 Technical Advice Note 5: Nature Conservation and Planning. 2009. Welsh Government. 
https://gov.wales/sites/default/files/publications/2018-09/tan5-nature-conservation.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2018-09/tan24-historic-environment.pdf
https://gov.wales/sites/default/files/publications/2018-09/tan23-economic-development.pdf
https://gov.wales/sites/default/files/publications/2018-09/tan5-nature-conservation.pdf
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c) ensure the UK’s international and national obligations for site, 
species and habitat protection are fully met in all planning 
decisions;

d) encourage development that provides a net benefit for biodiversity 
conservation;

e) development should not damage or restrict access to or the study 
of geological sites and features or impede the evolution of natural 
processes and systems;

f) forge and strengthen links between the planning system and 
biodiversity action planning; and

g) plan to accommodate and reduce the effects of climate change.

5.4.19 These points are explored in more detail through Nature Conservation 
(ES Volume 1, Chapter 8).

Technical Advice Note 15: Development and Flood Risk 
(2004)

5.4.20 TAN 15 (Welsh Assembly Government, 2004a) provides technical 
guidance which supplements the policy set out in Planning Policy 
Wales in relation to development and flooding.  It advises on 
development and flood risk as this relates to sustainability principles 
and provides a framework within which risks arising from both river 
and coastal flooding, and from additional run-off from development in 
any location, can be assessed (section 1.2)36. 

5.4.21 Key to the assessment of impact for the A40 will be the surface water 
run-off generated by the new road and this is considered in further detail 
in Road Drainage and Water Environment (ES Volume 1, Chapter 
7). 

36 Technical Advice Note 15: Development and Flood Risk. 2004. Welsh Government. 
https://gov.wales/sites/default/files/publications/2018-09/tan15-development-flood-risk.pdf. [accessed 06.03.2020] 

https://gov.wales/sites/default/files/publications/2018-09/tan15-development-flood-risk.pdf
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Technical Advice Note 11: Noise 1997

5.4.22 TAN 11 provides advice on how the planning system can be used to 
minimise the adverse impact of noise without placing unreasonable 
restrictions on development37.  It offers measures that may be used to 
mitigate the impact of noise, these briefly include:

a) Engineering
b) Layout and
c) Administrative.

5.4.23 These points will be explored further through Noise and Vibration (ES 
Volume 1, Chapter 14).

5.5 Regional Policy & Strategies

Joint Transport Plan for South West Wales 2015-2020

5.5.1 Published in 2015, the Joint Transport Plan for South West Wales is the 
culmination of collaborative working between Carmarthenshire County 
Council, Neath Port Talbot County Borough Council, Pembrokeshire 
County Council and the City and County of Swansea.  This 
collaborative working is closely linked with wider initiatives under the 
Swansea Bay City Region concept38. 

5.5.2 The plan will provide the framework for improving connectivity to, 
from and within the region for the period 2015 – 2020. 

5.5.3 The plan is targeted at addressing:

a) Economic growth: Supporting and Safeguarding jobs in the City 
Region

b) Access to employment: Reducing economic inactivity by 
delivering safe access to major employment sites in the City 
Region

c) Tackling poverty: Maximising the contribution that transport 
services can make to targeting improvements to tackling poverty 
and target improvements at the most disadvantaged communities

37 Technical Advice Note 11: Noise. 1997. Welsh Government. https://gov.wales/sites/default/files/publications/2018-
09/tan11-noise.pdf. [accessed 06.03.2020] 
38 Joint Transport plan for South West Wales. 2015. https://www.carmarthenshire.gov.wales/media/4797/joint-transport-
plan-300115.pdf. [accessed 06.03.2020]

https://gov.wales/sites/default/files/publications/2018-09/tan11-noise.pdf
https://gov.wales/sites/default/files/publications/2018-09/tan11-noise.pdf
https://www.carmarthenshire.gov.wales/media/4797/joint-transport-plan-300115.pdf
https://www.carmarthenshire.gov.wales/media/4797/joint-transport-plan-300115.pdf
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d) Sustainable travel and safety: Encouraging safer, healthier and 
more sustainable travel and

e) Access to services: Connecting communities and enabling access 
to key services.

5.5.4 The plan acknowledges the strategic road network, including the Trans-
European Network which links Europe to the Republic of Ireland, as 
vital gateways to the region for freight and passenger movements and 
as the most commonly used entry/exit routes to South West Wales.

5.5.5 This is an important driver for the regional economy and supports 
growth at Haven Waterway Enterprise Zone in Pembrokeshire and 
other strategic growth zones such as that of Cross Hands in 
Carmarthenshire.

5.5.6 Key policies within the plan, in the context of this Scheme, include: 

a) Policy KS1 - work collaboratively to develop improved public 
transport services, to link key settlements and their hinterlands 
with strategic corridors and employment sites

b) Policy KS2 - seek to improve the journey time reliability between 
key settlements and strategic and local employment sites

c) Policy KS3 - improve walking and cycling links within and 
between key settlements

d) Policy IC1 - work with the WG through the NTP programme to 
improve the TENs and the Trunk Road network to facilitate 
journey time reliability and support the economic regeneration of 
the region

e) Policy IC3 - work collaboratively to facilitate more reliable, 
effective and sustainable movement of people and freight to, from 
and through our ports. Also, to improve access to our ports

f) Policy IC4 - work with the WG and other parties, to support the 
development of good access to regional and national airports in the 
UK, especially by public transport

g) Policy SS1 - seek to reduce the number of road casualties and 
collisions through improvements to highways and traffic 
management

h) Policy SS2 - work collaboratively to promote the safety of and safe 
behaviour by all road and rail users. 

5.5.7 The plan specifically addresses trunk road priorities setting out that; 
‘They are the life blood of the region and essential to connect, sustain 
and grow local and regional economies.  Trunk roads also provide 
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national and international connectivity and support road based public 
transport connections to and from communities, settlements and 
employment, training, health care and leisure facilities.’

5.5.8 Along with the M4, the A477 and the A48, the A40 in West Wales 
forms part of the Trans-European Road Network (TEN-T), an important 
strategic link between Europe, the rest of the UK and Ireland via the 
ferry ports of Fishguard and Pembroke Dock.

South West Wales Tourism Strategy, 2004 – 2008

5.5.9 Published in 2004 by the South West Wales Tourism Partnership, the 
South West Wales Tourism Strategy presents a plan to provide an 
inclusive and common focus along with a set of shared objectives which 
can help guide the future development and promotion of tourism 
throughout the region.

5.5.10 The overarching requirement of the Strategic Plan is the ongoing need 
to become ‘less competitive internally and more competitive 
externally’.  A key component of this is connectivity. 

5.5.11 The countryside and coastal location is an important characteristic of 
the region and the remoteness of some areas in the region is a draw for 
many visitors.  It is recognised in the Tourism Strategy that road links 
to and from South West Wales are generally excellent with high speed 
access as far west as St. Clears. 

5.5.12 However, west of this point, slow progress on the A40(T) and the 
A477(T) can lead to visitor frustration and presents a limiting factor 
when seeking to attract the competitive short-break market.  One of the 
key objectives of the tourism strategy is to create a year-round quality 
experience and important in delivering this objective, is to improve the 
ease of access to some of the region’s more remote and less accessible 
attractions. 
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5.6 Local Planning Policy 

5.6.1 The local planning context which the Scheme has regard to is set out 
within the Local Development Plan (LDP) for Pembrokeshire County 
Council.  The Scheme is being taken forward via the Highways Act 
(1980) as amended and consequently the Scheme is not governed by 
local planning policy but does have regard to it. 

5.6.2 In addition to the LDP, this section also considers other policy and 
guidance at the local level considered to be of relevance to the ES. 

Pembrokeshire County Council Local Development 
Plan, 2013 

5.6.3 The Pembrokeshire County Council LDP was adopted in 2013 and 
establishes the local policy framework to guide development in the 
area39. In May 2017, a review of the current LDP took place, with 
Pembrokeshire County Council now working on a replacement Local 
Development Plan. It is anticipated that this plan will be adopted in 
2021 and run until 2033. 

5.6.4 The adjacent Llanddewi Velfrey to Penblewin Improvements is 
identified under Policy GN.39 ‘Transport Routes and Improvements’.  
The proposals map has identified sufficient land in order to safeguard a 
possible route for the Scheme to avoid potential land use conflicts over 
the plan period. 

5.6.5 The plan identifies three key trunk roads whose routes run into 
Pembrokeshire, namely the A40 (T), A477 (T) and A487 (T).  They link 
to the two ferry terminals, at Pembroke Dock (A477 (T)) and Fishguard 
Harbour (A40 (T) and A487(T)).  The A4076 (T) is a further important 
Trunk Road, linking Haverfordwest with Milford Haven. 

5.6.6 Pembrokeshire County Council identified a need for significant 
investment in transport infrastructure, for example dualling the A40 and 
improving the A477. 

5.6.7 The LDP identifies a number of strategic economic priorities citing the 
tourist industry as the County’s largest industry and employer alongside 
industrial and energy development at the Port of Milford Haven.  

39 Pembrokeshire County Council Local Development Plan. 2013. Pembrokeshire County Council. 
https://www.pembrokeshire.gov.uk/adopted-local-development-plan. [accessed 06.03.2020]

https://www.pembrokeshire.gov.uk/adopted-local-development-plan
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Improving access to both tourist destinations and employment growth 
hubs will be important for the future prosperity of the area. 

5.6.8 The LDP identifies an employment allocation along Redstone Road, 
and Narberth is described as offering good links to the A40. There are 
also housing allocations within and around Narberth, Clarbeston Road 
and Haverfordwest. There are further plans to develop and expand 
employment premises within the proximity of Narberth, therefore, 
provision must be made to mitigate the potential impacts. 

5.6.9 The main strategic areas for growth are located within the settlements 
of: Haverfordwest, Milford Haven, Pembroke and Fishguard.  When 
these sites come forward and development is realised, they will 
contribute to flows along the A40 corridor. Wider strategic and general 
policies of relevance to the Scheme are listed below. 

Strategic Policies
a) SP1 Sustainable Development
b) SP5 Visitor Economy
c) SP10 Transport Infrastructure and Accessibility
d) SP16 The Countryside

General Policies
a) GN.1 General Development Policy
b) GN.2 Sustainable Design
c) GN.3 Infrastructure and New Development
d) GN.37 Protection and Enhancement of Biodiversity
e) GN.38 Protection and Enhancement of the Historic Environment
f) GN.39 Transport Routes and Improvements

5.6.10 Further details of the above policies are provided in the relevant 
technical assessment chapters (Chapters 6-18) of this ES.

Pembrokeshire Coast National Park Local Development 
Plan, 2010 

5.6.11 The Plan was adopted in 2010 and provides the framework for town and 
country planning decisions to be made up until 2021 on how land is 
used and developed in the National Park.  In general, although not 
promoting large scale growth in the same way as the Pembrokeshire 
County LDP, the Plan is supportive of wider growth outside of the 
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National Park and in turn recognises the importance of the A40 as a key 
east-west link40. 

Pembrokeshire Destination Management Plan 2020-2025

5.6.12 Published in 2020 by the Destination Pembrokeshire Partnership, the 
Pembrokeshire Destination Management Plan (DMP) is designed to set 
clear priorities around which the destination and partners can unite, 
offering a position that makes the destination stand out against 
competition whilst providing a focus for activity. The plan recognises a 
commitment to sustainability now comes as a standard, and through 
doing this supports responsible transport and travel choices41. 

5.6.13 The DMP recognises the current public transport frequency and routes 
as a key weakness within Pembrokeshire. Through the creation of five 
objectives the DMP aims to develop Wales’ Brand, by naming 
sustainability as its unique selling point. This includes the provision of 
Electric Vehicle charging points and responsible travel options. The 
plan outlines five priority areas to help address weaknesses identified 
are; 

1) Shared Narrative and Brand;

2) Events and seasonality;

3) Responsible and sustainable;

4) Wellbeing and active; and 

5) Brilliant basics  

5.6.14 In particular an action identified within the priority area Brilliant basics 
ensures; 

a visitor economy filter is consistently applied to wider 
community policy discussions by statutory authorities/ Public 
Service Board through industry advocacy (e.g. policing, health 
planning, skills and training, highway repairs, transport planning 
including high speed rail).   

40 Pembrokeshire Coast National Park Local Development Plan. 2013.  Pembrokeshire Coast National Park. 
https://www.pembrokeshirecoast.wales/default.asp?PID=546. [accessed 06.03.2020] 
41 Pembrokeshire Destination Management Plan 2020-2025. 2020. Destination Pembrokeshire Partnership. 
https://www.visitpembrokeshire.com/wp-content/uploads/Pembrokeshire-Destination-Management-Plan-2020-2025-
English.pdf. [accessed 06.03.2020]

https://www.pembrokeshirecoast.wales/default.asp?PID=546
https://www.visitpembrokeshire.com/wp-content/uploads/Pembrokeshire-Destination-Management-Plan-2020-2025-English.pdf
https://www.visitpembrokeshire.com/wp-content/uploads/Pembrokeshire-Destination-Management-Plan-2020-2025-English.pdf
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is undertaken to any third party.
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6 Geology and soils

6.1 Introduction 

6.1.1 This chapter of the ES provided an assessment of potential effects of 
‘the Scheme’ on geology, geological features, mineral resources and 
land contamination. The features referred to in this chapter, unless 
otherwise stated, are shown on the Geotechnical Features and 
Constraints Plan (ES Volume 2, Figure 6.1).

6.1.2 This chapter also sets out a baseline Conceptual Site Model (CSM) with 
respect to soil and groundwater contamination and identifies plausible 
contaminant linkages that may be created as a result of the Scheme 
during the construction and operational phases.

6.1.3 Where significant effects are identified the chapter identifies mitigation 
measures to ensure that the Scheme does not adversely affect geology, 
mineral resources or is adversely affected by land contamination.

6.1.4 The relevant site-specific information used for the derivation of the 
baseline and to support the assessments is presented in the following 
appendices:

Volume 3, Appendix 6.1 (Preliminary Sources Study Report1);

Volume 3, Appendix 6.2 (Revised Annex A to Preliminary Sources 
Study Report2); 

Volume 3, Appendix 6.3 (Quantum Geotechnic Ltd, Ground 
Investigation Factual Report3); and

Volume 3, Appendix 6.4 (Ground Investigation Report, Arup 20194) 

6.1.5 This chapter has been prepared in accordance with the principles and 
approaches set out in the Design Manual for Roads and Bridges 
(DMRB) LA 1015; Introduction to Environmental Assessment. LA101 
supersedes previous advice contained in Volume 11 Section 1 (HA 

1 Welsh Government, A40 Llanddewi Velfrey to Penblewin Redstone Cross Improvements, Preliminary Sources Study 
Report, Arup, December 2017 
2 Welsh Government, A40 Penblewin to Redstone Cross Improvements, Revised Annex A to Preliminary Sources Study 
Report, Arup, April 2019
3 Quantum Geotechnic Ltd, “A40 Penblewin to Redstone Cross Improvements Ground Investigation Factual Report”. 
Report No. Q0083/FR. December 2019
4 Welsh Government, A40 Penblewin to Redstone Cross Improvements, Ground Investigation Report, ref. A40PRC-ARP-
HGT-M02-RP-C0006, Arup 
5 Design Manual for Roads and Bridges LA 101 Introduction to environmental assessment (2019)
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200/08)6 and Section 2 (HA 201/08)7 of the DMRB, IAN 125/58, IAN 
126/159 and IAN 133/1010; replaced in July 2019. 

6.1.6 The assessment of impact(s) on geology and soils has been conducted 
in accordance with the guidance set out in DMRB LA 109 “Geology 
and soils”11. LA109 replaces previous guidance DMRB Vol 11, Section 
3, Part 11 & Part 6; replaced in October 2019. The guidance assesses 
the nature of environmental impact(s) in relation to geology and soils 
on the account of the following:

a) Effects on bedrock geology and superficial deposits, including 
geological designations and sensitive/valuable non-designated 
features;

b) Effects on soil resources (considered in Agricultural Assessment 
(ES Volume 1, Chapter 11);

c) Effects from contamination on human health, surface water and 
groundwater.

6.1.7 This chapter also discusses the potential impacts on mineral resources 
during the construction and operational phases of the Scheme.  This is 
in accordance with the assessment guidance outlined in LA110 Material 
assets and waste12

6.1.8 Potential impacts of the Scheme on geomorphology, notably effects 
associated with hydromorphology and hydrogeology, are considered in 
Road drainage and Water Environment (ES Volume 1, Chapter 7). 

6.1.9 In addition, effects on geomorphology, notably those associated with 
landform, are considered in Landscape and Visual Effects (ES 
Volume 1, Chapter 9). 

6.1.10 The agricultural classification of soils will be considered in 
Community and Private Assets: Agricultural Assessment (ES 
Volume 1, Chapter 12). 

6 Design Manual for Roads and Bridges HA 200/08 Volume 11, Section 1, Part 1: Aims and objectives of Environmental 
Assessment
7 Design Manual for Roads and Bridges HA 201/08 Volume 11, Section 2, Part 1: General principles and guidance of 
Environmental Impact Assessment (2008)
8 Design Manual for Roads and Bridges IAN 125/15 Supplementary guidance for users of DMRB Volume 11 
‘Environmental Assessment’ (2015)
9 Design Manual for Roads and Bridges IAN 126/15 Environmental Impact Assessment: Reporting of Determination and 
Publication of Notices (2015)
10 Design Manual for Roads and Bridges IAN 133/10 Environmental Assessment and the Planning Act 2008
11 Design Manual for Roads and Bridges LA 109 Geology and soils (2019)
12 Design Manual for Roads and Bridges LA 110 Material assets and waste (2019)
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6.2 Relevant Guidance 

6.2.1 The assessment will be undertaken with due consideration of the 
relevant general Environmental Impact Assessment guidance as 
detailed in DMRB LA101, Introduction to environmental assessment 
and of the following topic specific guidance:

a) Geotechnics and Drainage, Earthworks, Managing Geotechnical 
Risks DMRB Volume 4, Section 1, Part 2, CD 622 - Managing 
geotechnical risk13;

b) DMRB LA 109 Geology and soils14; superseding Environmental 
Assessment, Environmental Assessment Techniques, DMRB 
Volume 11, Section 3, Part 11 Geology and soils15;

c) Model Procedures for the Management of Land Contamination 
(CLR11)16;

d) Land contamination: risk management (which will supersede 
CLR11 during 2020)17;

e) Construction Industry Research and Information Association 
R132: A Guide for Safe Working on Contaminated Sites18;

f) CIRIA SP73: Roles and Responsibility in Site Investigations19;
g) BS5930: 2015: Code of Practice for Site Investigations including 

Amendment 220;
h) BS10175:2011 + A2 2017: Code of Practice for Investigation of 

Potentially Contaminated Sites21;
i) The Environment Agency’s approach to groundwater protection22;
j) CIRIA 552: Contaminated Land Risk Assessment, A guide to 

good practice23;
k) CIRIA 665: Assessing risks posed by hazardous ground gas to 

buildings24;

13 Design Manual for Roads and Bridges, Volume 4, Section 1, Part 2, CD 622 – Managing geotechnical risk, Highways 
Agency, Scottish Government,
Welsh Assembly Government, Department for Regional Development Northern Ireland, 2008.
14 Design Manual for Roads and Bridges LA 109 Geology and soils (2019)
15 Environmental Assessment, Environmental Assessment Techniques, DMRB Volume 11, Section 3, Part 11 Geology and 
soils
16 Model Procedures for the Management of Land Contamination (CLR11), Environment Agency and Defra, 2004.
17 Land contamination: risk management, Environment Agency, 2019. 
18 A Guide for Safe Working on Contaminated Sites (R132), Construction Industry Research and Information Association
(CIRIA), 1996.
19 Roles and Responsibility in Site Investigations (SP73), Construction Industry Research and Information Association
(CIRIA), 1991.
20 BS5930:2015 Code of Practice for Site Investigations including Amendment 2, British Standards Institution, 2015.
21 BS10175:2011+A2 2017 Code of Practice for Investigation of Potentially Contaminated Sites British Standards
Institution, 2011.
22 The Environment Agency’s approach to groundwater protection, Environment Agency, 2017.
23 Contaminated Land Risk Assessment, A guide to good practice (C552), Construction Industry Research and Information
Association (CIRIA), 2001.
24 Assessing risks posed by hazardous ground gas to buildings (C665), Construction Industry Research and Information
Association (CIRIA), 2007.
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l) CIRIA 681: Unexploded ordnance (UXO) A guide for the 
construction industry25;

m) CIRIA 733: Asbestos in soil and made ground: a guide to 
understanding and managing risks26;

n) CIRIA 765: Asbestos in soil and made ground: good practice site 
guide27;

o) Eurocode 7 (BS EN 1997-12228 & EN 1997-22329) and all relevant 
Normatives; and

p) Natural Resources Wales (formerly Environment Agency Wales) 
Pollution Prevention Guidelines of relevance in relation to 
protection of soils and waters (note that a review plan for the PPGs 
is currently underway, resulting in a replacement guidance series, 
"Guidance for Pollution Prevention" (GPPs).

Legislation

6.2.2 Geological sites of national importance are principally afforded 
protection under the Wildlife and Countryside Act 1981 (as amended) 
or the National Parks and Access to the Countryside Act 1949 by 
designation as Sites of Special Scientific Interest (SSSI) or National 
Nature Reserves (NNR). The Joint Nature Conservation Committee 
(JNCC) is a public body that advises the UK Government and devolved 
administrations on UK-wide and international nature conservation. On 
the Defra website, the JNCC state that the aim of their Geological 
Conservation Review (GCR) for the selection of non-statutory 
designated Earth Science sites was “to identify the best, most 
representative, earth science sites in Great Britain, with a view to their 
long-term conservation. Geological Conservation Review (GCR) and 
Earth Science Conservation Review (ESCR) sites are non-statutory 
sites identified by the statutory nature conservation agencies as having 
national or international importance for earth science conservation on 
the basis of their geology, palaeontology, mineralogy or 
geomorphology. Although GCR/ESCR identification does not itself 
give any statutory protection, many GCR/ESCR sites have been 
notified as SSSIs/ASSIs”.

25 Unexploded ordnance (UXO) A guide for the construction industry (C681), Construction Industry Research and
Information Association (CIRIA), 2009.
26 Asbestos in soil and made ground: a guide to understanding and managing risks (C733), Construction Industry Research
and Information Association (CIRIA), 2014.
27 Asbestos in soil and made ground: good practice site guide (C765), Construction Industry Research and Information
Association (CIRIA), 2017.
28 BS EN 1997-1: 2004 and Amendment 1: 2013: Eurocode 7 Geotechnical Design. General Rules British Standards
Institution, 2013.
29 BS EN 1997-2: 2007 UK National Annex to Eurocode 7 Geotechnical Design. Ground Investigation and Testing, British
Standards Institution, 2007.
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6.2.3 Environmental legislation implemented as either Acts or Regulations 
provide separate legislative drivers to manage contamination. The main 
legislative drivers for managing risks to human health and the 
environment from land contamination are:

a) 1990 Part IIA of the Environmental Protection Act;
b) Contaminated Land (Wales) Regulations 2006 and Contaminated 

Land (Wales) (Amendment) Regulations 2012;
c) 1995 Environment Act; and
d) Environmental Permitting Regulations 2016 (as amended).

6.2.4 In Wales, Part IIA of the Environmental Protection Act, as introduced 
by Section 57 of the Environment Act 1995, came into effect in 
September 2001 with the implementation of the Contaminated Land 
Regulations 2000 (now superseded by The Contaminated Land 
Regulations 2006/2012). Under Part IIA of the Environmental 
Protection Act, sites are identified as 'contaminated land' if they are 
causing, or if there is a significant possibility of causing significant 
harm to human health or significant pollution of controlled waters (as 
defined by Section 104 of the Water Resources Act 1991).

6.2.5 The Well-being of Future Generations (Wales) Act 201530 requires 
public bodies in Wales to think about the long-term impact of their 
decisions, to work better with people, communities and each other, and 
to prevent persistent problems such as poverty, health inequalities and 
climate change.

6.2.6 The Environment (Wales) Act 201631 sets out a framework for the 
sustainable management of natural resources, accompanied by a 
Natural Resources Policy Statement32. In general terms the legislation 
advocates the use of a risk assessment approach to the assessment of 
contamination and any remedial requirements.

6.2.7 A list of additional legislation and guidance considered within the 
assessment and relating to contamination and water environment 
includes:

a) Water Resources Act 1991 as amended in Wales by the Water 
Resources Act 1991 (Amendment) (England and Wales) 
Regulations 2009;

30 Well-being of Future Generations (Wales) Act 2015
31 Environment (Wales) Act 2016
32 Natural Resource Policy. Welsh Government (2017) Available at https://gov.wales/sites/default/files/publications/2019-
06/natural-resources-policy.pdf (Accessed in January 2020) 

https://gov.wales/sites/default/files/publications/2019-06/natural-resources-policy.pdf
https://gov.wales/sites/default/files/publications/2019-06/natural-resources-policy.pdf
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b) EU Water Framework Directive (WFD) 2000/60/EC (as amended 
by supplementary directives and decisions);

c) The Water Environment (Water Framework Directive) (England 
and Wales) Regulations 2017 which implement Water Framework 
Directive (2000/60/EC), and transpose aspects of the Groundwater 
Directive (2006/118/EEC) and the Priority Substances Directive 
(2008/105/EC);

d) The Groundwater Regulations (England and Wales) 2009, which 
transpose the EC Groundwater Directive 80/68/EC into UK law;

e) Groundwater Daughter Directive (GWDD) (2006/118/EC);
f) Department for Environment Food and Rural Affairs (Defra) 

(2015), The Water Framework Directive (Standards & 
Classification) Directions (England and Wales), 2015;

g) The Environmental Damage (Prevention and remediation) (Wales) 
(Amendment) (EU Exit) Regulations 2019; and

h) Flood and Water Management Act 2010.

Policy Context

National and Regional Policy

6.2.8 The 10th edition of Planning Policy Wales (PPW10)33 was published in 
December 2018. It sets out land use and planning policy for Wales. The 
new planning policy incorporates principles derived from the Well-
being of Future Generations (Wales) Act 2015.

6.2.9 The policy document is set out into themes, geological features is 
addressed in the Distinctive and Natural Places theme. Section 6.3 
Landscape of PPW10, highlights the importance that geological 
features have in the natural environment. Specific reference is made to 
the protection, conservation and enhancement of:

a) UNESCO Global Geoparks;
b) Regionally Important Geological and Geomorphological Sites 

(RIGS); and
c) Sites of Special Scientific Interest (SSSIs).

6.2.10 In addition, PPW10 encourages planning authorities to promote 
opportunities for the incorporation of geological features within the 
design of development.

33 Welsh Government (2018) Planning Policy Wales Edition 10 (PPW10)
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6.2.11 Section 6.9 Unlocking Potential by Taking a De-risking Approach of 
PPW10 covers both development on contaminated land and 
developments which may pose risks to human health and the 
environment. Physical ground conditions and land instability are also 
considered within this section.

Local Planning Policy (General)

6.2.12 The Pembrokeshire County Council Local Development Plan (LDP) 
was adopted in February 201334. Pembrokeshire County Council 
commenced a review of the LDP in May 2017. Consultation on new 
proposals is due to commence in January 2020.

6.2.13 The following policies are considered relevant to the Scheme:

a) Strategic Policy (SP) 1 Sustainable Development: Requires all 
development proposals to demonstrate how positive environmental 
impacts will be achieved and adverse impacts minimised.

b) General Policy (GN) 1 General Development Policy: Development 
will be permitted on the condition that it would not cause or result 
in unacceptable harm to health and safety and would not have a 
significant adverse impact on water quality.

Local Planning Policy (Minerals)

6.2.14 Pembrokeshire County Council’s current LDP has five planning 
policies on minerals. The following four are relevant to mineral 
resources and considered relevant to the Scheme:

a) Strategic policy SP 6 Minerals: Mineral resources such as hard rock 
and sand and gravel will be maintained and where known to be 
present at outcrop locations these will be safeguarded from 
permanent development to ensure a continuous supply of minerals 
in support of local, regional and national development;

b) GN 22 Prior Extraction of the Mineral Resource: Consideration for 
extraction of safeguarded mineral resources from an area of a new 
permitted development should be made, wherever appropriate in 
terms of economic feasibility and environmental and other planning 
considerations prior to the commencement of the development. The 
Good Practice Guidance Note on LDP policy GN 2235 provides a 
list of considerations, where no extraction of mineral resources 
would be required;

34 Local Development Plan. Planning Pembrokeshire’s Future (up to 2021), Pembrokeshire County Council, Adopted 28th
February 2013
35 Good Practice Guidance Note. LPD policy GN. 22- prior extraction of the mineral resource, Pembrokeshire County
Council
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c) GN 23 Mineral Working: Proposals for mineral working and 
extensions of existing sites will be permitted where the demand 
cannot be met from secondary or recycled materials, or existing 
reserves, or there is provision for landscaping, groundwater 
protection, a beneficial after-use, restoration and/or post-closure 
management of the site; and

d) GN 25 Buffer Zones Around Mineral Sites: New mineral 
extractions will not be permitted within a Buffer Zone around 
mineral sites to avoid an adverse impact on one another because of 
their close proximity. Volume 3 Appendix 2 to the LDP provides a 
list of current mineral workings with the location presented on 
Proposal Maps (PM). PM covers the area of the Scheme.

Assumptions and Gaps in Information

6.2.15 There is available desk study information for the Scheme included 
within the Preliminary Sources Study Report (PSSR) prepared by Arup 
in December 2017 PSSR (ES Volume 3, Appendix 6.1). The report 
covers the section between the Redstone Cross junction to the west and 
the Penblewin roundabout to the east (1.2km length of the Scheme, 
Chainages 0+500 to 1+763) based on the proposals at that time (2017). 

6.2.16 Since the completion of the PSSR, the Scheme has been extended a 
further 600m to the west of the Redstone Cross Junction. 

6.2.17 Due to the development of design, to inform the baseline conditions, 
the PSSR (Volume 3, ES Appendix 6.1) has been used in conjunction 
with the sources of information discussed in the overview of the 
baseline; see Section 6.4. This also includes information provided in the 
Arup Ground Investigation Report (ES Volume 3, Appendix 6.4), 
which provides desk study information focusing on the current design 
proposals. This is considered to be sufficient for informing the baseline 
geology, mineral resources and land contamination for the current 
Scheme; and the assessment of construction and operational effects. 

6.2.18 The scope of the ground investigation is detailed in the revised Annex 
A to the PSSR (ES Volume 3, Appendix 6.2). This has been used to 
inform the ground investigation, including the assessment of land 
contamination across the Scheme; as discussed in the Screening and 
Scoping report36. 

36 Welsh Government, A40 Penblewin to Redstone Cross Improvements ES Screening and Scoping Report, ref. A40PRC-
RML-EAC-M02-RP-LE-0001, Arup 2019
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6.3 Study Area

6.3.1 In accordance with DMRB LA 109 (Geology and soils), in the context 
of land contamination, the assessment considers the location of 
contamination outside the Scheme that have the potential to migrate on 
site and effect receptors. The assessment also contains the location of 
sensitive off-site receptors that can be affected by the Scheme.  

6.3.2 The study area includes all potential contaminated land sites that 
intersect the Scheme (based on the CPO fenceline) and those sites that 
have plausible pollutant linkages that may be intercepted by the 
Scheme, typically within 250m of the route corridor37, although 
potential pollutant linkages will be considered on a case by case basis. 
This is outlined in the Screening and Scoping report.

6.3.3 The study area used to assess the potential impacts on geology and 
mineral resources also considers features that intersect the Scheme 
(based on the CPO fenceline) and features within 250m of the route 
corridor. 

6.3.4 The extent of the study area(s) pertaining to land contamination, 
geology and mineral resources (the CPO fenceline and a 250m buffer) 
is shown on the Geotechnical Features and Constraints Plan (ES 
Volume 2, Figure 6.1). 

37 Guidance for the Safe Development of Housing on Land Affected by Contamination, RD66, EA, NHBC and CIEH, 
2008.
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6.4 Baseline Conditions

Baseline Methodology

6.4.1 The identification of baseline conditions in relation to site geology, 
mineral resources and land contamination has been undertaken based 
on the review of available desk study information included within the 
PSSR prepared for the Scheme by Arup in December 201738 PSSR (ES 
Volume 3, Appendix 6.1). 

6.4.2 As discussed in Section 6.2.15, to account for the revision of the 
alignment, the information provided in the PSSR (ES Volume 3, 
Appendix 6.1) has been used in conjunction with the information 
presented in the Arup Ground Investigation Report (ES Volume 3, 
Appendix 6.4). Further sources of information have been used and will 
be discussed in the baseline methodology below. 

Geology and Ground Conditions 

6.4.3 The following sources of information were used to assess the baseline 
ground conditions: 

a) 1:50,000 Geological Plan, Sheet 228 Haverfordwest (Drift) 1976, 
British Geological Survey;

b) 1:50,000 Geological Plan, Sheet 228 Haverfordwest (Solid) 1976, 
British Geological Survey; 

c) British Geological Survey (BGS) web viewer39;
d) A40 Llanddewi Velfrey to Penblewin, Redstone Cross 

Improvement Preliminary Sources Study Report, December 2017, 
Arup PSSR (Volume 3, ES Appendix 6.1); and

e) Ground Investigation Report, Arup (ES Volume 3, Appendix 
6.4).  

Designated and Non-Designated Geological Sites

6.4.4 The following sources of information were consulted to establish the 
locations of designated and non-designated geological sites and features 
within the Scheme area and the wider study area:

38 Welsh Government, A40 Llanddewi Velfrey to Penblewin Redstone Cross Improvements, Preliminary Sources Study 
Report, Arup, December 2017.
39 British Geological Survey, “Geoindex Onshore,” November 2019. [Online]. Available: 
http://mapapps2.bgs.ac.uk/geoindex/home.html.
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a) Lle Welsh Government Data Portal40; and
b) MAGIC, Department of Environment, Food and Rural Affairs41

Mineral Resources

6.4.5 The baseline methodology and sources of information consulted for 
minerals as a resource are considered in Materials (ES Volume 1 
Chapter 16). 

6.4.6 The overview of the baseline conditions and the assessment of potential 
effects on mineral resources will be discussed in this chapter. 

Land Contamination 

6.4.7 The baseline conditions for land contamination have been informed by 
the findings of the Quantum Geotech Ltd factual report (ES Volume 
3, Appendix 6.3) and the Arup Ground Investigation Report (ES 
Volume 3, Appendix 6.4). The Arup Ground Investigation Report 
(ES Volume 3, Appendix 6.4) outlines a baseline Conceptual Site 
Model for the Scheme, which has been summarised in the overview of 
the baseline conditions in this chapter.  

6.4.8 Additionally, a site walkover has been conducted by a suitably qualified 
engineer to identify any potential contaminative features along the 
Scheme. The date of the site walkover was 29th March 2019. 

Overview of Baseline 

Topography 

6.4.9 The topography along the Scheme has been informed by a combination 
of LiDAR data from the Lle LiDAR Composite Dataset42 (dated 
05/04/2017) and localised topographic surveys (dated 07/11/2019). 
These topographic surveys were undertaken within low lying and 
vegetated areas and provided further information on the topography in 
these locations. An overview of the topography of the Scheme has been 
discussed in The Project (ES Volume 1 Chapter 2). This refers to a 
topographical plan of the existing A40 and the Scheme Photo Sheet 
(ES Volume 2, Figure 2.3). 

40 Lle, Welsh Government Data Portal. Available at http://lle.gov.wales (Accessed in November 2019)
41 MAGIC, Department of Environment, Food and Rural Affairs. Available at https://magic.defra.gov.uk/ (Accessed in 
November 2019)
42 Lle, LiDAR Composite Dataset. Available at http://lle.gov.wales/Catalogue/Item/LidarCompositeDataset/?lang=en 
(Accessed in February 2020)

https://magic.defra.gov.uk/
http://lle.gov.wales/Catalogue/Item/LidarCompositeDataset/?lang=en
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Published Geology

6.4.10 The published geological information for the Scheme has been 
reviewed in the PSSR (ES Volume 3, Appendix 6.1) and in the Arup 
Ground Investigation Report (ES Volume 3, Appendix 6.4). 

6.4.11 The published geology is shown on the Geotechnical Features and 
Constraints Plan (ES Volume 2, Figure 6.1). A summary of the 
published geology is presented below. 

Superficial Geology

6.4.12 The available geological maps show the central areas of the alignment 
(Ch. 0+750 to 1+250) to be underlain by Glacial Till. The Glacial Till 
is also shown to be present in the central and eastern parts of the 
Scheme.

6.4.13 Although the available geological plans provide no further indication 
of superficial geology along the alignment, the PSSR (ES Volume 3, 
Appendix 6.1) reports that there may be the presence of alluvial 
deposits within close proximity to local watercourses.  

6.4.14 For further information pertaining to the baseline geological conditions, 
refer to the Geotechnical Features and Constraints Plan (ES Volume 
2, Figure 6.1). 

Solid Geology

6.4.15 The nomenclature used for the regional geology surrounding the 
Scheme has developed considerably over recent years; the bedrock 
formation naming conventions used on the most recent geological plans 
have been used for the purpose of the baseline assessment. 

6.4.16 The most recent geological map indicates that the following sequence 
of stratigraphy underlies the Scheme: 

a) Haverford Beds Formation;
b) Slade and Redhill Formation;
c) Dicranograptus Beds Formation; and 
d) Llandeilo Limestone Formation.

6.4.17 The 1:10,560 Geological Map is similar to the more recent 1:50,000 
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maps, however also provides further detail regarding bedding dip 
angles and directions. The regional stratigraphy suggests that the Bala 
Limestones should be encountered between the Slade and Redhill 
Formation and the Dicranograptus Beds Formation (Mydrim Shales), 
however this is not depicted on the geological map. 

6.4.18 The Scheme is shown to cross over two faults: the most easterly 
bisecting the road at approximately 80 degrees and the most westerly at 
around 45 degrees. The dip of the underlying bedrock is shown to vary 
considerably in both direction and dip angle which suggests the 
underlying bedrock is folded, as well as faulted across the site. A third 
fault is shown to be present approximately 50m south of the Scheme 
and runs in an east-west direction. For the locations of the geology and 
geological faults, refer to the Geotechnical Features and Constraints 
Plan (ES Volume 2, Figure 6.1). 

6.4.19 Further information on the lithologies encountered is discussed in the 
Ground Investigation Report (ES Volume 3, ES Appendix 6.4). 

Geological Designated Sites

6.4.20 The reviewed sources of information and the Geotechnical Features 
and Constraints Plan (ES Volume 3, Appendix 6.1) do not identify 
statutory or non-statutory designated sites within the study area.  

Potential Ground Hazards

6.4.21 The PSSR (ES Volume 3, Appendix 6.1) has identified three potential 
ground hazards within the study area. These consist of potential for 
shrinking / swelling clays, potential for landslide and potential for 
running sands. The origin of these hazards is unknown. The potential 
ground hazards are shown on the Geotechnical Features and 
Constraints Plan (ES Volume 2, Figure 6.1). 

6.4.22 The locations of these potential ground hazards were observed as part 
of a site walkover by a suitably qualified engineer. The locations were 
open areas of typically flat ground with no evidence of ground 
instability noted. 

6.4.23 The PSSR (ES Volume 3, Appendix 6.1) concluded that these features 
are low to very low risk after the findings of the site walkover. These 
features do not intercept the CPO fenceline of the Scheme and they are 
not anticipated to be encountered during construction. Therefore, the 
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identified ground hazards will not be assessed further.

Mineral Resources

6.4.24 A review of the 1:100,000 British Geological Survey Aggregate 
Safeguarding map43 indicates the presence of Category 2 Aggregate 
Safeguarding areas identified within the study area (in the eastern area 
and the central and western areas intercepting the current Redstone 
Cross Junction), which are important for serving regional and local 
markets.  

6.4.25 A review of the Mineral Resources Map for Wales44 indicates that the 
strata corresponding to the Cethings Sandstone Formation (Haverford 
Beds) is classified as a potential sandstone mineral resource; refer to 
Geotechnical Features and Constraints Plan (ES Volume 2, Figure 
6.1) for the location of the Cethings Sandstone Formation.

6.4.26 There are two mineral sites within 250m of the Scheme. This includes 
the inactive Green mineral site (circa 200m to the south of the Scheme) 
and the active Rushacre Farm mineral site (circa 220m south of the 
Scheme); refer to the Geotechnical Features and Constraints Plan 
(ES Volume 2, Figure 6.1). 

Current and Historical Land Use

6.4.27 The PSSR (ES Volume 3, Appendix 6.1) presents a review of the 
historical and current land use development of the Scheme. This is also 
summarised in the Ground Investigation Report (ES Volume 3, 
Appendix 6.4). 

6.4.28 In summary, the study area has primarily been used as agricultural land 
since the 1880s. The existing A40 alignment is prominently defined, 
which has historically been associated with numerous farm buildings 
and cottages along the vicinity of the alignment. 

6.4.29 Several water courses have been identified (refer to Road Drainage 
and Water Environment (ES Volume 1, Chapter 7) for the locations) 
some of which have been infilled; as shown on the Geotechnical 
Features and Constraints Plan (ES Volume 2, Figure 6.1). The extent 

43 The British Geological Survey “Aggregates Safeguarding” [Online]. Available 
http://nora.nerc.ac.uk/id/eprint/20135/1/SW_Wales_FINAL.pdf
44 The British Geological Survey “Mineral Resource map of south west Wales” [Online]. Available 
https://www.bgs.ac.uk/mineralsuk/planning/resource.html
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to which the watercourses have been infilled and the nature of the infill 
material is currently unknown. The Redstone Forge Garage (now 
Embroidery centre) is seen at the current location of the Redstone Cross 
Junction; see the Geotechnical Features and Constraints Plan (ES 
Volume 2, Figure 6.1). 

Hydrology and Hydrogeology

6.4.30 A comprehensive summary of the baseline hydrological and 
hydrogeological conditions is considered in Road Drainage and 
Water Environment (ES Volume 1, Chapter 7). This includes the 
location of the identified hydrological features and aquifer 
designations. 

6.4.31 No Source Protection Zones (SPZs) are located within 1km of the 
Scheme. 

Mining and Quarrying

6.4.32 The Coal Authority online viewer shows the Scheme alignment lies 
outside of the Coal Mining Reporting Area45.

6.4.33 There are two known quarries within the study area, corresponding to 
the mineral sites depicted on the Geotechnical Features and 
Constraints Plan (ES Volume 2, Figure 6.1). The Rushacre Farm 
mineral site is still active and is associated with active opencast 
quarrying. 

6.4.34 There is the potential for encountering unknown historical quarrying 
and infilled land in the vicinity of the Scheme. If infilled, this may be a 
potential source of contamination. 

Completed Ground Investigations

6.4.35 A ground investigation was specified and supervised by Arup in 2019 
for the Redstone Cross extension. The ground investigation was 
undertaken by Quantum Geotechnical Limited (ES Volume 3, 
Appendix 6.3) between September and November 2019. Details of the 
original scope and completed field works are presented in the Arup 
Ground Investigation Report (ES Volume 3, Appendix 6.4). In 

45 The Coal Authority, “Interactive Map Viewer”, November 2019 [Online] Available: 
http://mapapps2.bgs.ac.uk/coalauthority/home.html
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summary, the following ground investigations have been completed:

a) 15 cable percussive boreholes with rotary percussive follow-on;
b) 1 cable percussive borehole;
c) 17 trial pits (mechanically or hand excavated);
d) 7 California Bearing Ratio (CBR) tests;
e) 4 Soakaway tests; and
f) Geotechnical and geo-environmental sampling and testing

6.4.36 The factual results from the ground investigation including exploratory 
hole logs and laboratory test results are contained within the Ground 
Investigation Factual Report (ES Volume 3, Appendix 6.3). 

Land Contamination 

6.4.37 The baseline Conceptual Site Model for the Scheme has been developed 
and is presented in the Ground Investigation Report (ES Volume 3, 
Appendix 6.4). This has been developed from a review of the PSSR 
(ES Volume 3, Appendix 6.1). Additionally, the chemical results 
obtained from the ground investigation is presented in the Ground 
Investigation Factual Report (ES Volume 3, Appendix 6.3). 

Potential Sources

6.4.38 The main sources of contamination associated with the current baseline 
conditions are discussed in the Ground Investigation Report (Volume 
3, ES Appendix 6.4). In summary, the former Redstone Forge Garage 
(now Embroidery Centre) and current agricultural activities associated 
with local farming areas are considered to be the potential sources of 
contamination; refer the Geotechnical Features and Constraints Plan 
(ES Volume 2, Figure 6.1). 

6.4.39 Additionally, although made ground was not encountered during the 
ground investigation, there is a possibility of encountering made ground 
associated with the existing road infrastructure or farm access tracks. 
The made ground associated with the road is unlikely to pose a risk to 
human health as this is likely to have been regulated whilst imported; 
most likely to constitute an engineered fill. The made ground associated 
with farming access tracks may be more likely to pose a risk to human 
health. Made ground associated with the road and made ground 
associated with farming access tracks are therefore considered as 
separate contamination sources.
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6.4.40 A number of farms are located within the study area, which may be 
potential sources of contamination through storage and use of fuel, 
chemicals (i.e. pesticides) and potentially infilled land. Farms within 
the study area are listed in the baseline Conceptual Site Model within 
the Geotechnical Features and Constraints Plan (ES Volume 3, 
Appendix 6.4). 

6.4.41 Potential contamination associated with the existing road infrastructure 
(i.e. spillages and leaks) are also considered a potential source of 
contamination. Although made ground has been identified as a potential 
source of contamination, the risk of ground gas is considered to be low 
due to the lack of confined spaces for ground gas accumulation. 

6.4.42 Based on a review of the site history, a number of infilled features 
(former watercourses) have been identified in close proximity to the 
Scheme; refer to the Geotechnical Features and Constraints Plan 
(ES Volume 2, Figure 6.1). These have been considered as a potential 
source of contamination; due to the nature of the infilled material being 
currently unknown. The identified infilled watercourses were not 
encountered during the ground investigation and are not anticipated to 
be excavated as part of construction.

6.4.43 As discussed previously, the two identified mineral sites within the 
study area are associated with opencast quarry features. As discussed in 
the Arup Ground Investigation Report (ES Volume 3, Appendix 
6.4), areas of potentially infilled land (non-water) are associated with 
these mineral sites; these are all dated to 1974 and have unknown uses. 
Due to the unknown nature of the infilled material, these mineral sites 
are considered to be potential sources of contamination. It is also 
considered unlikely that these features will be encountered during 
construction, on account of their distance away from the Scheme. 

6.4.44 The Rushacre Farm mineral site is still considered an active mineral 
site; removal of material through opencast quarrying. This may be a 
potential source of contamination through hydrocarbon leaks and 
spillages of plant machinery used for opencast quarrying. 

6.4.45 The completed ground investigations did not encounter evidence of 
contamination. A pollution incident occurred during the ground 
investigation in the area of BH9; as detailed in the Arup Ground 
Investigation Report (ES Volume 3, Appendix 6.4). In summary, 
4.5litres of fuel leaked from the drilling equipment during the 
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progression of borehole BH09. The location of the incident is shown on 
the Geotechnical Features and Constraint Plan (ES Volume 2, 
Figure 6.1). Subsequent groundwater sampling and testing has 
identified elevated concentrations of total petroleum hydrocarbons at 
that location. The assessments concluded that it is unlikely to have 
resulted in significant and widespread contamination of groundwater. 
However, verification is required, and this can be undertaken during 
construction. Should it identify significant contamination, remediation 
work may be necessary

6.4.46 The minimum and maximum soil concentrations of contaminants 
encountered during the ground investigation are listed in Table 6.1. 

Table 6.1  Summary of the soil chemical data (mg/kg)

Contaminant Minimum concentration Maximum concentration

Arsenic 8.1 19

Cadmium  <0.1 0.18

Chromium  6.1 27

Hexavalent chromium <0.50 <0.50

Copper  4.5 25

Lead  10 47

Mercury  <0.1 0.15

Nickel  2.1 42

Selenium  <0.2 1.3

BTEX compounds <0.001 0.0015

Water Soluble Boron <0.4 0.68

Zinc 3.9 110

Total aliphatics and 
aromatics(C5-44) <5.0 <5.0

Total PAHs (Speciated 
Total EPA-16 PAHs) <2.0 <2.0

pH 5.5 8.1

Total cyanide <0.5 8.1

Asbestos Not detected Not detected

6.4.47 The measured concentrations of determinands in soil leachate, 
groundwater and surface water are shown in the Arup Ground 
Investigation Report (ES Volume 3, Appendix 6.4). These will be 
further discussed in the assessment of effects of land contamination. 
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Potential Receptors 

6.4.48 The potential baseline receptors identified in relation to the Scheme 
have been separated into human and environmental receptors. 

6.4.49 In summary, there are a number of potential human receptors of 
contamination in close proximity to the Scheme, including primarily 
adjacent residents of farmland areas, maintenance workers and users of 
the A40.

6.4.50 The identified environmental receptors include the identified 
Hydrological features and designated Secondary aquifers, see Road 
Drainage and Water Environment (ES Volume 1, Chapter 7). 

6.4.51 A full list of the identified receptors in relation to the Scheme is 
provided in the Arup Ground Investigation Report (ES Volume 3, 
Appendix 6.4). 

Potential Pathways

6.4.52 The potential baseline pathways of contamination have been separated 
into pathways for human health and environmental pathways. A 
summary of the potential baseline pathways is provided in this section; 
which is discussed further in the Arup Ground Investigation Report 
(ES Volume 3, Appendix 6.4). 

6.4.53 The main potential pathways in relation to human health are associated 
with the ingestion of soils and dust, inhalation of dusts (as well as gases 
and volatile hydrocarbon contamination) and dermal contact with 
contaminated soils.

6.4.54 The main potential environmental pathways (to controlled waters) 
include the following:

a) Vertical and lateral migration of contaminants released to the 
ground from spillage or leaks; i.e. hydrocarbons spills from 
vehicles along the existing A40 alignment which may 
vertically/laterally migrate and impact groundwater or surface 
waters;

b) Leachate generation and migration from areas of potential made 
ground along the existing alignment; and

c) Leaching of contaminants into the underlying groundwater 
resulting in contamination. The groundwater may flow towards 
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surface water features; potentially impacting surface water and / or 
groundwater quality. 
Plausible Pollution Linkages 

6.4.55 The plausible pollutant linkages are summarised in Table 6.2 below. 
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Table 6.2  Plausible pollutant linkages identified from the baseline conceptual site model

Sources Pathways Receptors Comments

Exposure to soil dust via 
ingestion, dermal contact 
and inhalation
Limited exposure to soils 
via ingestion, dermal 
contact and inhalation (only 
during intrusive 
maintenance works) 
Inhalation of vapours and 
ground gases

Human health: 
Scheme neighbours - residents 
and workers of the farms
Existing A40 maintenance 
workers and users
Agricultural land users 
(workers)

Maintenance workers and highway users may 
be directly exposed to soil and dust generated 
from areas of made ground along the highway 
(engineered fill). This is considered to be 
relatively low risk of contamination. 
Users of the existing A40 and surrounding 
agricultural land are unlikely to be significantly 
impacted by contamination due to short term 
exposure only.  

Intercepting the CPO fenceline (see 
Volume 2, Figure 6.1):
Made ground associated with:
a) Existing road network (likely 

engineered fill)
b) Agricultural activities localised 

to e.g. access tracks, infilled 
land

Leaks and spillages (e.g. fuels and 
chemicals) from operation of the 
existing road network and 
agricultural activities (primarily 
areas of farms and storage).
Redstone Forge Garage
Pollution incident during GI (BH9)

Outside of the CPO fenceline but 
within 250m of the Scheme (see 
Volume 2, Figure 6.1):
Infilled quarries/ watercourses, 
agricultural activities 
Leaks and spills from existing road

Leaching and migration
Surface run-off

Controlled waters: 
Surface water features (streams; 
springs and ponds)
Groundwater

Potential contaminants within the identified 
sources may leach to groundwater and via 
lateral migration have potential to impact the 
surface waters quality. 
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6.5 Assessment Methodology

Scope of the Assessment 

6.5.1 This section outlines the scope of the assessment and the methodology 
for the assessment of effects during construction and operation of the 
Scheme. The assessment includes consideration of possible effects on 
statutory and non-statutory geological sites along the route of the 
Scheme. 

6.5.2 Assessment of the likely impact on the geology, mineral resources and 
land contamination arising from construction and operation has been 
undertaken by review of baseline conditions in a context of the 
proposed works. 

Geology and Mineral Resources

6.5.3 For the purpose of the assessment of effects on geology and mineral 
resources, the following elements have been considered:
a) Impact on geologically designated sites; 
b) Construction of earth embankments; 
c) Construction of cuttings; and
d) Construction of structures and other features, such as culverts, 

underpasses, attenuation basins and an overbridge.

6.5.4 The overview of the baseline conditions (Section 6.4) has not identified 
any geologically designated sites within the study area and its 
proximity. The Scheme may provide beneficial outcomes in relation to 
geology, i.e. cuttings may expose rock outcrops and provide positive 
geological impacts.

6.5.5 The assessment of geological effects will be discussed as effects during 
construction and effects during operation. 

6.5.6 During the construction of the Scheme and the associated structures, 
there is the potential for the permanent removal of the identified mineral 
resources (through road cuttings and excavations); ‘Category 2 
Aggregates’ and potential sandstone mineral bearing bedrock. 
Additionally, the construction of the Scheme may also alter the 
engineering properties of the underlying geology; i.e. through 
consolidation, compaction and sealing from embankments. 
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6.5.7 During the operational phase of the Scheme, the Scheme (and the 
associated structures) may lead to the permanent restriction of access to 
the identified mineral resources. Additionally, the Scheme may impact 
the engineering properties of the underlying geology during the Scheme 
operation.

Land Contamination 

6.5.8 The baseline conditions pertaining to land contamination are illustrated 
in Section 6.4.38. This includes a review of existing potential sources 
of contamination associated with the baseline conditions. Additionally, 
the overview of the baseline conditions discusses potential pollution 
linkages and receptors of contamination. The plausible pollution 
linkages have been summarised in Table 6.2. The methodology of the 
derivation of the baseline Conceptual Site Model is discussed in 
Appendix B of the Arup Ground Investigation Report (ES Volume 
3, Appendix 6.4). 

6.5.9 The need for further focused assessment has been identified, due to the 
potential to alter the nature of the baseline Conceptual Site Model 
during construction and operation, i.e. by creating or altering pollution 
linkages between sources of potential contaminants and sensitive 
receptors such as humans, surface water and groundwater bodies.

6.5.10 The Conceptual Site Model for the construction scenario identifies 
plausible pollutant linkages based of the Scheme proposals and likely 
construction activities required. The Conceptual Site Model for 
construction considers activities that are a requirement of the 
construction of the Scheme based on the current design proposals. This 
includes activities such as earthworks and piling, to facilitate the 
construction of the Scheme and the associated structures. These 
activities may create new pollution linkages above the current baseline 
conditions.

6.5.11 The Conceptual Site Model for the operational phase of the Scheme has 
also been considered. This identifies pollution linkages that may exist 
after the completion of the Scheme.   

6.5.12 Upon the identification of a plausible pollution linkage, further 
quantitative assessment may be required to establish the risks posed; in 
accordance with the guidance outlined in Section 6.2. Quantitative 
assessments have been completed and are detailed in the Arup Ground 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 6 Geology and Soils

A40PRC-ARP-EAC-SWI-RP-LE-0001| P05 | S4 Page 24 

Investigation Report (ES Volume 3, Appendix 6.4). 

6.5.13 Those potentially contaminated land sites identified fully outside the 
study area (including adjacent earthworks), have been scoped out and 
therefore require no further assessment. This is based on the land 
contamination study area outlined in Section 6.3 and presented on the 
Geotechnical Features and Constraints Plan (ES Volume 2, Figure 
6.1). 

Assessment of Potential Effects Methodology

6.5.14 The assessment of the environmental effects on the geology and soils 
of the Scheme has been carried out in accordance with the requirements 
of DMRB Volume 11, Section 3, Part 11 (LA 109). The significance of 
effect, which is a combination of magnitude of potential impact and 
sensitivity of the receptor has been derived using LA 104 – 
Environmental assessment and monitoring. 

6.5.15 Assessment of effects in relation to contamination has been undertaken 
in accordance with industry best practice as presented in CLR11. The 
risk assessment process is underpinned throughout by the development 
of the Conceptual Site Model which provides a schematic 
representation of the identified pollutant linkages. The baseline 
Conceptual Site Model has subsequently been revised to include new 
pollution linkages introduced by either construction activities or 
operation of the Scheme. Plausible pollution linkages have been 
identified which may require further assessment should a risk be 
identified. The risk assessment process is detailed in the Ground 
Investigation Report developed for the Scheme seen in Arup Ground 
Investigation Report (ES Volume 3, Appendix 6.4).

Significance Criteria

Environmental Value (or Sensitivity) of Receptor / Resource

6.5.16 The significance of impacts has been assessed by attributing a value or 
sensitivity to each receptor impacted, in combination with the 
magnitude of impact that would occur to it; as per LA 109 guidance.

6.5.17 The sensitivity of each receptor has been assessed based on Table 6.3, 
and the magnitude of impact in accordance with Table 6.4.
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6.5.18 The significance of impact has then been assessed by considering the 
sensitivity of the receptor in combination with the magnitude of impact 
in accordance with Table 6.5. This is documented in LA 104 
Environmental assessment and monitoring. 

6.5.19 The value (sensitivity) of receptors is reported in the assessment in 
accordance with the criteria established in Table 3.11 of LA 109 as 
reproduced in Table 6.3.

6.5.20 For significance criteria pertaining to minerals as a resource, refer to 
Materials (ES Volume 1 Chapter 16). 
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Table 6.3  The DMRB environmental value (sensitivity) and descriptions; reproduced 
from Table 3.11 (LA 109)

Receptor value 
(sensitivity)

Description

Very High Geology: very rare and of international importance with no potential 
for replacement (e.g. UNESCO World Heritage Sites, UNESCO 
Global Geoparks, SSSI’s and GCR where citations indicate features 
of international importance). 
Contamination: 

1) Human health: very high sensitivity land use such as 
residential or allotments;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

3) Groundwater refer Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

High Geology: rare and of national importance with little potential for 
replacement (e.g. geological SSSI, ASSI, National Nature Reserves 
(NNR)). Geology meeting national designation citation criteria which 
is not designated as such.
Contamination:

1) Human health: high sensitivity land use such as public open 
space;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7);  

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

Medium Geology: of regional importance with limited potential for 
replacement (e.g. RIGS). Geology meeting regional designation 
citation criteria which is not designated as such.
Contamination:

1) Human health: Medium sensitivity land use such as 
commercial or industrial;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7). 

Low Geology: of local importance / interest with potential for replacement 
(e.g. non-designated geological exposures, former quarry’s / mining 
sites).
Contamination:

1) Human health: low sensitivity land such as highways and 
rail;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7) 

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)). 

Negligible Geology: no geological exposures, little / no local interest.
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Receptor value 
(sensitivity)

Description

Contamination:
1) Human health: undeveloped surplus land / no sensitive land 

use proposed; 
2) Surface water refer to Road Drainage and Water Environment 

(ES Volume 1, Chapter 7)
3) Groundwater refer to Road Drainage and Water Environment 

(ES Volume 1, Chapter 7)

Magnitude of Impact 

6.5.21 The magnitude of impact (or change) is reported in the assessment in 
accordance with the criteria provided in Table 3.12 of LA 109 as 
reproduced in Table 6.4.

6.5.22 The magnitude of impact (or change) for mineral resources is 
considered in Materials (ES Volume 1 Chapter 16). 

Table 6.4  DMRB magnitude of impact and typical descriptions; reproduced from Table 
3.12 (LA 109)

Magnitude of 
impact (change)

Description

Major Geology: loss of geological feature / designation and/or quality and 
integrity, severe damage to key characteristics, features of elements.
Contamination:

1) Human health: significant contamination identified. 
Contamination levels significantly exceed background levels 
and relevant screening criteria (e.g. category 4 screening 
levels46) SP1010 with potential for significant 
harm to human health. Contamination heavily restricts future 
land use;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7);

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7).

Moderate Geology: partial loss of geological feature / designation, potentially 
adversely affecting the integrity; partial loss of/damage to key 
characteristics, features or elements.
Contamination:

1) Human health: contaminant concentrations exceed 
background levels and are in line with limits of relevant 
screening criteria (e.g. category 4 screening levels) SP1010. 
Significant contamination can be present. Control / 

46 Department for Environment Food and Rural Affairs, SP1010 – Development of Category 4 Screening Levels for 
Assessment of Land Affected by Contamination (2014)
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Magnitude of 
impact (change)

Description

remediation measures are required to reduce risks to human 
health / make land suitable for intended use;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7);

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

Minor Geology: minor measurable change in geological feature / 
designation attributes, quality or vulnerability; minor loss of, or 
alteration to, one (maybe more) key characteristics, features or 
elements.
Contamination:

1) Human health: contaminant concentrations are below 
relevant screening criteria (e.g. category 4 screening levels) 
SP1010. Significant contamination is unlikely with a low risk 
to human health. Best practice measures can be required to 
minimise risks to human health;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

Negligible Geology: very minor loss or detrimental alteration to one or more 
characteristics, features or elements of geological feature / 
designation. Overall integrity of resource not affected.
Contamination: 

1) Human health: contaminant concentrations substantially 
below levels outlined in relevant screening criteria (e.g. 
category 4 screening levels) SP1010. No requirement for 
control measures to reduce risks to human health / make land 
suitable for intended use;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7);

3) Groundwater refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

No change Geology: no temporary or permanent loss / disturbance of 
characteristics features or elements.
Contamination: 

1) Human health: reported contaminant concentrations below 
background levels;

2) Surface water refer to Road Drainage and Water Environment 
(ES Volume 1, Chapter 7)

3) Groundwater refer to Road drainage and water environment 
(Volume 1 ES Chapter 7).
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Significance of Effect

6.5.23 The approach for deriving impact significance from receptor value and 
magnitude of effects has been assessed in accordance with LA 104 
Environmental assessment and monitoring. 

6.5.24 The assessment of the significance of environmental effects takes 
account of the following factors:

a) The receptors / resources (natural and human) which would be 
affected and the pathways for such effects;

b) The geographic importance, sensitivity or value of receptors / 
resources;

c) The duration (long or short term); permanence (permanent or 
temporary) and changes in significance (increase or decrease); 

d) Reversibility – e.g. is the change reversible or irreversible, 
permanent or temporary;

e) Environmental and health standards (e.g. local air quality 
standards) being threatened; and 

f) Feasibility and mechanisms for delivering mitigating measures, 
e.g. Is there evidence of the ability to legally deliver the 
environmental assumptions which are the basis of the assessment?

6.5.25 Assessing the value of the receptor in relation to the magnitude of 
impact allows for the significance of environmental effects to be 
established. This has been assessed in accordance with the risk matrix 
documented within LA 104 Environmental assessment and monitoring; 
reproduced in Table 6.5.
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Table 6.5  DMRB Approach to evaluating significance of effect (LA 104)

Magnitude of Impact (degree of change)

No Change Negligible Minor Moderate Major 

Very high Neutral Slight Moderate 
or large

Large or 
Very large

Very 
large

High Neutral Slight Slight or 
moderate

Moderate 
or Large

Large or 
Very 
large

Medium Neutral Neutral or 
slight Slight Moderate Moderate 

or Large

Low Neutral Neutral or 
slight

Neutral or 
slight Slight Slight or 

Moderate

E
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Negligible 
Neutral Neutral Neutral or 

slight
Neutral or 
slight

Slight

Consultation

6.5.26 The Screening and Scoping Report has been issued to the 
Environmental Liaison Group that has been set up for the Scheme, 
which comprises a range of key Statutory Consultees. 

6.5.27 Stakeholder engagement was undertaken with a number of stakeholders 
as part of the option development, including Pembrokeshire County 
Council (PCC), Narberth Town Council and Natural Resources Wales 
(NRW). 

6.5.28 Public engagement and consultation activities were undertaken 
between April 2019 and September 2019. 

6.5.29 Public consultation and stakeholder engagement responses of which are 
summarised in the Consultation Outcome Report47 written for the 
Scheme. 

Inbuilt Mitigation 

6.5.30 The Screening and Scoping Report refers to mitigation measures 
identified in conjunction with the initial Scheme proposals. Due to the 
identification of mitigation measures prior to the assessment of 
environmental effects, these will be considered as inbuilt mitigation 

47 Welsh Government, A40 Penblewin to Redstone Cross Improvements, Consultation Outcome Report, November 2019
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measures.

6.5.31 No negative effects with respect to geology are currently anticipated 
and therefore no mitigation measures are expected to be required at this 
stage.  

6.5.32 Health and safety management based on best working practices will be 
implemented during construction, which would be informed by 
available information with respect to soil quality and any identified 
potential sources of contamination.

6.5.33 The Pre-Construction Environmental Management Plan (ES 
Volume 3, Appendix 2.2) outlines a groundwater and surface water 
management plan which would be implemented during construction. 
The appropriate management of environmental issues arising during 
construction would therefore be undertaken with the guidelines 
provided in the Pre-Construction Environmental Management Plan 
(ES Volume 3, Appendix 2.2) and as such would not have an impact on 
the identified receptors. To reinforce the requirement for environmental 
management measures, these have been outlined within Section 6.7 
Mitigation. 

6.5.34 The design of the Scheme and the associated earthworks is being 
progressed on the basis that all soils would be retained on site for reuse 
where feasible. Measures would be taken to establish acceptable reuse 
criteria and procedures defined for ensuring that the suitability of 
material can be demonstrated and verified. Additionally, the reuse of 
site won or the import of materials to the Scheme will be managed by a 
verification system applied through the Specification for Highway 
Earthworks Series 600. Only materials found suitable for use would be 
used for construction. Suitability for use would be assessed based on 
potential risk posed to identified receptors (i.e. end users and controlled 
waters) during construction and operation.

6.5.35 Any discharge to the watercourse will only be carried out with an 
appropriate environmental permit or consent from NRW or Local Flood 
Authority, where required, following monitoring, and if needed, 
treatment to ensure it is of acceptable quality. This is further discussed 
in the Pre-Construction Environmental Management Plan (ES 
Volume 3, Appendix 2.2), which outlines the necessary surface water 
management procedures. 
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6.5.36 As discussed in the overview of the baseline conditions, a pollution 
incident occurred during the ground investigation in the area of BH09. 
The assessment of potential risk arising from the incident is presented 
in the Arup Ground Investigation Report (ES Volume 3, Appendix 
6.4). The assessments concluded that it is unlikely to have resulted in 
significant and widespread contamination of groundwater. However, 
verification is required, and this can be undertaken during construction. 
Should it identify significant contamination, remediation work may be 
necessary.

6.5.37 The Scheme will require the use of concrete to facilitate the 
construction of the alignment and the associated structures. The 
aggressivity to ground conditions to concrete will be assessed using the 
BRE Special Digest 1. 

6.6 Assessment of Potential Effects

Construction Effects

Geology and Mineral Resources (During Construction)

Assessment of Potential Impact on Geologically Designated Sites 
(During Construction)

6.6.1 The overview of the baseline conditions has not identified any statutory 
and non-statutory geological sites and no geological features of interest 
have been identified. Therefore, the Scheme effect on geological 
designated sites is considered to be neutral. 

Assessment of Potential Impact of Earth Embankments (During 
Construction) 

6.6.2 The construction of the embankments (up to 10m height) can result in 
ground consolidation due to the applied load of the embankment 
materials onto the underlying geology. This may alter the engineering 
properties of the underlying geology.

6.6.3 The construction of the embankments may result in the permanent 
removal of the identified mineral resources within the study area.

6.6.4 The construction of earth embankments is unlikely to result in 
significant consolidation of the soils underlying the Scheme. Some 
insignificant consolidation may occur in the upper layers of the 
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weathered bedrock, near the surface, particularly where it consists of 
cohesive materials, or in localised areas of alluvium associated with the 
watercourses or made ground. Any soft materials prone to consolidation 
that are encountered during construction works would be removed and 
replaced with competent materials to prevent significant differential 
settlements. 

6.6.5 Therefore, the construction of the embankments is unlikely to 
significantly alter the engineering properties of the underlying 
materials, and the magnitude of impact is considered to be negligible. 
The value of the receptor (sensitivity) is considered to be low. 
Therefore, the significance of effect is deemed to be neutral/slight 
(adverse).

6.6.6 The construction of the largest embankment (mainline chainage 0+740 
to 1+500) is not considered to result in the removal of identified mineral 
resources. This is because there are no potential mineral resources in 
between the chainages of the embankment. The side road of the A40, 
100m south of the current Redstone Cross Junction (mainline chainage 
0+400 to 0+600), is proposed to be built on an embankment directly 
above an area classified as mineral resources of regional importance. 
This would result in the permanent removal of these mineral resources 
during construction. The sensitivity of these mineral resources is 
considered to be medium due to their regional importance. However, as 
the aggregate mineral resources extend further north and south, it is not 
considered that a significant amount of this resource will be removed 
during construction. Therefore, the magnitude of impact is considered 
to be minor. This is because although the Scheme may result in the 
partial loss of these resources of regional importance, the loss is not 
considered to be significant. Consequently, the significance of effect of 
the construction of the earth embankments on the mineral resources is 
considered to be slight (adverse).

6.6.7 The assessment of potential effects of earth embankments in relation to 
groundwater is discussed in Road Drainage and Water Environment 
(ES Volume 1, Chapter 7). 

Assessment of Potential Impact of Cuttings (During Construction)

6.6.8 The construction of the cuttings could result in the removal of any 
potential underlying mineral resources. The construction of the cuttings 
may also require groundwater control measures; such as a groundwater 
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control system at the base of the excavation. The effects of construction 
on the water environment are discussed in Road Drainage and Water 
Environment (ES Volume 1, Chapter 7).

6.6.9 As discussed in the overview of the baseline conditions, there are 
numerous areas in the study area classified as ‘Category 2 Aggregates 
Safeguarding Areas’; classed as important in serving local and regional 
markets. Additionally, the Cethings Sandstone Formation (Haverford 
Beds) is classed a potential mineral resource; which is anticipated to 
occupy the western extent of the study area

6.6.10 The western cutting (mainline chainage 0+220 to 0+380) may remove 
and / or limit access to both identified mineral resources. The central 
cutting (mainline chainage 0+500 to 0+700) may remove and / or limit 
access to minerals considered to be of regional importance (aggregates). 
However, considering the mineral resources pertain to strata and areas 
that are much larger than the areas of the cuttings, access to the vast 
majority of these resources would not be significantly affected. 

6.6.11 The sensitivity of the potentially impacted mineral resources are 
considered to be medium due to their regional importance with some 
potential for replacement. The magnitude of impact is considered to be 
minor. This is because the removal of mineral resources would be 
carried out in accordance with the LPD requirements (Section 6.2.12). 
Consequently, the significance of effect of the construction of the 
cuttings on the mineral resources is considered to be slight (adverse). 

Assessment of Potential Impact of Structures (During Construction)

6.6.12 The construction of the Scheme is to consist of five attenuation ponds, 
three culverts, an overbridge (B4313) and four underpasses (including 
bat and wildlife underpasses). 

6.6.13 The construction of the culverts is currently considered to have shallow 
foundations and will be undertaken as part of the embankment 
construction and therefore will have no additional impact on the 
underlying geology or mineral resources. 

6.6.14 The construction of the attenuation basins will generally require 
shallow excavations. All of the basins are to be excavated as opposed 
to being raised structures. The attenuation basins are discussed in the 
drainage strategy developed for the Drainage strategy (ES Volume 3, 
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Appendix 7.3). Based on the ground conditions encountered during the 
ground investigation, the excavation of the attenuation basins will 
require the removal of weathered bedrock; as well as Glacial deposits 
in Basin B. The value of the receptor (sensitivity) is considered to be 
low. Considering the localised nature of these works and the extent of 
the attenuation basins their magnitude of impact on the underlying 
geology is considered to be negligible. Therefore, the significance of 
effect is considered to be neutral / slight (adverse). 

6.6.15 Mineral resources of regional importance are located within the 
footprint of the Basin E. The environmental value (sensitivity) of these 
resources are classified as medium. The construction of Basin E may 
remove the resource from within the basin footprint and would limit 
access to the resources remaining beneath the basin and in its direct 
vicinity. However, considering the limited extent of the impacted areas, 
access to the vast majority of these resources will not be affected. 
Therefore, the magnitude of impact is considered to be negligible. The 
overall significance of effect is neutral / slight (adverse). 

6.6.16 The construction of the B4313 overbridge and underpasses will require 
construction of foundations. Considering the underlying ground 
conditions these structures are likely to require shallow foundations and 
therefore only localised excavations will be required. It is considered 
that the construction of the overbridge will have a negligible magnitude 
of impact on the underlying geology or mineral resources. The 
environmental sensitivity of the local geology is considered to be low, 
whilst the environmental sensitivity of the identified mineral resources 
is considered to be medium. Therefore, the significance of effect of the 
construction of the overbridges on the underlying geology is considered 
to be neutral or slight. The significance of effect on mineral resources 
is also considered to be neutral / slight (adverse). 

Land Contamination (During Construction) 

6.6.17 This section will provide a Conceptual Site Model for the construction 
phase of the Scheme. This includes potential sources, pathways and 
receptors of contamination that may arise during the construction phase. 
It is considered likely that the identified baseline conditions associated 
with land contamination will also exist during construction. Therefore, 
any additional pollution linkages (above those outlined in the baseline 
conditions) are discussed in this section. This is discussed in the Arup 
Ground Investigation Report (ES Volume 3, Appendix 6.4) and 
therefore this section will provide a summary.
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Potential Sources (During Construction) 

6.6.18 In summary, the potential sources of contamination introduced during 
construction are associated with potential areas of unexpected 
contamination (e.g. previously unencountered made ground or localised 
areas of historical fuel spillages). 

6.6.19 Based on the current Scheme proposals, the construction works are not 
anticipated to encounter any of the infilled watercourses; refer to the 
Geotechnical Features and Constraints Plan (ES Volume 2, Figure 
6.1). Therefore, potential dust generation from excavating in areas of 
infilled ground is not considered to be a viable source of contamination 
during construction. However there remains a residual risk of 
encountering previously unidentified infilled features along the 
Scheme. 

6.6.20 Based on the inbuilt mitigation proposed, imported and site won 
materials reuse during construction would be carried out in line with 
Specification for Highways Earthworks Series 600. This means that 
only materials considered suitable for reuse will be used during 
construction. Therefore, this is not considered to be a potential source 
of contamination. 

6.6.21 The potential sources of contamination identified in the baseline 
Conceptual Site Model are also applicable during construction. 

Potential Receptors (During Construction) 

6.6.22 Construction workers along the Scheme are considered to be receptors 
of any potential contamination; it is assumed that these comprise of 
adults and apprentices aged 16 and above.

6.6.23 Adjacent residents and workers in nearby farms are not considered to 
be receptors of potential contamination during construction works; i.e. 
from dust generation. This is because the appropriate dust control 
measures will minimise off-site migration during construction; outlined 
in the Construction Environmental Management Plan (Pre-CEMP) 
(ES Volume 3, Appendix 2.2). 

Potential Pathways (During Construction) 

6.6.24 The baseline pathways between the identified sources of contamination 
and receptors are presented in 6.4.52. The construction works would 
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introduce the following additional pathways:

a) Direct discharge of groundwater removed from the ground as a 
result of dewatering operations. Based on the inbuilt mitigation, 
discharge of groundwater removed from the ground would be 
regulated by appropriate permits/approvals; outlined in the 
Construction Environmental Management Plan (Pre-CEMP) 
(ES Volume 3, Appendix 2.2). This would mitigate potential 
impact on the surface water quality. Therefore, this pathway is not 
considered further. 

b) Direct exposure to soils/dust or groundwater (through ingestion, 
dermal contact and/or inhalation of vapours) during excavation 
works. Based on the inbuilt mitigation in Section 6.5.30, 
application of appropriate health and safety management and 
pollution control during construction would be sufficient in 
breaking the pathway of exposure to the identified sources of 
contamination; outlined in the Construction Environmental 
Management Plan (Pre-CEMP) (ES Volume 3, Appendix 2.2). 
Therefore, this pathway is not considered further in the assessment 
of effects. 

Plausible Pollution Linkages (During Construction) 

6.6.25 The plausible pollution linkages during construction are summarised in 
Table 6.6 below.  



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 6 Geology and Soils

A40PRC-ARP-EAC-SWI-RP-LE-0001| P05 | S4 Page 38 

Table 6.6  A summary of the plausible pollution linkages during construction within the study area 

Sources Pathways Receptors Comments

Direct exposure 
to soil and/or 
soil dust or 
groundwater 
during 
excavations 

Construction workers and 
other on-site personnel;

Construction workers and existing A40 maintenance workers may be 
directly exposed to soil and potentially contaminated dust generated 
from made ground during construction. The risk of significant levels of 
contaminants is considered low due to the lack of historical land use 
development within the study area and the results of the Arup Ground 
Investigation (ES Volume 3, Appendix 6.4). Application of 
appropriate health and safety management and pollution control during 
construction is considered sufficient to mitigate any impacts on the 
identified receptors. This is outlined in the Pre-CEMP (ES Volume 3, 
Appendix 2.2).

Intercepting the CPO fenceline (see 
Volume 2, Figure 6.1):
Made ground associated with:
a) Existing road network
b) Agricultural activities
Historical infilled water courses
Localised leaks and spillages of petroleum 
products from operation of the existing 
road network and agricultural activities.
Pollution incident recorded during GI; 
BH9
Areas of previously unidentified 
contamination
Redstone Forge Garage

Outside of the CPO fenceline but within 
250m of the Scheme (see Volume 2, 
Figure 6.1):
Identified historically infilled quarries and 
watercourses
 

Discharge of 
groundwater 
from dewatering 

Controlled waters: 
Surface water features 
(streams, springs and 
ponds)

During dewatering, groundwater removed from the cuttings will 
require discharge, which may impact the quality of the surface 
watercourses. However, any discharge would be regulated by 
appropriate permits/approvals and therefore unlikely to pose risk to 
surface water quality. This is outlined in the Pre-CEMP (ES Volume 
3, Appendix 2.2).
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Unexpected contamination (During Construction) 

6.6.26 As discussed in the overview of the baseline conditions, the Scheme 
alignment and the immediate vicinity has undergone limited historical 
development. Additionally, the GIR FR (Quantum) (ES Volume 3, 
Appendix 6.3) targeted known sources of contamination listed in the 
PSSR. However, should unexpected contamination be encountered 
during the construction works, this may pose a risk to construction 
workers and controlled waters receptors. 

6.6.27 The sensitivity of the identified controlled waters receptors is 
considered in Road Drainage and Water Environment (ES Volume 
1 Chapter 7). The controlled waters receptors along the alignment are 
considered to be of medium and low sensitivity (Secondary aquifer and 
no WFD surface water classification). The criteria used to assess the 
magnitude of potential impact is documented in LA 113 Road Drainage 
and Water Environment. This is considered to be minor adverse due to 
the low likelihood of encountering unexpected contamination. 
Additionally, as mentioned in the in-built mitigation, the Construction 
Environmental Management Plan (Pre-CEMP) (ES Volume 3, 
Appendix 2.2) is supported by a contingency plan that establishes the 
requirements on how to deal with unexpected contamination. 
Therefore, the significance of effect is considered to be neutral / slight 
to slight (adverse). 

6.6.28 There is a possibility of unencountered contamination to impact 
construction workers during the construction phase of the Scheme. The 
sensitivity of the receptor (construction workers) is considered to be 
low; due to the low sensitivity land use associated with highways 
developments. The magnitude of impact is considered to be minor due 
to the low likelihood of encountering unexpected contamination. 
Therefore, the significance of effect is considered to be neutral / slight 
(adverse). 

Assessment of Potential Impact of Construction Works on Human 
Health (During Construction) 

6.6.29 As discussed in the overview of construction phase receptors, adjacent 
residential houses (containing residents) and farmland areas (both 
residents and workers) are not considered to be potential receptors 
during construction. This is due to the appropriate management of dusts 
during construction preventing migration to these receptors; as 
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discussed in the Construction Environmental Management Plan 
(Pre-CEMP) (ES Volume 3, Appendix 2.2). Therefore, the assessment 
of potential effects of land contamination during construction (human 
health) will be discussed in the context of construction workers. 

6.6.30 As discussed in the overview of the baseline conditions, the measured 
concentrations of determinands in the encountered soils during the GIR 
FR (Quantum) (ES Volume 3, Appendix 6.3) are not significantly 
elevated. Additionally, although construction workers may be in direct 
contact with soils, based on the inbuilt mitigation presented in Section 
6.5.30 (i.e. appropriate health and safety management outlined in the 
Pre-CEMP (ES Volume 3, Appendix 2.2), the impact on construction 
workers is considered to be minor. The value of the receptor 
(sensitivity) is considered to be low. The significance of effect is 
considered to be neutral / slight (adverse). 

Assessment of Potential Impact of Construction Works on Controlled 
Waters (During Construction) 

6.6.31 Although the construction works would introduce new pollution 
linkages into the baseline Conceptual Site Model with respect to 
controlled waters (i.e. direct discharge of dewatered groundwater), 
based on inbuilt mitigation measures presented in Section 6.5.30 (such 
as pollution control measures and the requirement to obtain regulatory 
consents/approvals with respect to discharge outlined in Pre-CEMP 
(ES Volume 3, Appendix 2.2), the magnitude of impact on identified 
receptors is considered to be minor adverse. Considering the medium 
to low sensitivity of the groundwater and surface water as a receptor, 
construction of the Scheme would result in a neutral / slight to slight 
(adverse) significance of effect. 

Operational Effects

Geology and soil resources (During Operation)

Assessment of Potential Impact of Geologically Designated Sites 
(During Operation) 

6.6.32 The preliminary screening and scoping report written for the Scheme 
has not identified any protected areas with respect to geology within the 
study area. Rock exposures as a result of cuttings in the identified areas 
of the Scheme may provide areas of geological interest. Considering the 
geology underlying the study area is considered to be low sensitivity, 
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and the magnitude of impact is minor, the significance of effect is 
considered to be neutral / slight (beneficial). 

Assessment of Potential Impact of Earth Embankments (During 
Operation) 

6.6.33 The presence of the embankments could limit access or result in the 
permanent restriction of access to underlying mineral resources or 
cause further ground consolidation due to the applied load of the 
embankment materials onto the underlying ground impacting the 
ground permeability.

6.6.34 Mineral resources of regional importance occupy significant areas of 
the western extent of the Scheme, as well as the areas furthest east 
(Category 2 Aggregates). The largest embankment (chainage 0+740 to 
0+1500) is not anticipated to restrict access to these mineral resources, 
as the vast majority of this chainage is not occupied by mineral 
resources.  The adjoining side road of the A40, 100m south of Redstone 
Cross Junction, would eliminate access to the mineral deposits of 
regional importance within this part of the Scheme and its immediate 
vicinity. However, considering the limited extent of the impacted areas, 
access to the vast majority of these resources will not be affected. The 
Cethings Sandstone Formation (Haverford Beds) (classed as mineral 
potential in sandstone) are not anticipated to be affected by the 
construction of the embankments. 

6.6.35 The sensitivity of the impacted mineral resources is considered to be 
medium due to their regional importance. The magnitude of impact is 
considered to be minor. Consequently, the significance of effect of the 
presence of the earth embankments on the mineral resources is 
considered to be slight (adverse).

6.6.36 During the operational phase, it is unlikely that the embankment would 
result in any further consolidation of the soils due to the applied load of 
the embankment materials. Additionally, any soft materials will be 
removed during construction, further limiting the amount of potential 
consolidation. Therefore, there is unlikely to be a significant impact on 
the engineering properties of the underlying geology. Consequently, the 
magnitude of impact of earth embankments on the underlying geology 
during operation is considered to be negligible. The environmental 
value of the receptor is considered to be low. This results in a 
significance of effect of neutral / slight (adverse). 
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Assessment of Potential Impact of Cuttings (During Operation)

6.6.37 The assessment of potential impact of cuttings will have no additional 
impact on geology and mineral resources during operation that have not 
already been discussed during the assessment of the construction phase. 
Therefore, the magnitude of impact of the assessment of potential 
impact of cuttings during operation on the underlying geology is 
considered to be negligible. The value of the geology (sensitivity) is 
considered to be low. Therefore, the significance of effect is considered 
to be neutral / slight (adverse).

6.6.38 For the assessment of mineral resources as a result of cuttings during 
operation, the magnitude of impact is considered to be negligible. The 
value of the mineral resources (sensitivity) is considered to be medium. 
Therefore, the significance of effect is considered to be neutral / slight 
(adverse). 

6.6.39 The operation of the cuttings could locally impact the hydrological and 
hydrogeological regime within the study area. The areas of the Scheme 
where construction of cuttings is required would be equipped with 
drainage, the purpose of which would be to control groundwater level 
and collect groundwater issues from the slopes formed within the rock. 
This is likely to impact the groundwater flow direction and levels. An 
assessment of potential impact of the cuttings on the identified surface 
water features and groundwater is presented in Road Drainage and 
Water Environment (ES Volume 1 Chapter 7).

Assessment of Potential Impact of Structures (During Operation)

6.6.40 The assessment of potential impact of structures during operation (i.e. 
culverts, attenuation basins, the B4313 overbridge and underpasses) 
will consider the effects on geology (engineering properties) and the 
potential impacts on mineral resources. 

6.6.41 The structures may impact the underlying geology due to the applied 
load of the structures. This may lead to the alteration of the engineering 
properties of the underlying geology; i.e. through compaction, sealing 
and consolidation.

6.6.42 The construction of the attenuation basins and culverts are anticipated 
to require excavations and will require shallow foundations. The 
magnitude of impact of the culverts and attenuation basins on geology 
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are anticipated to be negligible. The value of the receptor (geology) is 
considered to be low. Therefore, the significance of effect is considered 
to be neutral / slight (adverse). 

6.6.43 The overbridge and underpasses are also anticipated to require shallow 
excavations to facilitate shallow foundations. The overbridge and 
underpasses are not anticipated to have a significant impact on the 
underlying geology (i.e. through consolidation) as all soft spots of 
material will be removed during construction, limiting the potential for 
consolidation. The magnitude of impact is considered to be negligible. 
The value of the receptor (geology) is considered to be low. Therefore, 
the significance of effect is considered to be neutral / slight (adverse).

6.6.44 As discussed in the assessment of construction effects, mineral 
resources of regional importance (Category 2 Aggregates) are located 
in the footprint of Basin E. Basin E may restrict further access to the 
identified mineral resources during the operational phase of the 
Scheme. However, considering the localised excavation of the 
attenuation basins and its limited extent, it is considered that the impact 
on mineral resources would be negligible. The value of the receptor is 
considered to be medium. Therefore, the significance of effect is 
considered to be neutral / slight (adverse).

6.6.45 The construction of the overbridge may permanently restrict access to 
the identified aggregate mineral resources. However, given that the 
B4313 overbridge will be constructed in the area of the existing A40 
and B4313 alignments, it is considered that there will be no further 
impact on mineral resources. The magnitude of impact is considered to 
be no change. The value of the receptor is considered to be medium. 
Therefore, the significance of effect is considered to be neutral. 

Land Contamination (During Operation)

Assessment of Potential Impacts on Land Contamination (During 
Operation)

6.6.46 The operation of the Scheme would introduce new pollution linkages 
into the baseline Conceptual Site Model. The Conceptual Site Model 
for the operational phase of the Scheme is discussed in the Arup 
Ground Investigation Report (ES Volume 3, Appendix 6.4). A 
summary of the Conceptual Site Model is presented below.  

Potential Sources (During Operation) 
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6.6.47 As the Scheme has the same use as the current Scheme, it is anticipated 
that the baseline potential sources of contamination would also exist 
during the Scheme operation. Based on the inbuilt mitigation for the 
Scheme, the import or reuse of site won materials is not expected to be 
a potential source of contamination; due to the reuse of materials being 
carried out in line with Specification for Highways Earthworks Series 
600. Therefore, the operational phase of the Scheme is not proposed to 
introduce new potential sources of contamination. 

Potential Receptors (During Operation) 

6.6.48 The potential receptors of contamination (during operation) are 
anticipated to be similar to the baseline receptors identified. However, 
the operational phase of the Scheme may also introduce additional 
maintenance workers and new road users as potential receptors of 
contamination. 

Potential Pathways (During Operation) 

6.6.49 The baseline pathways between the identified sources of contamination 
and receptors are presented in 6.4.52. No additional pathways of 
contamination are anticipated to be introduced during the Scheme 
operation. 

Plausible Pollution Linkages (During Operation) 

6.6.50 The plausible pollution linkages are summarised in Table 6.7 below.
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Table 6.7  A summary of the plausible pollution linkages during the operational phase

Sources Pathways Receptors Comments

Exposure to soil dust via 
ingestion, dermal contact 
and inhalation
Limited exposure to soils 
via ingestion, dermal 
contact and inhalation (only 
during intrusive 
maintenance works) 
Inhalation of vapours and 
ground gases

Human health: 
Scheme neighbours - residents 
and workers of the farms; 
Future A40 maintenance 
workers and users; 
Agricultural land users

Future maintenance workers and highway users 
may be directly exposed to soil and dust 
generated from areas of unencountered made 
ground along the highway (engineered fill). This 
is considered to be relatively low risk of 
contamination. 
The risk of significant levels of contaminants is 
low as no evidence of contamination has been 
observed during the completed ground 
investigations.
Users of the existing A40 and surrounding 
agricultural land are unlikely to be significantly 
impacted by contamination due to short-term 
exposure only.

Intercepting the CPO fenceline (see 
Volume 2, Figure 6.1):
Made ground associated with:

a) Existing road network 
(likely engineered fill)

b) Agricultural activities e.g. 
access tracks, infilled land

Leaks and spillages (e.g. fuels and 
chemicals) from operation of the 
existing road network and 
agricultural activities (primarily 
areas of farms and storage).
Redstone Forge Garage
Pollution incident during GI (BH9)
Groundwater and surface water 
impacted by off-site sources.

Outside of the CPO fenceline but 
within 250m of the Scheme (see 
Volume 2, Figure 6.1):
Infilled quarries/ watercourses, 
agricultural activities 
Leaks and spillages 

Leaching and migration
Surface run-off

Controlled waters: 
Surface water features (streams, 
springs and ponds);
Groundwater 

Potential contaminants within the identified 
sources may leach to groundwater and via 
lateral migration have potential to impact the 
surface waters quality. 
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Assessment of Potential Impact of the Scheme on Human Health 
(During Operation)

6.6.51 The operation of the Scheme would introduce potential pollution 
linkages into the baseline Conceptual Site Model.

6.6.52 Maintenance workers would undertake regular maintenance works 
within the Scheme area. They may therefore be exposed to sources 
identified within the baseline model, i.e. potential made ground that has 
not been removed as a result of construction. The exposure pathways 
would primarily include exposure to potentially impacted soil dust via 
ingestion, inhalation and dermal contact. Note that potential impacts 
caused by dust generation during construction is considered in Air 
Quality (ES Volume 1 Chapter 13).

6.6.53 As discussed in baseline conditions, although there is a potential for the 
groundwater beneath the Scheme to be impacted by contamination it is 
considered that the measured concentrations in the GIR FR 
(Quantum) (ES Volume 3, Appendix 6.3) would not pose a significant 
risk to human health. Therefore, should exposure to groundwater occur 
during maintenance works, which may involve excavations, the risk of 
significant impact on human health is considered very low and therefore 
this pollution linkage will not be considered further.

6.6.54 The Scheme users are unlikely to be impacted by any potential 
contamination within the Scheme area, due to a very short-term 
exposure, and are therefore not considered further.

6.6.55 The Scheme neighbours such as residents and workers of farms located 
in the Scheme vicinity are unlikely to be exposed to sources within the 
Scheme area due to their distance from the sources and are therefore not 
considered further. 

6.6.56 The following pollution linkages during the Scheme operation will be 
considered for further assessment:

a) Maintenance workers subject to direct exposure to potentially 
impacted materials

6.6.57 Therefore, a Generic Quantitative Risk Assessment (GQRA) has been 
carried out to assess the risks posed to future maintenance workers in 
more detail, as presented below.
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Generic Quantitative Risk Assessment

6.6.58 Following the methodology set out in Section 6.5, a GQRA has been 
carried out to assess the risks posed to human health during the 
operational phase of the Scheme, as presented below. This has 
considered the results obtained from the ground investigation 
completed within the Scheme area, presented in the Arup Ground 
Investigation Factual Report (ES Volume 3, Appendix 6.3).

6.6.59 Considering the identified receptors which require further assessment 
(Scheme maintenance workers), the available soil test results from the 
area of the Scheme have been screened against the assessment criteria 
for a residential end use scenario. This is considered to be 
conservatively appropriate for the likely exposure scenarios, where as 
a result of intrusive works, direct exposure to soil and soil dust may 
occur.

6.6.60 The assessment indicated no exceedances of the applied assessment 
criteria and therefore the identified potential soil sources of 
contamination are unlikely to pose a risk to the identified receptors. The 
sensitivity of the receptor is considered low. Based on the GQRA the 
identified sources of potential contamination are unlikely to pose a 
significant risk to human health and therefore the magnitude of impact 
is likely to be negligible. Consequently, the significance of effect of 
operation of the Scheme on land contamination is considered to be 
neutral/slight (adverse).

Assessment of Potential Impact of the Scheme on Controlled 
Waters (During Operation) 

6.6.61 No additional pollution linkages are anticipated to be introduced with 
respect to controlled waters during the operational phase of the Scheme. 
This is because the baseline conditions are not anticipated to be 
different from the conditions during the Scheme operation. 

6.6.62 The sensitivity of the controlled waters receptor(s) are classified as 
medium. The magnitude of impact is considered to be negligible. 
Therefore, the significance of effect is considered to be neutral / slight 
adverse.
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6.7 Mitigation Measures and Monitoring

Construction Mitigation and Monitoring 

Summary of Construction Effects 

6.7.1 Assessment of impacts that construction of the Scheme may have on 
geology and soils, mineral resources and land contamination have been 
discussed in Section 6.6; in accordance with the significance of effect 
criteria described in the Design Manual for Roads and Bridges LA 104 
guidance.  This is summarised in Table 6.8 below.

Table 6.8  Summary of construction effects

Scheme element Effect Significance of 
Effect

Construction Phase 

Geology, mineral resources and soils

Impact the engineering properties of 
the underlying geology (i.e. 
consolidation)

Neutral / slight 
(adverse)

Earth Embankments

Removal / restricted access to 
mineral resources

Slight (adverse) 

Cuttings Removal of mineral resources Slight (adverse)

Impact the engineering properties of 
the underlying geology (i.e. 
consolidation)

Neutral / slight 
(adverse)

Structures (an overbridge, 
underpasses and culverts) 
and attenuation ponds

Removal or limit access to identified 
mineral resources

Neutral / slight 
(adverse)

Land contamination

Areas of unexpected 
contamination (across the 
Scheme)

Potential impact on controlled waters 
due to localised unexpected 
contamination

Neutral / slight to 
slight (adverse)

Areas of unexpected 
contamination (across the 
Scheme)

Potential impact on human health 
due to localised unexpected 
contamination 

Neutral / slight 
(adverse)

Potential risks to 
controlled waters during 
construction

Potential impact on surface water and 
groundwater receptors through 
discharge of dewatered groundwater 
during construction 

Neutral / slight to 
slight (adverse)
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Geology and Mineral Resources

6.7.2 The completed assessments have identified a number of potential 
effects with respect to geology and mineral resources in relation to the 
construction phase of the Scheme; as summarised in Table 6.8. The 
assessment indicated an overall neutral to slight (adverse) significance 
of effect of the construction works on mineral resources. It is not 
anticipated that any further mitigation measures are considered 
necessary. 

Land Contamination 

6.7.3 The completed assessments have identified a number of potential 
effects with respect to land contamination; as summarised in Table 6.8. 
The assessment indicated the overall neutral to slight (adverse) 
significance of effect of construction works on land contamination. 
Therefore, no mitigation measures are considered necessary. 

6.7.4 The absence of the requirement for mitigation is based on the inbuilt 
mitigation measures, as detailed in Section 6.5.30. The inbuilt 
mitigation pertaining to land contamination during construction is 
illustrated in the Pre-CEMP (ES Volume 3, Appendix 2.2). 

6.7.5 The applied environmental management best practice would as a 
minimum include the following considerations, as discussed in the Pre-
CEMP (ES Volume 3, Appendix 2.2):

a) Adoption of a watching brief for identification of potential 
contamination. The discovery of any unexpected contaminated 
land would require appropriate measures to limit the risk to 
construction workers and controlled waters.

b) Dust control measures to ensure that dust generation and off-site 
migration is minimised. This may involve dust suppression 
measures during excavation works, wheel washing facilities and 
conveyance of materials in covered wagons. Details on the dust 
mitigation and control measures are also set out in Air Quality 
(ES Volume 1 Chapter 13).

6.7.6 In addition, the available soil and groundwater chemical testing results 
from such an action plan could be used to inform health and safety risk 
assessments for the construction works.

6.7.7 Water with high concentrations of suspended solids can arise from 
dewatering excavations, exposed ground, stockpiles, plant and wheel 
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washing, site roads and disturbance of watercourse beds. Sediment 
control measures and dust suppression techniques would be 
implemented where work is to be undertaken adjacent to or within a 
watercourse. Disposal of silty water would be undertaken in accordance 
with current best practice and measures developed and agreed with 
NRW prior to commencement of the works. This is in addition to the 
approval requirements with respect to the quality of the discharge water 
to the river.

6.7.8 Environmental monitoring would be undertaken through the 
construction period to ensure that environmentally sound working 
practices are adopted and maintained. NRW may require environmental 
sampling, particularly in relation to surface water and groundwater 
quality and would be consulted regarding monitoring programmes.

6.7.9 All contractors would have a briefing on environmental protection 
measures to protect the water environment during site induction 
training. This would highlight the methods and working practices 
employed.

6.7.10 Further mitigation concerning groundwater and surface water 
management during construction is considered in Road Drainage and 
Water Environment (ES Volume 1 Chapter 7).

Summary of Operational Effects 

6.7.11 Assessment of impacts that the operational phase of the Scheme may 
have on geology and soils, mineral resources and land contamination 
have been discussed in Section 6.6; in accordance with the significance 
of effect criteria described in the Design Manual for Roads and Bridges 
LA 104 guidance. This is summarised in Table 6.9. 
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Table 6.9  Summary of operational effects

Scheme element Effect Significance of 
Effect

Operational Phase 

Geologically Designated 
Sites

Potential generation of geological 
outcrops due to road cuttings

Neutral / slight 
(beneficial)

Removal / restricted access to 
mineral resources

Slight (adverse)Earth Embankments 

Impact the engineering properties of 
the underlying geology (i.e. 
consolidation)

Neutral / slight 
(adverse)

Impact the engineering properties of 
the underlying geology (i.e. 
consolidation)

Neutral / slight 
(adverse)

Structures (an overbridge, 
underpasses and culverts) 
and attenuation ponds

Removal or limit access to identified 
mineral resources

Neutral / slight 
(adverse)

Removal of mineral resources Neutral / slight 
(adverse)

Cuttings

Impacts on geology Neutral / slight 
(adverse)

Land contamination 

Human Health Potential risks to future maintenance 
workers

Neutral / slight 
(adverse)

Controlled Waters Potential impact on controlled waters Neutral / slight 
(adverse)

Geology and Mineral Resources 

6.7.12 The assessment identified a number of effects with respect to geology 
and mineral resources as summarised in Table 6.9. The assessment 
indicated the overall neutral / slight (adverse) significance of effect 
during the operational phase of the Scheme. Therefore, no further 
mitigation measures are considered necessary.

6.7.13 As no significant impacts during operation have been identified, there 
is no requirement for future monitoring of geology and mineral 
resources as a result of the Scheme. 

Land Contamination 

6.7.14 The completed assessments identified a number of effects with respect 
to land contamination as summarised in Table 6.9. The assessment 
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indicated a neutral / slight (adverse) effect during the operational phase 
of the Scheme presented by land contamination. 

6.7.15 The absence of the requirement for active mitigation is based on Section 
6.5.30. This includes inbuilt mitigation pertaining to land 
contamination, such as the reuse of site won or imported materials will 
be managed by a verification system applied via the Specification for 
Highways Works, Series 600 – Earthworks. This means that only 
materials deemed acceptable and suitable for reuse will be used during 
the construction works. 

6.7.16 In addition, the GQRA to assess the risks posed to future maintenance 
workers concluded that the risk posed to future personnel involved in 
maintenance works are considered to be neutral/slight (adverse). If 
further chemical testing was made available, this would be used to 
inform health and safety risk assessments for future maintenance 
workers and Scheme users.

6.7.17 As no significant impacts have been identified upon the findings of the 
assessment, there is no requirement for monitoring of land 
contamination during the operational phase of the Scheme.

6.7.18 The need for mitigation concerning groundwater and surface water 
management during operation is considered in Road Drainage and 
Water Environment (ES Volume 1 Chapter 7).

Construction Phase Mitigation and Monitoring 

6.7.19 No mitigation measures have been proposed further to those inbuilt into 
the design of the Scheme. Therefore, the construction effects remain 
unchanged to those summarised in Table 6.8.

Operational Phase Mitigation and Monitoring 

6.7.20 No mitigation measures have been proposed further to those inbuilt into 
the design of the Scheme. Therefore, the operation effects remain 
unchanged to those summarised in Table 6.9.
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6.8 Residual Effects

Residual Construction Effects

6.8.1 No significant effects are anticipated for the construction of the 
Scheme. 

Residual Operation Effects

6.8.2 No significant effects are anticipated for the operation of the Scheme. 
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7 Road Drainage and the Water Environment

7.1 Introduction
7.1.1 This chapter provides an assessment of the likely significant effects on 

the water environment that may arise from the Scheme. For the 
purposes of this chapter, the water environment is considered to 
comprise the following elements within the study area:

a) The water quality and hydromorphology of surface waters;
b) Groundwater quality impacts resulting from the Scheme;
c) Groundwater levels and flows; and 
d) Flood risk to and resulting from the project.

7.1.2 The chapter describes the baseline conditions of the existing water 
environment in the study area and the methodology used to assess 
potential impacts during the construction and operational phases of the 
Scheme, before presenting the results of those assessments and 
mitigation or monitoring deemed necessary. 

7.1.3 The assessment methodology follows the guidance set out in the Design 
Manual for Roads and Bridges (DMRB) LA 113, Road drainage and 
the water environment, subsequently referred to in the report as LA 113.  

7.1.4 Any associated effects on ecology are considered in Nature 
Conservation (Biodiversity) (ES Volume 1 Chapter 8). Effects water 
quality arising from existing land contamination are considered entirely 
in Ground Conditions (ES Volume 1 Chapter 6). 
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7.2 Policy Context and Relevant Guidance

European Legislation

7.2.1 Water Framework Directive (WFD) 2000/60/EC: the WFD provides 
a framework for the protection of inland surface waters (rivers and 
lakes), transitional waters (estuaries), coastal waters and groundwater. 
The Directive requires Member States to establish river basin districts 
and for each of these a river basin management plan (RBMP), which 
are prepared, implemented and reviewed every six years. The current 
period from 2015-21 is Cycle 2 of these RBMPs.  

7.2.2 Groundwater Daughter Directive 2006/118/EC: a daughter directive 
of the WFD, the Groundwater Directive establishes a regime which sets 
groundwater quality standards and introduces measures to prevent or 
limit inputs of pollutants into groundwater.  Amended by Directive 
2014/80/EU to clarify groundwater information to be provided to the 
European Commission.  Member States must provide information on 
groundwater bodies classified as being at risk and threshold values for 
the respective pollutants and indicators established.

7.2.3 Floods Directive 2007/60/EC: The Floods Directive requires Member 
States to assess if all watercourses and coast lines are at risk from 
flooding, to map the flood extent and assets and humans at risk in these 
areas and to take adequate and coordinated measures to reduce this 
flood risk. The Directive requires that flood risk management plans be 
prepared, implemented and reviewed every six years for each river 
basin district, in coordination with RBMPs prepared under the WFD.

7.2.4 Habitats Directive 92/43/EEC & Birds Directive 2009/147/EC: The 
Habitats Directive and Birds Directive ensure the conservation of a 
range of rare or threatened species.  They establish the EU-wide Natura 
2000 ecological network of protected areas to safeguard against 
potentially damaging developments.

7.2.5 Priority Substances Directive 2013/39/EU: The Priority Substances 
Directive amends WFD 2000/60/EC and the Directive on 
Environmental Quality Standards (Directive 2008/105/EC) by updating 
the list of priority substances that would apply to a WFD assessment. 

7.2.6 Urban Wastewater Treatment Directive 91/271/EEC (as amended) 
(UWWT Directive (consolidated)): this Directive concerns the 
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collection, treatment and discharge of urban waste water and the 
treatment and discharge of waste water from certain industrial sectors. 
The objective of the Directive is to protect the environment from the 
adverse effects of the above-mentioned wastewater discharges.

National Legislation

7.2.7 Environmental Protection Act 1990: The Act makes provision to 
control pollution arising from industrial and other processes for waste 
management.

7.2.8 Land Drainage Act 1991 (as amended): The Land Drainage Act 1991 
requires that a watercourse be maintained by its owner.  The Act 
provides functions to internal drainage boards and local authorities to 
manage watercourses and provide consenting powers for proposed 
works to watercourses associated with development. 

7.2.9 Water Resources Act (England and Wales) 1991 (Amended 2009): 
The Water Resources Act 1991 (WRA) (as amended) sets out the 
responsibilities of Natural Resources Wales (NRW) in relation to water 
pollution, resource management, flood defence, fisheries, and 
navigation.

7.2.10 Water Act 2003: The Water Act 2003 amends the Water Resources 
Act 1991 and the Water Industry Act 1991 to make provision with 
respect to compensation under Section 61 of the Water Resources Act 
1991.

7.2.11 Water Resources (Abstraction and Impounding) Regulations SI 
2006/641: These Regulations contain provisions relating to the 
licensing of abstraction and impounding of water in England and Wales 
in the light of amendments made by the Water Act 2003 to the Water 
Resources Act 1991.

7.2.12 Flood Risk Regulations 2009: The Flood Risk Regulations 2009 
transposes the EC Floods Directive (Directive 2008/60/EC) on the 
assessment and management of flood risk into domestic law in England 
and Wales and implements its provisions. The regulations designate a 
Local Lead Flood Authority (LLFA) and imposes duties on NRW and 
Lead Local Flood Authorities to prepare a number of documents 
including:

a) Preliminary Flood Risk Assessments;
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b) Flood hazard and flood risk maps; and
c) Flood Risk Management Plans.

7.2.13 Environmental Damage (Prevention and Remediation) (Wales) 
Regulations 2009: these regulations are based on the ‘polluter pays 
principle and impose obligations on operators of economic activities 
requiring them to prevent, limit or remediate environmental damage.  
They apply to damage to protected species, natural habitats, sites of 
special scientific interest (SSSIs), water and land and implement 
Directive 2004/35/EC, on environmental liability.

7.2.14 The Environmental Permitting (England and Wales) Regulations 
2010: these regulations provide a consolidated system of environmental 
permitting for England and Wales and extend the range of activities that 
require an environmental permit. This incorporates the Groundwater 
(England and Wales) Regulations 2009 (revoked), which implement 
parts of the WFD that apply to groundwater (such as the Groundwater 
Directive).  

7.2.15 Flood and Water Management Act 2010: The Act makes provision 
for water, including provision about the management of risks in 
connection with flooding and coastal erosion.

7.2.16 The Water Framework Directive (Standards and Classification) 
Directions England and Wales 2015: The WFD Directions presents 
the updated environmental standards to be used in the second cycle of 
the Water Framework Directive (2000/60/EC) river basin management 
planning process in England and Wales. Environmental standards help 
assess risks to ecological quality of the water environment.

7.2.17 Well-being of Future Generations (Wales) Act 2015: The Act 
strengthens existing governance arrangements for improving the social, 
economic, environmental and cultural well-being of Wales to ensure 
that present needs are met without compromising the ability of future 
generations to meet their own needs.  The Act ensures that when making 
decisions public bodies take into account the impact they could have on 
people living in Wales in the future.  

7.2.18 Welsh Government Water Strategy for Wales (2015): This strategy 
outlines the Welsh Government’s long-term policy direction relating to 
water. It focuses on ensuring a more integrated and sustainable 
approach is followed when managing water and associated services in 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 5 

Wales. It has been developed within this context, which will assist the 
implementation of our wider natural resource management policy. 

7.2.19 The Groundwater (Water Framework Directive) (Wales) Direction 
2016: this sets out instructions to NRW on obligations to protect 
groundwater, including requirements to monitor and set thresholds for 
pollutants, add new pollutants to the monitoring list and change the 
information reported to the European Commission.  

7.2.20 Environment (Wales) Act 2016: The Act puts in place the legislation 
needed to plan and manage Wales’ natural resources in a more 
proactive, sustainable and joined-up way.  The Act clarifies the law 
relating to shellfisheries, marine licencing, flood risk management and 
land drainage in Wales. 

7.2.21 Water Environment (Water Framework Directive) (England and 
Wales) Regulations 2017: The WFD was transposed into the Water 
Environment (Water Framework Directive) (England and Wales) 
Regulations 2017.  WFD is delivered in England and Wales through a 
framework of River Basin Management Plans (RBMPs). 

7.2.22 The Water Abstraction and Impounding (Exemptions) Regulations 
2017: specify enactments in the Water Resources Act 1991 so that 
nothing in those provisions can prevent the grant of an abstraction 
licence.  They provide for some further exemptions from the licensing 
restrictions under the Water Resources Act 1991.

National Planning Policy

7.2.23 The Wales Spatial Plan (2004): (WSP) sets out the planning agenda 
for Wales. Its main principle is that development should be sustainable 
and protect water resources and manage flood risk.

7.2.24 Planning Policy Wales Edition 10 (December 2018): (PPW) sets out 
the land use planning policies of the Welsh Government. It specifically 
outlines design approaches and techniques that improve water 
efficiency and minimise adverse impacts on water resources, surface 
water quality, the ecology of rivers and groundwater. It also ensures 
that new development is not exposed unnecessarily to flooding. 

7.2.25 Technical Advice Note (TAN) 5: Nature Conservation and 
Planning (2009): TAN 5 gives advice as to the consideration of impacts 
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on designated sites in relation to the water environment. 

7.2.26 Technical Advice Note (TAN) 15: Development and Flood Risk 
(2004): TAN 15 provides technical guidance which supplements the 
policy set out in PPW in relation to development and flooding.  It 
advises on development and flood risk and provides a framework for 
the assessment of flooding.

7.2.27 Welsh Government: Taking Wales Forward 2016-2021: sets out the 
priorities of Welsh Government.  It includes priorities relating to 
reductions in carbon emissions, delivering improvements to trunk roads 
and investment in flood defence / water management.

7.2.28 Schedule 3 of the Flood and Water Management Act 2010, 
Sustainable Drainage (Wales) Order: Schedule 3 of the Flood and 
Water Management Act 2010 (the 2010 Act) relates to provisions for 
sustainable drainage (SuDS). These include the establishment of a 
SuDS Approving Body (SAB) to be set up within the local authority 
alongside their lead local flood authority (LLFA) duty. SAB approval 
is required before construction of drainage systems can commence on 
new and redeveloped sites. Provided appropriate statutory National 
SuDS Standards are met, the SAB will be required to adopt and 
maintain the approved SuDS that serve more than one property.  

Regional Management Plans

7.2.29 Western Wales River Basin Management Plan (RBMP) 2015: River 
Basin Management Plans (RBMPs) are drawn up for the 11 river basin 
districts in England and Wales as a requirement of the WFD. The plan 
for the Western Wales River Basin District is managed by NRW and 
sets out the programme of measures needed to achieve the objective of 
the WFD over the next six-year period (2015-2021).

7.2.30 Western Wales Flood Risk Management Plan (FRMP) 2015: The 
Western Wales FRMP was first published in 2015 by NRW.  The plan 
gives an overview of the flood risk in the Western Wales River Basin 
District and set out intended priorities to manage and reduce flood risk 
over the next six years and beyond.  



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 7 

Local Planning Policy

7.2.31 Pembrokeshire Local Development Plan (LDP) 2013-2021: the 
following policies are considered relevant as part of this assessment:

GN1 General Development Policy, Point 8: Development will be 
permitted where it would not have a significant adverse 
impact on water quality;

GN2 Sustainable Design, Point 3: Development will be permitted 
where it incorporates a resource efficient and climate 
responsive design through location, orientation, density, 
layout, land use, materials, water conservation and the use 
of sustainable drainage systems and waste management 
solutions;

GN3 Infrastructure and New Development: Considers criteria 
where development generates a directly related need for 
new or improved infrastructure, services or community 
facilities;

GN23 Minerals Working, Point 4: Proposals for mineral working 
and extensions to existing sites will be permitted where 
there is provision for landscaping, groundwater protection, a 
beneficial after-use, restoration and post-closure 
management of the site, including the progressive 
restoration of sites where appropriate; and

GN24 Recycled Waste Materials and Secondary Aggregates, Point 
5: Proposals to use recycled waste materials as secondary 
aggregates (including the use of construction materials 
arising from demolition) will be permitted where there is 
provision for landscaping, groundwater protection, 
beneficial after-use, restoration, and post-closure 
management of the site, including wherever possible details 
of progressive restoration of the site.

7.2.32 Pembrokeshire Local Flood Risk Management Strategy 2015: as the 
LLFA, Pembrokeshire County Council has responsibility for ‘local 
flood risks’, which includes the risk of flooding from ordinary 
watercourses, surface runoff and groundwater.  The Council have 
published a Local Flood Risk Management Strategy that details 
responsibilities, measures, objectives and assessments of flood risk.  

7.2.33 The Order commencing Schedule 3 of the Flood and Water 
Management Act 2010 for Wales was made on 1 May 2018. The 
legislation, along with the regulations necessary for its implementation, 
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came into effect on 7 January 2019. From this date onwards:

a) All new developments of more than 1 house or where the 
construction area is 100m2 or more, will require sustainable 
drainage systems (SuDS) for managing surface water.

b) Drainage systems for all new developments must be designed and 
built in accordance with statutory SuDS standards.

c) Local authorities will become the SuDS Approving Body (SAB).
d) SuDS schemes must be approved by the local authority acting in 

its SAB role before construction work begins. The SAB will have 
a duty to adopt compliant SuDS so long as it is built and functions 
in accordance with the approved proposals, including any SAB 
conditions of approval.1

7.2.34 Commencement of Schedule 3 is intended to: 

a) Move provision of SuDS from a non-statutory to a statutory 
requirement; 

b) Ensure compliance with and consistency of standards for long 
term surface water management; 

c) Provide certainty for developers that SuDS will be adopted 
without the need for lengthy negotiation or significant expense; 

d) Reduce the risk of localised, surface water flooding; 
e) Mitigate pollution that may arise from surface water runoff; 
f) Reduce extra load on public sewers and the need for additional 

capacity; and 
g) Help safeguard water supplies.2

Relevant Guidance

7.2.35 The following assessment has been carried out following the DMRB 
Guidance LA 113 Road drainage and the water environment (formerly 
HD 45/09). 

1 https://gov.wales/topics/environmentcountryside/epq/flooding/drainage/?lang=en
2 http://www.assembly.wales/laid%20documents/sub-ld11779-em/sub-ld11779-em-e.pdf

https://gov.wales/topics/environmentcountryside/epq/flooding/drainage/?lang=en
http://www.assembly.wales/laid%20documents/sub-ld11779-em/sub-ld11779-em-e.pdf
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7.2.36 The Pollution Prevention Guidelines (PPGs) have now been revoked 
and in Wales are being replaced by the Guidance for Pollution 
Prevention (GPPs).  These provide guidance on similar areas of practice 
and where GPPs have yet to be issued, PPGs are still promoted as best 
practice in order to minimise pollution impacts during construction.  
The relevant guidance includes:

PPG 1 Understanding your environmental responsibilities – good 
environmental practices;

GPP 2 Above ground oil storage tanks;

PPG 3 Use and design of oil separators in surface water drainage 
systems;

GPP 4 Treatment and disposal of wastewater where there is no 
connection to the public foul sewer; 

GPP 5 Works and maintenance in or near water;

PPG 6 Working at construction and demolition sites;

PPG 7 Safe storage – The safe operation of refuelling facilities;

GPP 8 Safe storage and disposal of used oils;

GPP13 Vehicle washing and cleaning;

PPG18 Managing fire water and major spillages;

GPP21 Pollution incident response planning;

GPP22 Dealing with spills; and

GPP26 Safe storage – drums and intermediate bulk containers.

7.2.37 CIRIA Guidance used for the assessment includes:

Control of Water Pollution from Construction Sites – Guide to Good 
Practice (SP156);

Control of Water Pollution from Construction Sites – Guidance for 
Consultants and Contractors (C532);

Control of Water Pollution from Linear Construction Projects – 
Technical Guidance (C648); 

Environmental good practice on site (C692); and

Groundwater control: design and practice (second edition) (C750).
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Assumptions and Gaps in Information

7.2.38 Assessment of the drainage and the water environment aspects of the 
Scheme were carried out in accordance with DMRB, (ES Volume 11, 
Section 3, Part 10, LA 113), and supplementary methods as explained 
in the below sections for potential impacts not covered by this guidance.

7.2.39 Limitations and assumptions associated with the recommended 
methods are discussed below.

Surface Water

7.2.40 The accuracy of the baseline condition described in the assessment is 
dependent upon the accuracy of information obtained from NRW and 
its ‘Water Watch Wales’ website.

7.2.41 For the Highways England Water Risk Assessment Tool (HEWRAT) 
model, flow data is required. Due to the lack of flow data available for 
the watercourses in the study area, the Q95 flow was estimated using 
the LowFlows2 Tool3. The Q95 estimated is < 0.001 m3/s for all but 
one watercourse, in accordance with LA 113 guidance, where this is the 
case a Q95 of 0.001 m3/s is used. 

7.2.42 The water hardness for HEWRAT was estimated based on Dwr Cymru 
Welsh Water’s (DCWW’s) online checking service4.  This hardness of 
the local water supply (Narberth) was assumed to be a robust proxy of 
the water hardness in local watercourses/runoff in the absence of water 
quality testing as the local surface water and the three water hardness 
levels used by the HEWRAT model are based on broad ranges.

7.2.43 The threshold limits for soluble zinc and copper and for sediments are 
based on the limits set by the HEWRAT model. 

7.2.44 The Annual Average Daily Traffic (AADT) used for the HEWRAT 
model was based on data from the traffic forecasting undertaken for the 
Scheme.

7.2.45 The geomorphological assessment is a qualitative assessment of the 
risk, type and severity of potential geomorphological adjustment as a 

3LowFlows2 Tool - Accessed: https://www.hydrosolutions.co.uk/software/lowflows2/ (November 2019)
4 Dwr Cymru Welsh Water – Accessed: http://www.dwrcymru.com/en/In-Your-Area/Water-Quality.aspx  (November 
2019)

https://www.hydrosolutions.co.uk/software/lowflows2/
http://www.dwrcymru.com/en/In-Your-Area/Water-Quality.aspx
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result of the development including construction activities.

7.2.46 In the absence of drawings, it was assumed based on evidence from the 
site walkover that the existing route of the A40 is drained via 
conventional kerbs and gullies that discharge to local watercourses with 
no attenuation. 

Groundwater

7.2.47 The method outlined within Appendix C of LA 113 for the assessment 
of groundwater quality and run-off assumes infiltration into 
groundwater. As the road drainage discharges to minor watercourses 
with Q95 flows of 0.001m3/s or less, all road drainage outfalls have 
been included in the groundwater risk assessment.  
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7.3 Study Area

7.3.1 The study area for the assessment includes the geographical extent of 
the full scope of the works, along with surface and groundwater bodies 
within 500m. Where effects are deemed to have the potential to extend 
beyond 500m (i.e. due to hydrological connections to sensitive or 
protected waters) the study area is extended to the point of potential 
effect from the Scheme.  The furthest extent of the study area is limited 
to the point on a receiving watercourse or groundwater body whereby 
the significance of the effect of any potential impact is deemed to be 
neutral.

7.3.2 The 500m buffer was selected based on professional judgement of the 
potential impacts posed by the Scheme.  It is in line with study areas for 
assessments of the impact on the water environment undertaken for 
other highway construction projects.  Water bodies outside the 500m 
buffer were considered based on professional judgement of their value 
and connectivity to the Scheme area. 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 13 

7.4 Baseline Conditions

Baseline Methodology

7.4.1 The drainage and water environment baseline data for the study area 
has been obtained from a combination of desktop study, walkover 
survey, ground investigation works and consultation with relevant 
bodies.

7.4.2 For the surface and groundwater baseline description, information was 
obtained from the following sources:

a) NRW ‘Water Watch Wales’5;
b) NRW (2015) Western Wales River Basin Management Plan;
c) Envirocheck Report; provided within the Supplementary 

Preliminary Sources Study Report (SPSSR) prepared by Arup in 
December 2017 (ES Volume 3, Appendix 6.1); 

d) Online historical maps6;
e) Lle: Welsh Government Geo-Portal7;
f) A site walkover on 8th August 2019;
g) Consultation with NRW through stakeholder responses on the 

scoping report;
h) Ground investigation report (ES Volume 3, Appendix 6.4); 
i) Ordnance Survey (OS) topographical maps8;
j) The Coal Authority interactive map viewer9;
k) The Mineral Resources Map for Wales10;
l) Geological mapping11; and
m) The British Geological Survey (BGS) borehole records database12;

7.4.3 The flood risk baseline was informed by NRW’s flood map viewer13.

7.4.4 The baseline describes the existing condition of surface and 
groundwater bodies, flood risk and road drainage layout within the 
study area.  The importance or sensitivity to change is considered for 

5 http://waterwatchwales.naturalresourceswales.gov.uk/en/ (last accessed November 2019)
6 https://www.old-maps.co.uk (Accessed July 2019)
7 http://lle.gov.wales/home (last accessed November 2019)
8 https://www.bing.com/maps (last accessed November 2019)
9 http://mapapps2.bgs.ac.uk/coalauthority/home.html (last accessed September 2019)
10 http://www.bgs.ac.uk/mineralsuk/planning/resource.html#MRW (last accessed September 2019)
11 http://mapapps.bgs.ac.uk/geologyofbritain/home.html (last accessed September 2019)
12 http://www.bgs.ac.uk/data/boreholescans/home.html (last accessed September 2019)
13 NRW Flood Mapping: https://naturalresources.wales/evidence-and-data/maps/long-term-flood-risk/?lang=en (last 
accessed November 2019) (last accessed September 2019)

http://waterwatchwales.naturalresourceswales.gov.uk/en/
https://www.old-maps.co.uk/
http://lle.gov.wales/home
https://www.bing.com/maps
http://mapapps2.bgs.ac.uk/coalauthority/home.html
http://www.bgs.ac.uk/mineralsuk/planning/resource.html#MRW
http://mapapps.bgs.ac.uk/geologyofbritain/home.html
http://www.bgs.ac.uk/data/boreholescans/home.html
https://naturalresources.wales/evidence-and-data/maps/long-term-flood-risk/?lang=en
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each water feature. Table 7-1 sets out the attributes for each water 
feature considered in defining the baseline.  This was adapted from LA 
113 to also take account of WFD attributes.

Table 7-1  Surface water features, their attributes and indicators of quality (adapted from 
LA 113)

Feature Attribute/Service Indicator of quality Possible measure

Water 
Supply/quality

Amount used for water 
supply (potable);
Amount used for water 
supply 
(industrial/agricultural);
Chemical water quality.

Location and number of 
abstraction points;
Volume abstracted 
daily;
Physio-chemical quality 
elements of WFD 
ecological status;
Supporting hydrological 
regime element of WFD 
ecological status.

Dilution and 
removal of waste 
products

Presence of surface 
water discharges and 
effluent discharges.

Daily volume of 
discharge 
(treated/untreated)

Recreation Access to watercourse;
Use of watercourse for 
recreation.

Length of watercourse 
used for recreation 
(fishing, water sports) 
and number of clubs

Biological water 
quality

WFD ecological status 
class; NRW routine fish 
and/or invertebrate 
monitoring data

Biodiversity

Fisheries quality Fish Status;
Supporting 
hydromorphological 
element of WFD 
ecological status, 
includes 
geomorphology

Value to economy Value of use of 
watercourse

Length of watercourse 
used for recreation 
commercially;
Number of people 
employed;
Length of riverbank 
developed;
Length of watercourse 
fished commercially.

Watercourse

Conveyance of 
flow

Presence of 
watercourses

Number and size of 
watercourses



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 15 

Feature Attribute/Service Indicator of quality Possible measure
Number of 
watercourses artificially 
managed to control 
flow/levels

Floodplain Conveyance of 
flood flows

Presence of floodplain;
Flood flows.

Developed area within 
extent of floodplain 
affected; as determined 
from hydraulic 
modelling
Flood risk
Mean annual flood

Water 
supply/quality

Amount used for water 
supply (potable);
Amount used for water 
supply 
(industrial/agricultural).

WFD groundwater 
quantitative and 
chemical status
Catchment abstraction 
management Strategy
(CAMS) status
Location and number of 
abstraction points
Volume abstracted daily 
and use (potable most
important)
Location and grade of 
Source Protection Zone 
(SPZ)

Soakaway Presence of soakaways 
or other discharges to 
the ground.

Location and number of 
discharge points; and
daily volume 
discharged.

Vulnerability Groundwater 
vulnerability.

Classification of aquifer 
vulnerability.

Economic value Extent of use for 
abstractions.

Number of people 
employed, cost of 
alternatives

Conveyance of 
flow

Presence of 
groundwater supported 
watercourses;
Potential for 
groundwater flooding;
Groundwater 
interception by road 
structures or drainage.

Changes to groundwater 
recharge, levels or 
flows;
Number and size of 
watercourses.

Groundwater

Biodiversity Presence of 
groundwater supported 
wetlands.

Changes to groundwater 
recharge, levels or 
flows.
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Feature Attribute/Service Indicator of quality Possible measure
Status or classification 
of wetland including 
GWDTE (Ground 
Water Dependant 
Terrestrial Ecosystems) 
under WFD

7.4.5 Table 7-2 sets out the sensitivity criteria for each water feature 
considered in defining the baseline and the respective value. 

Table 7-2  Criteria for estimating the importance of environmental attributes (adapted 
from LA 113: Table 3.70)

Importance Criteria Examples 
Very High Attribute has a high 

quality and rarity on 
regional or national 
scale

Surface water: Watercourse having a WFD 
classification shown in a RBMP and Q95 ≥ 1 .0 
m3/s. Site protected/designated under EC or UK 
legislation (Special Areas of Conservation (SAC), 
Special Protection Area (SPA), Site of Special 
Scientific Interest (SSSI), Ramsar site, salmonid 
water)/Species protected by EC legislation Ecology 
and Nature Conservation.
Groundwater: Principal aquifer providing a 
regionally important resource and/or supporting a 
site protected under EC and UK legislation Ecology 
and Nature Conservation. Groundwater locally 
supports GWDTE SPZ1
Flood risk: Essential infrastructure or highly 
vulnerable development

High Attribute has a high 
quality and rarity on 
local scale

Surface water: Watercourse having a WFD 
classification shown in a RBMP and Q95 <1.0m3/s. 
Species protected under EC or UK legislation 
Ecology and Nature Conservation.
Groundwater: Principal aquifer providing locally 
important resource or supporting a river ecosystem. 
Groundwater supports a GWDTE SPZ2
Flood risk: More vulnerable development

Medium Attribute has a medium 
quality and rarity on 
local scale 

Surface water: Watercourses not having a WFD 
classification shown in a RBMP and Q95 
>0.001m3/s.
Groundwater: Aquifer providing water for 
agricultural or industrial use with limited connection 
to surface water. SPZ3
Flood risk: Less vulnerable development

Low Attribute has a low 
quality and rarity on 
local scale 

Surface water: Watercourses not having a WFD 
classification shown in a RBMP and Q95 
≤0.001m3/s.
Groundwater: Unproductive strata
Flood risk: Water compatible development



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 17 

Overview of Baseline

Surface Water 

7.4.6 A desk study of freely available mapping and aerial imagery has 
identified the following surface water features in the study area, the 
features are shown on Surface Water Features (ES Volume 2, Figure 
7.1).

a) There are multiple unnamed tributaries of Longford Brook to 
the north of the A40. The Longford Brook catchment is to the 
north of the ridgeline, with the closest unnamed tributary shown 
on OS mapping 40m to the north of the Scheme at chainage 
1+600. From west to east, these watercourses are labelled 1, 2, 3, 
10 and 11. 

b) Unnamed tributaries of the Afon Marlais are within the 500m 
study area; labelled in Surface Water Features (ES Volume 2, 
Figure 7.1. From site visit observations, Tributary ID8 could be 
described as a drainage ditch, and 9 and 7 are streams. As shown 
in WFD Surface Water Bodies (ES Volume 2, Figure 7.2), the 
Afon Marlais catchment forms the southern side of the ridgeline, 
with the majority of the Scheme being in this area. As confirmed 
on the Lle: Welsh Government Geo-Portal7, the Afon Marlais 
main river starts at the A478, 550m to the south west of the 
crossing point. 

c) Unnamed tributaries of Narbeth Brook. As shown in WFD 
Surface Water Bodies (ES Volume 2, Figure 7.2), the Narberth 
Brook catchment lies to the west of the Afon Marlais catchment. 
The western edge of the Scheme from chainage 0+600 is within 
this catchment. Narberth Brook itself and the associated Cleddau 
Rivers SAC and SSSI designations are located 1.5km downstream 
from the Scheme. Watercourses are shown on OS mapping in 
Surface Water Features (ES Volume 2, Figure 7.1) to rise 20m 
south of the existing A40 at Redstone Farm and would be crossed 
by the Scheme. These are considered as ephemeral streams which 
would flow during wetter periods. Watercourse ID6 was observed 
to have very low flows during dry periods immediately south of 
the well visible on OS mapping to the west of Redstone Cross, but 
is a fast flowing shingle bottomed woodland streams further south 
towards Watercourse ID4.

d) Seven ponds shown on OS mapping labelled A-G on Surface 
Water Features (ES Volume 2, Figure 7.1) are within 500m of 
the Scheme. All of the ponds appear to have no connection to the 
wider surface water drainage network. Therefore, impacts on these 
features would only occur as a result of changes in groundwater 
level which is assessed within Groundwater flow and level 
assessment (ES Volume 3, Appendix 7.4). 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 18 

e) Groundwater dependant features at multiple locations. As the 
proposed route follows the watershed between multiple 
catchments, the watercourses described above start within the 
study area, with the majority shown on OS mapping as being 
spring-fed. Groundwater dependant features are labelled in 
Groundwater dependent features (ES Volume 2, Figure 7.5).  

7.4.7 There are no gauging stations present on the watercourses in the study 
area. Therefore, flow data for these watercourses is not available from 
the National River Flow Archive14 or the NRW river levels website15. 

7.4.8 The Envirocheck report PSSR (ES Volume 3, Appendix 6.1) shows 
there are no abstraction licenses or Source Protection Zones (SPZs) 
within the study area. The report also identifies no consented discharges 
within the study area, the closest active discharge consent is a sewage 
discharge into an unnamed tributary of Eastern Claddau, 780m south 
west of the A40 and Redstone Road junction. 

Groundwater 

7.4.9 The local hydrogeological regime and encountered groundwater levels 
are detailed in Groundwater flow and level assessment (ES volume 
3, Appendix 7.4): Groundwater Flow and Level Assessment. In 
summary, the bedrock underlying the Scheme comprises largely 
impermeable formations classified by NRW as a Secondary A and B 
aquifer and with superficial deposits; where present in the valley 
bottoms16, classed as unproductive strata. The bedrock and superficial 
aquifers are designated as being of high vulnerability to groundwater 
pollution due to their high-leaching soils being able to easily transmit 
pollution17. As shown in WFD Groundwater Bodies (ES Volume 2, 
Figure 7.3), the Scheme is underlain by two WFD groundwater bodies, 
the Tywi, Taf and Gwendraeths and the Cleddau and Pembrokeshire. 

7.4.10 Groundwater flow is largely anticipated within the weathered rock 
through fractures and features discharging at topographical low points, 
fault zones or at geological boundaries as springs. 

7.4.11 Shallow groundwater is present beneath the majority of the site, where 

14 National River Flow Archive. Accessed at: www.nrfa.ceh.ac.uk on 21st February 2019.
15 Natural Resources Wales: River Level Map. Accessed at: https://naturalresources.wales/riverlevels?lang=en on 21st 
February 2019. 
16 BGS GeoIndex Onshore Aquifer Designation Wales map. Accessed at http://mapapps2.bgs.ac.uk/geoindex/home.html on 
21st February 2019. 
17 BGS GeoIndex Onshore Groundwater Vulnerability Wales map. Accessed at 
http://mapapps2.bgs.ac.uk/geoindex/home.html on 21st February 2019.

http://www.nrfa.ceh.ac.uk/
http://mapapps2.bgs.ac.uk/geoindex/home.html
http://mapapps2.bgs.ac.uk/geoindex/home.html
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the underlying bedrock does not provide sufficient drainage. This is 
with an exception of the western end where the underlying sandstone 
allow better drainage and groundwater is present at depth. The 
monitored groundwater levels typically were between 1-2m bgl, with 
deeper groundwater encountered in the western part (4-5m bgl). It needs 
to be noted that the monitored levels are subject to seasonal variations. 
The monitored levels are likely to represent winter (wetter) conditions 
with groundwater levels reducing during the lower recharge in the 
summer months. Therefore, the baseline is considered to represent 
worst case scenario.

7.4.12 Springs and associated headwaters are the primary groundwater 
dependent features. Groundwater dependent terrestrial ecosystems 
(GWDTE) have also been identified within the study area as shown on 
WFD Groundwater Bodies (ES Volume 2, Figure 7.5). The National 
Vegetation Classifcation (NVC) Surveys18 (ES Volume 3, Appendix 
8.2) identified W6 Alnus glutinosa – Urtica dioica community present 
along a watercourse and narrow valley bottom. All identified 
groundwater dependent features are listed in Table 7-4 below and 
detailed in Surface Water Flood Risk (ES Volume 3, Appendix 7.4): 
Groundwater Flow and Level Assessment.

7.4.13 Ground Conditions (ES Volume 1 Chapter 6) contains a detailed 
baseline of the underlying geology and ground conditions of the 
Scheme. 

WFD Status

7.4.14 The study area includes three WFD surface water bodies and two WFD 
groundwater bodies; shown in (ES Volume 2, Figure 7.2 and Figure 
7.3) respectively. These are:

a) Longford Brook – headwaters to confluence with E. Cleddau river 
water body;

b) Marlais – headwaters to confluence with Taf river water body;
c) Narbeth Brook - headwaters to conf with E. Cleddau river water 

body;
d) Tywi, Taf and Gwendraeths groundwater body; and
e) Cleddau and Pembrokeshire groundwater body.

7.4.15 The current status, failing elements and reasons for failure of each of 

18 TerraAqua, Ecological Servies, A40 Penblewin to Redstone Cross Improvements. NVC Vegetation Survey Revision 3; 
for Ove Arup & Partners Ltd, August 2019
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these WFD water bodies (surface water and groundwater) is 
summarised in Table 7-3.

7.4.16 The Cleddau Rivers SAC is approximately 1.1 km at its closest point to 
the north of the Scheme. The Longford Brook and Narberth Brook both 
flow into the Cleddau River SAC. The SAC is approximately 2 km 
downstream of where the Scheme crosses a tributary of the Narberth 
Brook and 2.5 km downstream of the source of the Longford Brook 
tributary, to the north of the Scheme. The SAC is designated due to the 
presence of Bullhead, River Lamprey, Brook Lamprey, Otter and Sea 
Lamprey, along with rare habitats including rivers with floating 
vegetation often dominated by water-crowfoot, active raised bogs and 
alder woodlands on floodplains. Due to distance downstream, it is not 
considered that there is a risk to the SAC water environment. This is 
supported by the HEWRAT model incorporating the risk of a protected 
site within 1 km; whereas the closest watercourse directly affected is a 
tributary of Narberth Brook 2 km upstream of the SAC. Potential 
impacts to the site and associated ecology is addressed in the Nature 
Conservation chapter of the Environmental Statement (Chapter 8).
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Table 7-3  Summary of WFD water bodies in the study area. Information relevant for Cycle 2 of the WFD (2015-2021) and obtained from 
http://waterwatchwales.naturalresourceswales.gov.uk/en/ (Accessed on 11th September 2018).

WFD Waterbody Narberth Brook - 
HW to conf with E. 
Cleddau

Longford Brook - 
HW to confluence 
with E. Cleddau

Marlais - 
headwaters to 
confluence with Taf

Tywi, Taf and 
Gwendraeths

Cleddau and 
Pembrokeshire

ID GB110061030660 GB110061030680 GB110060029240 GB41002G200500 GB41002G200400

Type of Waterbody River River River Groundwater Groundwater

Management Catchment Cleddau and 
Pembrokeshire 
Coastal Rivers

Cleddau and 
Pembrokeshire 
Coastal Rivers

Carmarthen Bay and 
the Gower

WA South West WA South West

Area (km2) 17.89 14.54 26.63 1,947.43 1,115.63

Heavily Modified Water 
Body / Artificial Water 
Body?

No No No No No

Overall Status Moderate Moderate Moderate Poor Poor

Objective NA Good by 2021 NA Poor by 2015 Good by 2021

Chemical Status Good Good Good Poor Poor

Ecological Status (river), 
Quantitative Status 
(groundwater)

Moderate Moderate Moderate Good Good

http://waterwatchwales.naturalresourceswales.gov.uk/en/
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WFD Waterbody Narberth Brook - 
HW to conf with E. 
Cleddau

Longford Brook - 
HW to confluence 
with E. Cleddau

Marlais - 
headwaters to 
confluence with Taf

Tywi, Taf and 
Gwendraeths

Cleddau and 
Pembrokeshire

Driver of failure to achieve 
Good status

Macrophytes and 
Phytobenthos 
Combined

Fish (2015), 
Macrophytes and 
Phytobenthos 
Combined (2018), 
Biochemical Oxygen 
Demand (BOD) 
(2018)

Ammonia (Phys-
Chem) 

Chemical Dependent 
Surface Water Body 
Status

Chemical GWDTEs 
test

Reason for not achieving 
Good status

Unknown (Pending 
Investigation)

Ammonia (Fish)
Unknown (pending 
investigation)

Unknown (Pending 
Investigation)

Point source 
pollution from 
abandoned mines.

Unknown

Other (including Mitigation 
Measures)

Reduce diffuse 
source pollution at 
source by controlling 
or managing diffuse 
source inputs. 
Cleddau Rivers SAC 
at downstream end of 
catchment.
To be targeted by 
NRW to 
achievements in 
status by 2021



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 23 

Flood Risk 

7.4.17 The route of the Scheme is classified as not presenting a risk of flooding 
from rivers and sea, based on NRW’s flood map viewer13. All areas of 
the Scheme route are designated as Zone A on Welsh Government’s 
TAN15 mapping. Areas designated as Zone A are at little or no risk of 
fluvial or coastal/tidal flooding.  

7.4.18 The surface water flood risk within the study area; shown in Surface 
Water Flood Risk (ES Volume 2, Figure 7.4) shows the Scheme 
crosses some areas which have been identified as at risk of surface 
water flooding. These areas correspond to low points in the existing 
topography associated with existing watercourses. 

7.4.19 As stated within the Pembrokeshire County Council Local Flood Risk 
Management Strategy 2015, groundwater flooding is not a significant 
issue in Pembrokeshire. 

7.4.20 The Western Wales Flood Risk Management Plan and Pembrokeshire 
County Council’s Flood Risk Management Strategy do not indicate any 
measures to reduce flood risk in the study area. 

Environmental Value of Water Features

7.4.21 Table 7-4 identifies the water features identified in the study and 
ascribes them a value for the assessment (see Table 7-2 for description 
of the values)
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Table 7-4  Value of Water Features with the potential to be impacted. Features within the 
study area that have no potential to be impacted (e.g. those which are not hydrologically 
connected to the Scheme area) are excluded.

ID Feature Name Chainage Value Justification

Surface Waters (shown on Figure 7.1)

4 Unnamed 
tributary of 
Narberth Brook

0+000 Medium No WFD classification shown in a 
RBMP
Q95 ≤0.002m3/s 
Not considered that there is a risk 
to the SAC water environment due 
to distance downstream.

5 Unnamed 
tributary of 
Narberth Brook 

0+450 Medium No WFD classification shown in a 
RBMP
Q95 ≤0.002m3/s 
Not considered that there is a risk 
to the SAC water environment due 
to distance downstream.

6 Unnamed 
tributary of 
Narberth Brook 

0+450 Low No WFD classification shown in a 
RBMP
Watercourse shown on OS 
mapping, dry on inspection, Q95 
≤0.001m3/s 
Not considered that there is a risk 
to the SAC water environment due 
to distance downstream.

7 Unnamed 
tributary of Afon 
Marlais 

0+860 Low No WFD classification shown in a 
RBMP
Small upstream watercourse on 
field boundary within woodland. 
Watercourse not shown on OS 
mapping. Q95 ≤0.001m3/s

8 Unnamed 
tributary of Afon 
Marlais 

1+300 Low No WFD classification shown in a 
RBMP, shown on OS mapping.
Field drain, dry on inspection in 
low flow period, Q95 ≤0.001m3/s

9 Unnamed 
tributary of Afon 
Marlais 

1+400 Low No WFD classification shown in a 
RBMP, shown on OS mapping.
Field drain, dry on inspection in 
low flow period, Q95 ≤0.001m3/s

Groundwater WFD bodies (shown on Figure 7.3)

Tywi, Taf and 
Gwendraeths 
WFD water body

Eastern 
portion of 
route

Medium Secondary B Aquifer

Cleddau and 
Pembrokeshire 
WFD water body

Western 
portion of 
route

Medium Secondary B Aquifer
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ID Feature Name Chainage Value Justification

Groundwater dependant features (shown on Figure 7.5)

GW1 Spring 0+100

GW2 0+420

GW3

Collects 

0+280

GW4 Springs 0+500

GW5 Issues 0+700

GW6 Issues 1+150

GW7 Headwaters of 
unnamed tributary 
of Longford 
Brook 

1+590

Medium Headwaters of unnamed tributaries 
of Longford Brook. No WFD 
classification. No data on Q95 
flows. Longford Brook feeds into 
SAC.

GW8 Spring 1+150

GW9 Collects  0+780

GW10 Collects 1+100

GW11 Issues 1+100

Low Headwaters of unnamed tributaries 
of Afon Marlais. Sensitivity 
derived based on sensitivity of the 
receiving watercourses, as detailed 
above.

GW12 Issues 0+420 Medium

GW13 Issues 0+420 Medium

GW14 Headwaters of 
unnamed tributary 
of Narberth Brook

0+480 Low

Headwaters of unnamed tributaries 
of Narbeth Brook. Sensitivity 
derived based on sensitivity of the 
receiving watercourses, as detailed 
above.

GW15 Well 0+480 Low Local abstraction point

GW16 GWDTE 
Woodland habitat 
(W6 Alnus 
glutinosa - Urtica 
dioica woodland)

1+400 High19 According to the NVC report (ES 
Volume 3, Appendix 8.2), all of the 
woodlands in would be considered 
lowland mixed deciduous 
woodlands under the meaning of 
the Environment (Wales) Act 2016 
and are therefore listed as a Habitat 
of Principal Importance for 
maintaining and enhancing 
Biodiversity in relation to Wales.

A Pond 1+779

B Pond 1+779

C & D Ponds 1+100

E Pond 0+680

F Pond 0+570

G Pond - Flooded 
quarry

0+100

Low Ponds do not feed into the wider 
surface water environment. Local 
features.

19 Taken from Table B LA113 
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ID Feature Name Chainage Value Justification

Flood Risk (water features receiving runoff or being physically modified by the Scheme 
only)

7 Unnamed 
tributary of Afon 
Marlais (culverted 
and outfall added)

0+860 Low

8 Unnamed 
tributary of Afon 
Marlais 
(physically 
modified and 
outfall added)

1+300 Low

9 Unnamed 
tributary of Afon 
Marlais 
(culverted)

1+400 Low

6 Unnamed 
tributary of 
Narberth Brook 
(culverted and 
outfall added)

0+450 Low

4 Unnamed 
tributary of 
Narberth Brook 
(Addition of 
outfall)

0+000 Low

There are no properties in the 
immediate vicinity of the proposed 
physical modification.

Groundwater Scheme-
wide

Low There is no history of groundwater 
flooding along the proposed 
alignment.
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7.5 Assessment Methodology

Introduction

7.5.1 The assessment was undertaken in accordance with LA 113, which 
provides the methodology and criteria for identifying likely impacts of 
a proposed road scheme on the water environment and predicting their 
magnitude and the significance of the resulting effects.  There are three 
principal types of impact assessed as part of the LA 113 approach:

1. Impacts on surface waters:

a) water quality (routine runoff and spillage);

a) hydromorphology;
2. Impacts on groundwater:

a) water quality (routine runoff and spillage);

b) groundwater levels and flows (detailed assessment within ES 
Volume 3, Appendix 7.4);

c) groundwater dependent terrestrial ecosystems and other  
groundwater dependant features;

3. Flood impacts. 

7.5.2 The methodology used for the assessment of each topic area has four 
key steps:

Step 1 Identification of water features within the study area and 
an assessment of the importance/value/sensitivity of each 
of these receptors, using the criteria in Table 7-2;

Step 2 Identification of potential impacts to the water features 
identified in Step 1, from construction and/or operation. 
Under the WFD, an impact is defined as causing a 
deterioration in the status of a water body or preventing a 
water body from reaching Good status in the future;

Step 3 Assessment of the potential magnitude of any construction 
or operation impacts on the receptor, using the criteria in 
Table 7-5; and

Step 4 Assessment of the overall significance of effects to 
receptors, using the matrix in Table 7-6. Significant effects 
typically comprise residual effects that are within the 
moderate, large or very large categories. The significance 
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of effect has been assigned based on reasoned argument, 
the professional judgement of competent experts and 
consultation with relevant stakeholders. 

7.5.3 The Scoping response received from NRW on 7th November 2019 
confirmed that they are satisfied with the proposed methodology.

Table 7-5  Criteria for estimating the magnitude of an impact (adapted from LA 113: 
Table 3.71)

Importance Criteria

Major Adverse Results in loss of attribute and/or quality and integrity of the 
attribute.

Moderate 
Adverse

Results in effect on integrity of attribute, or loss of part of 
attribute

Minor Adverse Results in some measurable change in attributes, quality or 
vulnerability

Negligible Results in effect on attribute but of insufficient magnitude to 
affect the use or integrity 

Minor Beneficial Results in some beneficial effect on attribute or a reduced risk of 
negative effect occurring

Moderate 
Beneficial 

Results in moderate improvement of attribute quality

Major Beneficial Results in major improvement of attribute quality

Table 7-6  Significance matrix (adapted from DMRB LA 104: Table 3.8.1 (as referenced 
in LA 113))

Magnitude of impact (degree of change)

No 
change

Negligible Minor Moderate Major

Very High Neutral Slight Moderate 
or Large

Large or 
Very Large

Very Large

High Neutral Slight Slight or 
Moderate

Moderate or 
Large

Large or 
Very Large

Medium Neutral Neutral or 
Slight

Slight Moderate Moderate or 
Large

Low Neutral Neutral or 
Slight

Neutral or 
Slight

Slight Slight or 
Moderate

E
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Negligible Neutral Neutral Neutral or 
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Methodology for Construction Impacts

7.5.4 The assessment of construction impacts follows the guidance set out in 
LA 113, which recommends that construction impacts are considered 
using the source – pathway – receptor approach and defers specific 
guidance of bridge/highway construction impacts to CIRIA 648 Control 
of Water Pollution from Linear Construction Projects. Potential impacts 
that are considered include:

7.5.5 Potential surface water impacts: impacts to surface water quality 
from sediment runoff, spillages or discharges and impacts on fish or eel 
passage/spawning due to noise, light, vibration or physical 
modification.

7.5.6 Hydro morphological impacts: Working in or near watercourses 
modifying flow processes and sediment movement. 

7.5.7 Potential groundwater quality impacts: Impacts on groundwater 
quality due to spillages and discharges during construction. 

7.5.8 Potential groundwater level and flow impacts: Changes to 
groundwater levels and any subsequent impacts on surface water flows 
resulting from construction activities including dewatering are 
considered within Groundwater flow and level assessment (ES 
Volume 3, Appendix 7.4). 

7.5.9 Potential flood risk impacts: impacts to flood risk from activities such 
as the removal of topsoil and creation of hardstanding during 
construction. 

7.5.10 This assessment assesses construction impacts before construction 
management measures are incorporated by the contractor. Standard 
construction practices along with additional specific mitigation 
measures are both considered as additional mitigation, detailed in 
Section 7.7.  Cumulative impacts as a result of construction phasing is 
also assessed. 

Methodology for Operational Impacts 

7.5.11 An assessment of the potential impacts during operation has been 
undertaken for the seven assessment components as set out below.
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Surface Water

7.5.12 Routine runoff and surface water quality: An assessment of the 
potential impacts of routine runoff on surface waters was undertaken to 
determine whether there may be an environmental risk and if pollution 
mitigation measures are needed. The HEWRAT was used to assess 
short term risks from intermittent discharge (i.e. first flush) and the tool 
outputs are also compared against Environmental Quality Standards 
(EQSs) to assess the potential for annual cumulative impacts.

7.5.13 The methodology assesses the impact of road drainage water with any 
pollutants it contains, based on the predicted traffic volumes, the 
carriageway surface area and the local climate conditions.  The impact 
assessment methodology dealing with water quality considers potential 
dilution within the receiving watercourse, the morphology and 
sensitivity of the watercourse and any protected sites downstream of the 
discharge point.  Baseline surface water quality monitoring is not 
required for the HEWRAT method, and this has therefore not been 
carried out. Water quality data for the operational phase of the Scheme 
will be collected to confirm that the drainage design of the Scheme 
provides sufficient treatment measures to ensure there is no adverse 
effect upon the wider water environment.  

7.5.14 Hydro morphological assessment: a qualitative assessment of 
possible impacts on the river hydro morphology has been undertaken 
based on a fluvial geomorphologist’s understanding of the potential for 
impacts to the watercourse. The flow dynamics and sediment transport 
processes and the subsequent effects which this might have on the 
ecological potential of the water body have been based on experience 
of previous schemes and a theoretical understanding of flow. Potential 
geomorphological responses to any anticipated changes in flow 
dynamics were evaluated.

7.5.15 Within this assessment, consideration has been made to the findings of 
a standalone WFD compliance assessment, which considers any 
potential impacts on WFD quality elements (e.g. hydrology and 
morphology) which may cause a deterioration in the status of a quality 
element or prevent it from reaching good status in the future. The WFD 
compliance assessment can be found in Assessment of Effects on 
Water Framework Directive Watercourses (ES Volume 3, Appendix 
7.1).
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Groundwater 

7.5.16 Groundwater quality impacts from routine run off: Appendix C of 
LA 113 provides a methodology to assess the risk of impact on 
groundwater quality from routine runoff. This risk assessment 
procedure is based on the source-pathway-receptor (S-P-R) protocol. 
The principles of this approach were applied to the discharge of road 
drainage where: 

a) The source comprises the road drainage water with any pollutants 
(quantified using HEWRAT) it contained as it enters any unlined 
ditch or watercourse, attenuation basin or soakaway discharge 
system that in accordance with LA 113 has potential to transmit 
water through the ground to groundwater;

b) The pathway represents the processes that may modify the 
pollutants during transmission through the discharge system and 
the ground until the actual ‘point of entry’ to groundwater; and

c) The receptor is the groundwater.

7.5.17 For there to be a risk of impact to groundwater, all elements of the S-P-
R model have to be present to create a pollutant linkage.  In accordance 
with LA 113, a pathway to the groundwater receptor is only considered 
to be feasible if:

1) infiltration of routine runoff to ground is proposed as part of 
the project;

2) unlined road drainage is proposed;

3) road drainage discharges to a watercourse that dries up in 
most years; or

4) the Q95 flow of the watercourse is one litre per second (Q95 
<0.001m3/s) or less

7.5.18 Where the proposed outfalls meet the criteria above the LA 113 
Appendix C assessment has been carried out. 

7.5.19 Groundwater quality impacts from accidental spillage: the 
operational pollution effects from accidental spillage were calculated 
using Appendix D of LA 113 guidance.  When considering the risk of 
spillages, the calculated spillage risk return period must not be greater 
than 1 in 100 years, or 1 in 200 years where spillage could affect 
protected areas for conservation such as Sites of Special Scientific 
Interest (SSSIs), Special Protection Areas (SPAs) and Special Areas of 
Conservation (SACs). 
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7.5.20 For assessment of the risk posed by accidental spillage, in line with LA 
113 guidance, if the annual probability that a spillage would cause a 
serious pollution incident to a water body is less than 1%, then the risk 
posed is considered acceptable and no further assessment has been 
carried out.

7.5.21 The risk have been assessed initially without any mitigation measures. 
If mitigation measures are needed to reduce the probability, a reduction 
factor has been applied, depending on the type of mitigation applied.

7.5.22 Groundwater Levels and Flows: Appendix A of LA 113 provides a 
methodology to assess the risk of impact on groundwater level and 
flow, including guidance on assigning importance of GWDTE’s. This 
has been carried out within Groundwater flow and level assessment 
(ES Volume 3, Appendix 7.4) using information from the Ground 
Investigation Report. The outcomes of this assessment have been used 
to inform the impact on groundwater dependant surface water features; 
including GWDTE’s. This assessment follows the methodology 
detailed within Appendix B of LA 113 which details how to determine 
the magnitude and overall significance of potential impacts.   

7.5.23 Flood Risk: the assessment of potential flood impacts was undertaken 
in accordance with NRW flood mapping and TAN15. The design of the 
highway drainage has followed the principles of DMRB. A technical 
note identifying the risks imposed by the Scheme in relation to flooding 
has been prepared Flood Note (ES Volume 3 Appendix 7.2). 

Mitigation Measures Forming Part of the Scheme 
Design

7.5.24 The design philosophy of the carriageway drainage includes a series of 
measures to ensure that flood risk is not increased in the vicinity of the 
Scheme and to ensure that soluble and suspended pollutants in 
carriageway runoff are reduced to acceptable levels prior to discharge 
to groundwater or local watercourses. This is considered to be an 
improvement in comparison to the run-off from the existing A40, which 
is believed to discharge directly to local watercourses with no treatment 
or attenuation. These measures are described in the paragraphs below 
and described in detail in the Drainage Strategy Report (ES Volume 
3 Appendix 7.3) 

7.5.25 Where possible, highway runoff would be infiltrated into the ground 
using attenuation/ infiltration basins. If infiltration is not an option due 
to ground conditions the proposed surface water discharge is to be 
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attenuated to a Greenfield Runoff Rate (GRR) of 5.2 l/s/ha for all events 
up to a 100 year return period with an allowance for climate change. 

7.5.26 Surface water from the new approach road from the de-trunked A40 to 
the Penblewin Roundabout is proposed to be drained via conventional 
kerbs and gullies whilst combined surface water/ groundwater filter 
drains will take the flows from the cuttings.

7.5.27 Where the Scheme crosses watercourses, flows would be maintained 
within their catchment through culverts where possible. These culverts 
would be designed in accordance with the requirements of the DMRB 
HA107/04, CIRIA Report C689. This states culverts in urban areas and 
villages should be designed for 1 in 100 years and agricultural land of 
high value should be to 1 in 50 years. Where the catchment area 
draining to the cross-drainage culvert is not readily defined, the 
minimum culvert diameter would be 1200mm in accordance with the 
DMRB.

7.5.28 A positive drainage system would be provided for the Scheme which 
would ensure that there is no surface water flooding for a 1 in 5-year 
return period event. This design standard is in accordance with DMRB 
which includes an allowance for climate change.

7.5.29 Peak flows have been increased by 30% to account for the effects of 
climate change, as agreed with Pembrokeshire County Council as Lead 
Local Flood Authority in a face to face meeting held on 7/8/19. Follow 
up correspondence is provided in Drainage Strategy Report (ES 
Volume 3, Appendix 7.3).

7.5.30 In cuttings, the surface runoff would be drained to filter drains in the 
verge.

7.5.31 Lined cut-off ditches at the top of cuttings and unlined cut-off ditches 
at bottom of embankments will intercept natural runoff. If the natural 
topography falls away from the road alignment, cut off ditches will not 
generally be provided other than to mitigate local flooding risk.

7.5.32 Any existing land drains encountered would be intercepted and diverted 
to cut-off ditches. 

7.5.33 Attenuation/infiltration basins would be designed to ensure that 
groundwater would not impede their performance.
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7.6 Assessment of Potential Effects

7.6.1 Linear construction projects, such as roads, have the potential to 
intersect a number of surface and groundwater features and create 
pollution sources or pathways that are not present under existing 
conditions.

7.6.2 Potential effects of roads on the water environment can be split into 
direct or indirect effects and occur as a result or construction, operation 
or a combination of construction and operation. Typically, these effects 
are grouped into temporary, short-term construction effects and 
permanent, long-term operational effects, although short and long-term 
effects can occur as a result of both construction and operation 
activities.

7.6.3 The mobilisation of existing contaminants is a potential effect during 
both construction and operation and is considered in Chapter 6 Geology 
and Soils.

7.6.4 As stated in 7.4.16, due to distance it is not considered that there is a 
risk to the water environment of the Claddau Rivers SAC. The impact 
on designated sites with hydrological linkages are assessed in Chapter 
8 Nature Conservation. 

Construction Effects

7.6.5 The assessment of the effects on the water environment considers 
possible changes to the water environment during the construction 
phase. In line with the DMRB methodology, the significance of the 
effects would depend on a combination of the potential for pollution 
and flooding and the sensitivity of the receptor. 

Potential surface water quality impacts

7.6.6 The most likely sources of pollutants are:

a) Disturbance of silt/soil generating surface runoff with high 
sediment concentrations (mobilised suspended solids);

b) Accidental spillage of fuels, oils, chemicals and materials (e.g. 
concrete, plant fuels/oils, lubricants, hydraulic fluids and floating 
solids such as litter) resulting in pollution of watercourses and 
potential impacts on fish and downstream ecological designated 
features; and

c) Dewatering discharges containing high levels of suspended solids.
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7.6.7 These risks of pollution impacts (silt/sediment and spills) are 
heightened during particular activities located in or near to 
watercourses or ponds. This will include the construction of culverts for 
the respective watercourse crossings and construction of attenuation 
pond B; which will be above watercourse ID 8; a tributary of Afon 
Marlais. 

7.6.8 These areas are most at risk when exposed soil is present, such as 
shortly before, during and after construction of culverts and embanked 
areas. Without control measures, the risk of runoff from exposed soil 
would remain until vegetation is established, which would take 
generally one growing season.

7.6.9 The risk of surface water flooding causing an uncontrolled release of 
sediments and/or waters from the surface water management system 
would be present over the construction sequence. Over much of the 
construction cycle, the potential for pollutants in these waters are 
limited to sediments from runoff and hydrocarbons spilled from 
vehicles, but during higher risk activities (e.g. concrete pouring), these 
impacts have the potential to be greater.

7.6.10 A common constraint of linear construction projects such as this is the 
limited area to store and, if needed, treat surface water runoff across the 
site. A potential impact of insufficient storage capacity is that the 
surface water management system could be overwhelmed during a 
rainfall event, causing an uncontrolled release of sediments and/or 
pollutants to surface watercourses.

7.6.11 The magnitude of these impacts would be moderate adverse and short 
term in timeframe. For all unnamed surface water features that would 
receive runoff from the Scheme which are of low sensitivity value, the 
significance of effect would be slight adverse and not significant. 

Potential hydro-morphological impacts

7.6.12 Plant trafficking, excavation or construction activities within or near to 
watercourses have the potential to cause bank failure, erosion or 
scouring and modification of geomorphological features.

7.6.13 Direct physical modifications to watercourses consist of removing the 
upper 60m of the unnamed tributary of Afon Marlais, watercourse ID 
8. The loss of this section of watercourse will result in a major adverse 



Welsh Government A40 Penblewin to Redstone Cross Improvements
ES Chapter 7 Road Drainage and Water Environment

A40PRC-ARP-EAC-SWI-RP-LE-0002| P04 | S4 Page 36 

magnitude of impact. With a low value assigned to this watercourse, the 
significance of impact is slight or moderate adverse. Based on 
professional judgement on the importance of this watercourse in 
relation to the surrounding features, further details of which are 
provided within Assessment of Effects on Water Framework 
Directive Watercourses (ES Volume 3, Appendix 7.1) Section 1.2; the 
significance of the hydro-morphological effect on this watercourse is 
slight adverse and therefore not significant.

7.6.14 Other direct modifications to watercourses include the construction of 
the culverts labelled in Table 7-7 and works within the banks of the 
watercourses associated with the attenuation basins labelled A.--E 
Highway Drainage Layout (ES Volume 2 Figure 7.6). 

Table 7-7  Watercourse Crossings

Culvert ID Approximate 
Culvert 
Chainage

Watercourse Solution

Culvert 1 0+000 Unnamed surface drainage 
feature leading to Narberth 
Brook 

Proposed 1.2m culvert 

Culvert 2 0+420 ID6
Unnamed tributary of 
Narbeth Brook 

Proposed culvert 1.2m dia..

Culvert 3 0+460 
(side road)

ID6
Unnamed tributary of 
Narbeth Brook 

Proposed culvert 1.2m dia.

Culvert 4 0+860 ID7
Unnamed tributary of Afon 
Marlais 

Proposed culvert 1.2m dia. 

Attenuation 
Basin B

1+350 ID8
Unnamed Tributary of 
Afon Marlais 

Attenuation basin to remove 
upper 60m of watercourse

Culvert 5 1+390 ID9
Unnamed tributary of Afon 
Marlais 

Proposed combined culvert 
and farm access

Culvert 6 1+690 Unnamed surface drainage 
feature leading to Afon 
Marlais 

Proposed culvert 1.2m dia.

7.6.15 Mobilisation of silts during excavation, work on the riverbanks or by 
surface water runoff from bare areas, could result in washing of 
sediment into watercourses and cause siltation within any riverbed 
gravels. Clogging of river gravels by silt would reduce in-stream habitat 
quality. The effects of siltation could be medium term, as high flows 
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are required to remobilise the silt and flush it downstream.

7.6.16 Without incorporating mitigation measures, the potential magnitude of 
temporary hydro-morphological impacts on all watercourses aside from 
Unnamed tributary of Afon Marlais (Watercourse ID8) are anticipated 
to be moderate adverse. This is because the impacts on morphological 
status within the water body are localised and wider impacts would be 
temporary. With a low sensitivity value, the significance of effect 
would therefore be slight adverse and not significant for all affected 
watercourses.

Groundwater Quality

7.6.17 Sources of potential pollutants to groundwater include spills (e.g. fuel 
from vehicles/plant) or from water contaminated during specific 
activities, such as concrete pouring/washing. Potential pathways for 
these pollutants include direct infiltration at source or in the case of 
spillages, infiltration from the surface water management system during 
periods of low flow. 

7.6.18 Without incorporating the reduction in risk resulting from good 
construction practice, the potential magnitude of the risk of 
contamination is moderate adverse. When combined with the 
sensitivity classification of medium importance, the significance of 
effect associated with temporary activities is moderate adverse. 
Suitable mitigation measures are therefore required to reduce this 
potential effect.

Groundwater Levels and Flows

7.6.19 The assessment of the potential impacts of dewatering is presented in 
Drainage Strategy (ES Volume 3, Appendix 7.4). This identified a 
potential impact on the following features:
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Table 7-8  Identified features potentially impacted by construction of cuttings

ID Feature 
type

Approximate 
distance to cutting 
causing potential 
impact

Approximate 
ground 
elevation, 
mOD

Base flow 
affected

Direct 
surface 
water 
catchment

GW7 Headwaters 
of unnamed 
tributary of 
Longford 
Brook; 

Cutting 3 130m N 93 GW Longford 
Brook

GW14 Headwaters 
of unnamed 
tributary of 
Narberth 
Brook

Cutting 1 40m N 96 GW/ SW run-
off 

Narberth 
Brook

E Pond Cutting 1 130m S 101 GW

7.6.20 The assessment of effects on the identified GWDTE woodland being 
directly lost due to the footprint of the Scheme is discussed within the 
Nature and conservation chapter. No impact on groundwater levels and 
flows feeding into that feature has been identified. 

7.6.21 The potential impact on the identified features may result in reduced 
flows within the watercourses and potentially lower level of water 
within the pond. These are considered to have a minor adverse impact 
on the identified features. Taking into account the sensitivity of these 
features (as detailed in Table 7-4), the overall impact would be of slight 
adverse significance of effect.

Flood risk effects

7.6.22 During construction, no effects on flood risk are expected provided that 
where works take place in the vicinity of watercourses, material and 
plant is stored beyond the areas potentially susceptible to flooding. New 
or extended culverts would be sufficiently sized to accommodate flood 
flows in accordance with DMRB guidance.

7.6.23 Temporary works to divert watercourses during culvert construction 
would include suitable provisions to pass high flows. 

7.6.24 The magnitude of the risk of flooding is negligible and when combined 
with the low importance (in terms of flood risk) of existing water 
features, the significance of effect is considered to be neutral. 
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Operational Effects

Routine runoff and surface water quality 

7.6.25 The most likely sources of water quality impacts to surface 
watercourses from the operation of the Scheme are:

a) Pollution associated with routine runoff; and
b) Accidental spillage because of a road traffic collision.

7.6.26 The drainage design of the Scheme directs runoff from the carriageway 
to five attenuation basins prior to discharge into surface waters via four 
new outfalls. The five ponds in the Scheme design at the point of 
writing are assessed; labelled Attenuation Basins A to E. Wherever 
possible, runoff will be allowed to infiltrate to groundwater ahead of 
discharge to surface waters. The locations of the outfalls and receiving 
water bodies are illustrated in Highway Drainage Layout (ES Volume 
2 Figure 7.6) and listed in Table 7-9. Water features which will not 
receive runoff are scoped out of this assessment.

Table 7-9  Discharge locations used for HEWRAT Assessments 

Outfall Chainage Receiving Watercourse

Basin A 0+000 ID4
Unnamed tributary of Narberth Brook 

Basin B 1+350 ID8
Unnamed tributary of Marlais 

Basin C 0+320 ID6
Unnamed tributary of Narberth Brook

Basin D 0+730 ID7
Unnamed Tributary of Marlais 

Basin E 1+780 Unnamed surface drainage feature leading to Afon Marlais 

7.6.27 The HEWRAT tool (‘Simple Assessment’) was used to assess the 
operational effects of the road surface runoff from the five proposed 
outfalls Highway Drainage Layout (ES Volume 2 Figure 7.6). The 
methodology, inputs and detailed results used in the HEWRAT 
assessment is presented in Assessment of Effects on Water 
Framework Directive Watercourses (ES Volume 3, Appendix 7.1) 
WFD Compliance Assessment in.

7.6.28 A cumulative assessment of impacts has been undertaken for outfalls 
from Attenuation Basin A and C as the outfalls discharge to the same 
watercourse between 100m and 1km apart. 
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7.6.29 The predicted traffic data for the proposed scheme between Penblewin 
and Redstone cross is 10,060 AADT in 2022 and 11,390 AADT in 
design year 2037, and for the western stretch is 11,570 in 2022 and 
13,040 in design year 2037. Both of which are within the lowest range 
used in the HEWRAT assessment of between 10,000 and 50,000 
AADT. On this basis, the assessments carried out for the Scheme are 
likely to overstate the potential risk to surface water quality.

7.6.30 Following incorporation of the watercourse characteristics, the surface 
water quality of the undiluted runoff for outfalls associated with basins 
A, C and D pass both the EQS and acute impacts levels tested against 
in the HEWRAT model. Basin E failed the acute impacts test for copper 
only. The outfall associated with attenuation basin B failed on acute 
impacts for both copper and zinc and exceeded the EQS value for 
copper; with a value of 1.19 ug/l. 

7.6.31 As instructed within LA 113, CG 501 Design of highway drainage 
systems would be used to inform the mitigation measures required. As 
specified in Section 7.5.26, drainage features would be designed in 
accordance with DMRB HA103/06 Vegetated Drainage Systems for 
Highway Runoff. 

7.6.32 For Step 3 of the HEWRAT model, with incorporation of a forebay into 
both Attenuation Basin B and E into the Scheme design, the basin is 
classified as a ‘treatment pond’. As detailed within CG 501, this feature 
has pollutant attenuation properties of 60% for sediments, 40% for 
copper and 30% for zinc. Basin B and E pass all sections of the 
HEWRAT surface water assessment.

7.6.33 The freshwater Environmental Quality Standards (EQS) limits, which 
are the threshold annual average concentrations of copper and zinc used 
in the HEWRAT results, incorporate a long-term impact assessment of 
surface water runoff from the highway. These standards are also stated 
within the WFD (Standards and Classifications) Directions 2015. 

7.6.34 With all outfalls passing the HEWRAT assessment through taking a 
precautionary approach, it is considered that the magnitude of impact 
of sediment and dissolved metals discharging into surface watercourses 
is negligible with a significance of effect for all receptors is neutral. 

7.6.35 Traffic modelling suggests an 82% reduction in traffic along the 
existing A40 between Redstone Cross and Penblewin roundabout in 
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design year 2037, falling from an estimated 13,860 AADT to 2,470 
AADT. Given that the current drainage network is believed to discharge 
directly to local watercourses with no treatment or attenuation, the 
switching of traffic from the old to the new road is likely to have a 
beneficial impact upon the watercourses receiving runoff being 
discharged from the existing highway. 

Surface Water Quantity 

7.6.36 The assessment of the potential impacts of dewatering is presented in 
Groundwater flow and level assessment (ES Volume 3, Appendix 
7.4). This identified a potential impact on baseflow at the headwaters 
of two unnamed watercourses, tributaries of Longford Brook and 
Narberth Brook. 

7.6.37 The potential impact on the identified features may result in reduced 
flows within the watercourses. These are considered to have a minor 
adverse impact on the identified features. Taking into account the 
sensitivity of these features, the overall impact would be of slight 
adverse significance of effect.

Hydro-morphological assessment 

7.6.38 Potential impacts to the hydro-morphology of watercourses could result 
from the installation of new culverts or drainage outfalls. As assessed 
in Section 7.6.13, the location of Attenuation basin B would also result 
in the loss of a section of the Afon Marlais 3. 

7.6.39 Table 7-7 details the six new culverts which are proposed within the 
Scheme to enable to the proposed highway to cross existing 
watercourses, none of which are designated as main rivers. New 
culverts are likely to remove natural channel bed, banks and floodplain 
connectivity and if designed inappropriately, can also cause local scour, 
prohibit fish passage and impair downstream transport of sediment.

7.6.40 Five new outfalls would be installed to discharge treated carriageway 
runoff from the drainage system to surface watercourses. The 
discharges would be limited to the Greenfield Runoff Rate. The outfalls 
would be located in the receiving watercourses listed in Table 7-9.

7.6.41 New outfall structures within a watercourse can alter local channel 
cross section and induce local bank or bed erosion, as well as reduce 
the available natural bank habitat area.
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7.6.42 The effects of these structures on WFD quality elements are discussed 
in greater detail in the WFD Compliance Assessment, (ES Volume 3 
Appendix 7.1). 

7.6.43 The magnitude of impact on features with potential geomorphological 
impacts (e.g. culverts/outfalls) is considered to be moderate adverse 
where culverts are proposed and minor adverse where outfalls are 
proposed (given the limited extent of modification for an outfall).

7.6.44 Each proposed outfall is into an unnamed watercourse assigned with a 
low sensitivity, this results in a neutral or slight significance of 
potential effect. 

7.6.45 For the proposed three new culverts at the unnamed tributaries of Afon 
Marlais and the three for the unnamed tributaries of Narberth Brook, 
the significance of potential effect is slight adverse. 

Groundwater 

7.6.46 The most likely sources of impacts to groundwater from the operation 
of the Scheme are:

a) Infiltration of road drainage from attenuation basins or at drainage 
outfalls or receiving low flow watercourses; and

b) Localised reduction in groundwater level associated with drainage 
at cutting locations (to be assessed within Ground Conditions 
(ES Volume 1 Chapter 6)).

Groundwater quality impacts from routine run off

7.6.47 The proposed scheme design is for routine runoff to be discharged from 
attenuation basins. Following information from the geotechnical 
assessment, Basins B and D are proposed to be lined; with the potential 
for infiltration from Basins A, C and E. The anticipated flow during 
summer months in the receiving watercourses is likely to have a Q95 ≤ 
0.001 m3/s and would therefore potentially discharge to groundwater. 
As a result, the potential impact on groundwater was considered for all 
attenuation basins.

7.6.48 The highest volume of predicted traffic for the proposed scheme is 
13,040 AADT in design year 2037 for the western stretch, which is at 
the lower end of the low risk range (0-50,000 AADT) used in the 
standard Method-C approach for providing the initial assessment of 
potential pollution impacts from routine runoff to groundwater. On this 
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basis, the assessments carried out for the Scheme are likely to overstate 
the potential risk to groundwater quality.

7.6.49 The detailed results of the LA 113 Appendix C assessment for the 
potential impacts to the groundwater body and specific receptors is 
provided in the WFD Assessment: (ES Volume 3, Appendix 7.1). 

7.6.50 The risk scores of between 180 and 240 are within the 150 – 250 DMRB 
suggested action class range, which indicates there is a medium risk of 
impact to groundwater.

7.6.51 For the medium risk impact mitigation measures should be considered 
to protect groundwater, the DMRB guidance suggests the need for and 
nature of the mitigation measures should be informed by additional risk 
assessment.  

7.6.52 The HEWRAT models produced to assess the impact upon surface 
water quality indicate that EQS standards are met for all basins. Basins 
A, C and D meet the standards without mitigation, whilst Basins B and 
E meet the standards following the incorporation of surface water 
treatment. 

7.6.53 It should be noted that, as the AADT value is in the lower range of 0-
50,000; it is likely that both the HEWRAT and the Method C risk scores 
are over estimates and the presented concentrations are likely greater 
than the real concentrations.

7.6.54 Basin E requires <5% mitigation for copper only and Basin B requires 
mitigations for copper and zinc. The mitigation measures chosen in the 
form of a forebay into prior to both lined attenuation basins; there is no 
infiltration to ground water prior to pollutant attenuation within the 
attenuation pond. As stated in CG 501, Table 8.6.4N3, this resulted in 
40% copper and 30% zinc attenuation for both basins.

7.6.55 Therefore, for both ponds the copper and zinc values are reduced to 
below EQSs prior to release into surface or ground water. For all ponds, 
the source of contamination is below the EQS value, removing the 
‘source’ of the source – pathway – receptor process. Therefore no 
further assessment is necessary. The magnitude of impact is therefore 
negligible, resulting in a neutral significance of impact on the receiving 
medium value WFD groundwater bodies.
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Groundwater quality impacts from accidental spillage:

7.6.56 The risk of an accident resulting in a serious spillage incident to surface 
or groundwaters has been assessed for each proposed drainage outfall 
following the LA 113 Appendix D assessment. Details of the 
assessment inputs and results are presented in the WFD Compliance 
Assessment in (ES Volume 3, Appendix 7.1). The Scheme passes the 
Appendix D assessment at all drainage outfalls. Therefore, the risk of 
water quality impacts resulting from accidental spillage is considered 
to be negligible magnitude. The significance of the potential effect is 
therefore neutral.

Groundwater Levels and Flows

7.6.57 The impact on groundwater levels as a result of the cuttings and 
highway drainage is defined within Groundwater flow and level 
assessment (ES Volume 3, Appendix 7.4). The assessment does not 
differ from the construction scenario as presented in Construction 
Effects above with the overall impact would of slight adverse 
significance of effect. 

7.6.58 The assessment of effects on the identified GWDTE woodland being 
directly lost due to the footprint of the Scheme is discussed within the 
Nature and conservation chapter. No impact on groundwater levels and 
flows feeding into that feature has been identified. 

Flood risk

7.6.59 The operational road drainage and the installation of culverts to cross 
existing watercourses present potential impacts to the level of flood risk 
to the wider area and to users of the new highway. 

7.6.60 As described in Section 7.4.17 and indicated on NRW’s flood maps, 
there is minimal flood risk in the area due to the road following a 
ridgeline. A Flood Note for the network has been produced alongside 
the Drainage Strategy which describes the methodology used for the 
overland flow analysis and provides the results of the flooding in the 
system pre and post scheme proposal amendments Flood Note (ES 
Volume 3, Appendix 7.2) and Drainage Strategy (ES Volume 3, 
Appendix 7.3) Report, respectively.

7.6.61 The Scheme is not expected to cause any detriment to fluvial, surface 
or groundwater flood risk. Additional detail regarding flood risk is 
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included in Flood Note (ES Volume 3, Appendix 7.2). An allowance 
for climate change has been agreed with Pembrokeshire County 
Council and incorporated into the design of the road drainage and 
culverts. 

7.6.62 The magnitude of impact is therefore considered negligible and the 
significance of potential effect is neutral.
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7.7 Mitigation Measures and Monitoring

7.7.1 The following mitigation measures are required to protect the water 
environment and are to be included above and alongside the mitigation 
included in the initial design.

Construction Mitigation

7.7.2 This section details mitigation required to reduce the significance of 
effect associated with construction. Measures that are considered as 
standard good practice have been included which will be implemented 
by the construction contractor, see Pre-CEMP Construction 
Environmental Management Plan (ES Volume 3 Appendix 2.2): Pre-
CEMP. Measures that are non-standard or site specific are detailed 
below and these should be incorporated into the contractor’s 
construction method statement.

7.7.3 Examples of the standard practice mitigations included in the Pre-
CEMP include the provision of spill kits, restricting site traffic to 
dedicated haul roads and ensuring hard-standing areas are regularly 
swept and maintained. 

7.7.4 Effective delivery of the measures set out here and, in the Pre-CEMP, 
will be monitored during the construction phase, by the Environmental 
Clerk of Works.

Surface Water Quality

7.7.5 The significance of potential construction effects of the proposed 
scheme on surface quality and resource is considered to be slight 
adverse for all watercourses. It is considered standard construction 
practices Pre-CEMP Construction Environmental Management 
Plan (ES Volume 3 Appendix 2.2) will sufficiently reduce this 
significance of impact. This would include a surface water management 
system with monitoring of the quality of discharges. No further 
mitigation measures are proposed.  

7.7.6 The process and procedure for responding to and reporting 
environmental incidents will be agreed with NRW and included within 
the Pre-CEMP. 
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Hydro-morphology

7.7.7 The significance of potential construction effects of the proposed 
scheme on hydro morphology is considered to be slight adverse for all 
watercourses listed in Table 7-4. Although not significant, the 
following mitigation measures should be implemented to minimise 
potential adverse effects.

7.7.8 The amount of in-channel working should be minimised by using 
precast structures and working offline wherever possible. 

7.7.9 Vegetation removal to enable the work should be minimised and 
existing tree roots left in place wherever possible with no modifications 
made to the natural bank profile beyond the limits of the construction 
area.

7.7.10 Bare areas exposed during any works to river banks or by excavation or 
soil stripping on any floodplains should be protected with temporary 
measures to ensure no erosion or scouring during flood events, prior to 
the installation of bioengineering and/or establishment of vegetation.

7.7.11 Defined plant trafficking routes should be located away from 
watercourses to prevent any further modification to in-channel features 
or loading of the banks which could cause bank failure.

7.7.12 Construction activities affecting the river banks or any in-channel 
features should be carried out under the supervision of a qualified 
geomorphologist.

Groundwater 

7.7.13 The significance of potential construction effects of the proposed 
scheme on groundwater quality and resource is considered to be 
moderate adverse. It is considered that if standard construction practices 
are followed Pre-CEMP Construction Environmental Management 
Plan (ES Volume 3 Appendix 2.2) this will sufficiently reduce this 
significance of impact. No further mitigation measures are proposed.  

7.7.14 No significant effects on groundwater dependent features resulting 
from the Scheme have been identified, with an overall slight adverse 
significance of effect. Therefore, no mitigation measures are required.
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Flood Risk

7.7.15 The significance of potential construction effects of the proposed 
scheme on flood risk is neutral provided that, where works take place 
in the vicinity of watercourses, material and plant is stored beyond the 
areas potentially susceptible to flooding.  No further mitigation 
measures are proposed. 

Operational Mitigation

7.7.16 This section identifies mitigation measures where adverse effects due 
to operation of the proposed scheme were identified. For this 
assessment these include impacts on flood risk.

Surface Water Quality 

7.7.17 The significance of potential operational effects of the proposed scheme 
on surface water quality is neutral.  Therefore, additional mitigation 
measures are considered unnecessary.   

Hydro-morphology 

7.7.18 The mitigation measures listed below are considered best practice for 
the design of outfalls and culverts and should be included for all 
structures, regardless of the significance of effect and to ensure that 
WFD objectives can continue to be met.

7.7.19 The design of any new or extended culverts should ensure that: 

a) The base of the culvert is set below the existing bed of the 
watercourse. This will help to retain habitat connectivity either 
side of the culvert and promote continued sediment transport 
downstream; 

b) The culvert width is greater than that of the existing watercourse, 
such that it does not constrict the watercourse at the entrance or 
exit to the structure;

c) Suitable scour protection is installed at the culvert inlet and outlet, 
making use of bioengineering methods and products where 
practicable.  

7.7.20 The design of any new outfalls should ensure that:

a) The headwall structure is set back from or flush with the channel 
profile and does not protrude into the channel;
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b) The outfall is angled to direct flow at an angle no greater than 60 
degrees from the existing flow direction in the watercourse; and 

c) Any scour protection surrounding the outfall headwall uses 
bioengineering methods wherever practicable to maximise habitat 
potential. 

7.7.21 The design and construction supervision of these mitigation measures 
will be led by a qualified geomorphologist.

Groundwater

7.7.22 The significance of potential operational effects of the proposed scheme 
on groundwater quality and resource is neutral. Therefore, further 
mitigation measures to those specified within the design are considered 
unnecessary. 

7.7.23 No significant effects on groundwater dependent features resulting 
from the Scheme have been identified, with an overall slight adverse 
significance of effect. Therefore, no mitigation measures are required.

Flood Risk

7.7.24 The significance of potential operational effects of the proposed scheme 
from flood risk is neutral. Therefore, mitigation measures are 
considered unnecessary.
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7.8 Residual Effects

Residual Construction Effects

Surface Water Quality 

7.8.1 Following the implementation of mitigation measures and the Pre-
CEMP during construction, the magnitude of any pollution incident is 
likely to be negligible. Therefore, the significance of effect would be 
reduced to neutral.

Surface Water Quantity 

7.8.2 Following the implementation of mitigation measures and the Pre-
CEMP during construction, the magnitude of impact of culverting 
watercourses is likely to be negligible for all other watercourses. 
Therefore, the significance of effect would be reduced to neutral. The 
significance of impact due to the loss of a section of the watercourse 
would remain at slight adverse for watercourse ID8, the unnamed 
tributary of Afon Marlais.

Hydro-morphology

7.8.3 Following the implementation of mitigation measures and the Pre-
CEMP during construction, the magnitude of any geomorphological 
impacts is likely to be negligible. Therefore, the significance of effect 
would be reduced to neutral.

Groundwater

7.8.4 Following the implementation of standard practices included in the Pre-
CEMP, the magnitude of impact to groundwater quality is reduced to 
negligible, leading to a significance of effect of neutral. 

7.8.5 The assessment of effects on groundwater resources remains slight 
adverse as no additional mitigation measures were deemed necessary.

Flood Risk

7.8.6 The significance of effects remains neutral as no additional mitigation 
measures were deemed necessary. 
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Residual Operation Effects

Surface Water Quality 

7.8.7 The significance of effects remains neutral as additional mitigation 
measures were deemed unnecessary. 

7.8.8 As concluded within the Assessment of Effects on Water Framework 
Directive Watercourses (ES Volume 3, Appendix 7.1), it is considered 
that the proposed scheme would not cause a degradation in the status of 
any WFD surface water bodies in the vicinity of the Scheme and would 
not prevent them from attaining Good status in the future.

Surface Water Quantity 

7.8.9 The assessment of effects on surface water quantity remains slight 
adverse as no additional mitigation measures were deemed necessary. 

Hydro-morphology 

7.8.10 Following the implementation of mitigation measures to ensure the 
design of physical modifications retains natural processes and habitat 
area where possible, the significance of effect at locations where 
physical modifications are proposed is reduced to neutral and not 
significant.

Groundwater

7.8.11 The assessment of effects on groundwater quality/resources remains 
neutral/slight adverse as no additional mitigation measures were 
deemed necessary. 

Flood Risk

7.8.12 The significance of effects remains neutral as no additional mitigation 
measures were deemed necessary. 

Accidental Spillage Risk

7.8.13 The significance of effects remains neutral as no additional mitigation 
measures were deemed necessary. 
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7.9 Monitoring

7.9.1 Water quality data for the operational phase of the Scheme will be 
collected to confirm that the drainage design of the Scheme provides 
sufficient treatment measures to ensure there is no adverse effect upon 
the wider water environment.

7.10 Benefits of the Scheme

7.10.1 The forecast reduction in traffic on the existing A40 provides a potential 
benefit to the water environment in that the current drainage network is 
believed to discharge directly to local watercourses. Therefore, there 
will be a beneficial impact upon the water quality of road run-off 
discharged from the existing highway directly into local watercourses. 
With embedded treatment measures in the proposed scheme, the overall 
pollutant load entering watercourses will be reduced.  

7.11 Conclusion

7.11.1 This assessment concludes that neither the construction nor the 
operational impacts of the Scheme would have significant adverse 
impacts upon the water environment provided the mitigation measures 
as described above are implemented. Ongoing monitoring is proposed 
to confirm the mitigation, drainage and treatment measures 
incorporated into the design has been effective. No likely significant 
impacts were identified, and the proposed mitigation measures are 
plainly established and uncontroversial. 

7.11.2 The Scheme would not adversely affect the current status of the various 
WFD elements of the water bodies in question or prevent these or any 
other water bodies from reaching Good status (or potential) provided 
the outlined mitigation measures are implemented.
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